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| HEECONNECTORS

M8 Maschio / M8 Male

M8 Femmina / M8 Female

M8 Maschio schermato / M8 total shielded Male

M8 Femmina schermato / M8 total shielded Female

M8 Maschio a cablare / M8 Male field attachable

M8 Femmina a cablare /M8 Female field attachable

Connettori da pannello M8 Maschio / M8 Male panel connectors
Connettori da pannello M8 Femmina / M8 Female panel connectors
M12 Maschio cod. A/ M12 Male cod. A

M12 Maschio cod. B/ M12 Male cod. B

M12 Maschio cod. C/ M12 Male cod. C

M12 Maschio cod. D / M12 Male cod. D

M12 Femmina cod. A/ M12 Female cod. A

M12 Femmina cod. B/ M12 Female cod. B

M12 Femmina cod. C/ M12 Female cod. C

M12 Femmina cod. D / M12 Female cod. D

M12 Maschio schermato cod. A / M12 total shielded Male cod. A
M12 Maschio schermato cod. B/ M12 total shielded Male cod. B
M12 Maschio schermato cod. C/ M12 total shielded Male cod. C
M12 Maschio schermato cod. D / M12 total shielded Male cod. D
M12 Femmina schermato cod. A / M12 total shielded Female cod. A
M12 Femmina schermato cod. B/ M12 total shielded Female cod. B
M12 Femmina schermato cod. C/ M12 total shielded Female cod. C
M12 Femmina schermato cod. D / M12 total shielded Female cod. D
M12 Maschio a cablare / M12 Male field attachable

M12 Femmina a cablare / M12 Female field attachable

Connettori da pannello M12 Maschio / M12 Male panel connectors
Connettori da pannello M12 Femmina / M12 Female panel connectors
Prolunghe M8 / M8 extensions

Prolunghe M8 schermate / M8 total shielded extensions

Prolunghe M8-M12 / M8-M12 extensions

Prolunghe M8-M12 schermate / M8-M12 total shielded extensions
Prolunghe M12 / M12 extensions

Prolunghe M12 schermate / M12 total shielded extensions
Derivazione con testa M12 - code M8 / M12 head - M8 tails junctions
Derivazione con testa M12 - code M12 / M12 head - M12 tails junctions
Derivazione con testa M12 - code M12 Pin to Pin / Pin to Pin M12 head - M12 tails junctions




CONNETTORE COSTAMPATO M8 MASCHIO
M8 MALE MOLDED CONNECTOR

M8

_— EEECONNECTORS

Connettore circolare: singola testa;
possibilita di personalizzare il colore della testina
e tipologia di cavo.

Circular connector: single head; color head
and type of cable customized.

CARATTERISTICHE GENERALI

materiale contatti:

CuZn dorato sopra nichelatura
materiale ghiera:

Ottone nichelato

(se INOX, ghiera esagonale in AISI 316L)
grado di protezione:

IP67

materiale rivestimento:

TPU (Poliuretano)

temperatura di lavoro:
-25°C +80°C

298

m
28,5
R
< T
)
N
m
A=@7 - B=08 with @ cable <5
A=@8 - B=09 with @ cable >5
disegni scala 1:1
GENERAL FEATURES

contact material:

Au over Ni plated CuZn

cupling nut material:

CuZn, Ni plated

(if stainless steel, AlISI 316L hexagonal nut)
protection class:

IP67

housing material:

TPU (Polyurethane)

temperature range:
-25°C + 80°C




Colore

Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) | Max current (A) Features Housing
color
4 Ghiera con
antisvitamento 1 Marrone /Brown__ Senza elettronica Nero
A/3 39 Blu / Blue 60 3
1 3 Ring nut with 4 Nero/Black Without electronics Black

anti-vibration system

2 " Ghiera con 4~y Marrone / Brown
= antisvitamento 5y Bianco/ White Senza elettronica Nero
{ \ Al4 3> Blu/Blue 30 3
1 3 Ring nut with 4> Nero /Black Without electronics Black

anti-vibration system

CODIFICA CODICE / CODING CODE

08 MD 10
Housmg color Family Connector type Pm no. Cable type Sect\on Length Custormzed

N | Black MD | Straight male || 3 | 3p|n i Grey PVC/PVC 1 1Sec.0,74mmq||0A:0,10m||S ! Standard
G i Grey 08X M8 with INOX ring nut MA: Angled male 4 4 pin AU | Grey PVC/PVC UL CSA 2 1 Sec.0,25 mmq || 0B 30,20 m
T  Colorless ‘ B Shielded grey PVC/PVC 3 | Sec. 034 mmq||1Z :1m
Y ! YeIIow 1 1 1 BU | Shielded grey PVC/PVC UL CSA || 4  Sec. 0,50 mmq (|10 :10m
| E | Black PVG/PVC . 10Ci{10,3m
EU | Black PVC/PVC UL CSA : 100:100 m
F  Shielded black PVC/PVC |
FU i Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
U ¢ Gray PUR/PVC UL CSA
M i Black PUR/PVC
MU | Black PUR/PVC UL CSA
N i Shielded black PUR/PVC
NU | Shielded black PUR/PVC UL CSA




M 8 CONNETTORE COSTAMPATO M8 FEMMINA
M8 FEMALE MOLDED CONNECTOR AN \\WVE Y

Connettore circolare: singola testa con o senza LED; Circular connector: single head with or
possibilita di personalizzare il colore della testina without LED; color head and type of cable

e tipologia di cavo. customized.

M8 x 1 308

29,8

28,5

A=@7 - B=08 with @ cable <5
A=@8 - B=09 with @ cable >5

disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 P67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:

-25°C +80°C -25°C+80°C




Colore
Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing
color
Senza elettronica Nero
60 3
Without electronics Black
4 )
Ghiera con 1 3Marrone / Brown
antisvitamento 4 Marrone /Brown__ 4 5_Nero / Black
3 1 A/3 3--Blu/Blue 35 PNP
Ring nut with sy Nero/Back Con elettronica | 45 wswe [ 1
anti-vibration system LED Trasparente
30 3
With LED Colorless
electronics
Senza elettronica Nero
60 3
Without electronics Black
1 Marrone / Brown
4 2 Ghiera con 4D Nero/ Black
> 17y-Marrone / Brown BE
antisvitamento i } PNP
{ \ A4 5~ Bianco / White . Il
3 1 D — i 45 Blu/Blue
v Ring nut with 3y Blu/Bue Con elettronica 53 Bianco / White
anti-vibration system 4 Nero/Black LED Trasparente
30 3
With LED Colorless
electronics
2> Bianco / White

CODIFICA CODICE / CODING CODE

08 FD 10
Housmg color Family Connector type Pm no. Cable type Sectwon Length Custonuzed

N i Black FD : Stralght female 3 pin ! Grey PVC/PVC 1 :Sec.0,94 mmq||0A (0,10 m S Standard
G | Grey 08X M8 with INOX ring nut FA Angled female 4 4 pin AU 3 Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 0,20 m
T : Colorless || 08L : M8 with PNP LED B i Shielded grey PVC/PVC 3 :Sec.0,34mmq || 1Z {1 m
Y i Yellow 08L2 | M8 with NPN LED 1 BU | Shielded grey PVC/PVC UL CSA || 4  Sec. 0,50 mmgq || 10 :10m
E ¢ Black PVG/PVC 10C:10,3m
EU | Black PVC/PVC UL CSA 100: 100 m
F  Shielded black PVC/PVC
FU | Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
(U Gray PUR/PVC UL CSA
M i Black PUR/PVC
MU | Black PUR/PVC UL CSA
N | Shielded black PUR/PVC
NU | Shielded black PUR/PVC UL CSA




M 8 CONNETTORE COSTAMPATO M8 MASCHIO SCHERMATO TOTALE MCA
M8 TOTAL SHIELDED MALE MOLDED CONNECTOR LV

Connettore circolare con schermo
collegato alla ghiera; singola testa;

possibilita di personalizzare il colore della

cccccccccc

Circular connector with shield
connected to ring nut; single head;
color head and type of cable

testina e tipologia di cavo.

CARATTERISTICHE GENERALI

materiale contatti:
CuZn dorato sopra nichelatura

materiale ghiera:
Ottone nichelato

grado di protezione:
IP67

materiale rivestimento:
TPU (Poliuretano)

temperatura di lavoro:
-25°C +80°C

customized.

35,2

1,7+0,2

2938

234
2o

A

5 |

10,2

A=@7 - B=08 with @ cable <5
A=08 - B=0@9 with @ cable >5

disegni scala 1:1

GENERAL FEATURES

contact material:
Au over Ni plated CuZn

cupling nut material:
CuZn, Ni plated

protection class:
IP67

housing material:
TPU (Polyurethane)

temperature range:
-25°C+80°C




Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche Colore testina

Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing color
4 Gh.iera senza Marrone / Brown X
antisvitamento Blu /Blue Senza elettronica Nero
1 3 A/3 3 i Nero / Black 60 3 . .
Ring nut without Schermo Shiold Without electronics Black
anti-vibration system

Marrone / Brown

Bianco / White Senza elettronica Nero
3[_Bu/Blue 30 3

4D) Nero/Black Without electronics Black
Schermo / Shield

2 4 Ghiera senza

> antisvitamento
(2%, A4
v Ring nut without

anti-vibration system

CODIFICA CODICE / CODING CODE

08S MD 10
Housmg color Family Connector type Pm no. Cab\e type Sechon Length Custonuzed

N i Black S : Shielded M8 MD Stralght male 3 pin ! Grey PVC/PVC 1 :Sec.0,14 mmq A:0,10m S Standard
G i Grey MA Angled male 4 4 pin AU 3 Grey PVC/PVC UL CSA 2 ' Sec. 0,25 mmq OB 0,20 m
T i Colorless B i Shielded grey PVC/PVC 3 : Sec. 034 mmq| [1Zi1m
Y ! Yellow 3 BU | Shielded grey PVC/PVC UL CSA 4 Sec. 0,50 mmq| (10 :10m
E | Black PVC/PVC 10C: 10,3 m
EU | Black PVC/PVC UL CSA 100: 100 m
F i Shielded black PVC/PVC
FU ¢ Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC

(Ve Gray PUR/PVC UL CSA

M Black PUR/PVC

MU : Black PUR/PVC UL CSA

N | Shielded black PUR/PVC

NU : Shielded black PUR/PVC UL CSA




M 8 CONNETTORE COSTAMPATO M8 FEMMINA SCHERMATO TOTALE
M8 TOTAL SHIELDED FEMALE MOLDED CONNECTOR

_— EEECONNECTORS

Connettore circolare con schermo collegato Circular connector with shield connected to
alla ghiera; singola testa con o senza LED; ring nut; single head with or without LED,;
possibilita di personalizzare il colore della color head and type of cable customized.

testina e tipologia di cavo.

A=07 - B=08 with @ cable <5
A=08 - B=0@9 with @ cable >5

disegni scala 1:1

CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:

-25°C +80°C -25°C+80°C




Colore
Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing
color
Senza elettronica Nero
60 3
Without electronics Black
4 Ghiera senza {13\ Marrone ! Brown
antisvitamento Marrone / Brown apperelBlad
3 1 A3 Blu/Blue “ ” PNP
0 i Nero / Black . Blu/Blue
Rm.g nu{ without Schermo / Shield Con elettronica \143} Schermo / Shield
anti-vibration system LED Trasparente
30 3
With LED Colorless
3 /% )\ Blu/Blue
electronics 321
421 Nero / Black
| | NPN
4| Marrone /Brown i
“_Schermo / Shield
Senza elettronica Nero
60 3
Without electronics Black
> Marrone / Brown
Ghiera senza  Marrone / Brown__ 4> Nero/ Black
4 L ) . g
— 2 antisvitamento | Bianco/White 0 PNe
{ \ A/4 3 Blu /Blue 3/ Blu/Blue
8 N /] ! Ril t without Nero / Black X 2| Bianco  White
jing nut withou EEE—— Con elettronica Schermo / Shield
anti-vibration system Schermo / Shield LED Trasparente
30 3
With LED Colorless
electronics Sy BluLBue
Nero / Black
|l| NPN
Marrone /Brown |~ {”
Bianco / White
Schermo / Shield

CODIFICA CODICE / CODING CODE

08S FD 10
Housmg color Family Connector type Pm no. Cable type Sect\on Length Custormzed

N | Black 08S iShielded M8 FD | Straight female i3 pin | Grey PVC/PVC 1 :Sec.0,14mmq|[0A{0,10m|| S | Standard
G | Grey 08SL {Shielded M8 with PNP LED| | FA Angled female 4 pin AU | Grey PVC/PVC UL CSA 2 | Sec. 0,25 mmq || 0B 10,20 m
T Colorless 08SL2:Shielded M8 with NPN LED|| .... B | Shielded grey PVC/PVC 3 :5ec.0,34mmq||1Z {1 m
Y ! YeIIow e BU : Shielded grey PVC/PVC UL CSA || 4 : Sec. 0,50 mmq|| 10 {10 m
E | Black PVC/PVC . 10C:10,3m

EU | Black PVC/PVC UL CSA 100: 100 m

F i Shielded black PVC/PVC e |

FU ¢ Shielded black PVC/PVC UL CSA

| Gray PUR/PVC

IU i Gray PUR/PVC UL CSA

M i Black PUR/PVC

MU : Black PUR/PVC UL CSA

N i Shielded black PUR/PVC

NU : Shielded black PUR/PVC UL CSA




M8

CONNETTORE A CABLARE

M8 MALE FIELD ATTACHABLE CONNECTOR

B =

14

]

CARATTERISTICHE GENERALI

M8 MASCHIO

cccccccccc

Cable exit

|

|
T

37,5

23

16

u—J—*—Cable exit
h. 10,5

disegni scala 1:1

GENERAL FEATURES

materiale contatti:
CuZn dorato sopra nichelatura

grado di protezione:
IP67

temperatura di lavoro:
-30°C +80°C

pressacavo:
< AWG22

@ cavo:
2-5 mm

contact material:
Au over Ni plated CuZn

protection class:
IP67

temperature range:
-30°C + 80°C

wire cross section:
< AWG22

cable o:
2-5 mm




Vista frontale Chiave/poli Tensione Corrente max Caratteristiche Colore testina
Face view Coding/poles Voltage (V) Max current (A) Features Housing color
4
Senza elettronica Nero
A/3 60 3
1 3 Without electronics Black
2 4
> Senza elettronica Nero
1 { \ 3 Al4 30 3
\ / Without electronics Black

CODIFICA CODICE / CODING CODE

CC
08 MD |dentification field
Housmg color Famny Connector type P|n no.

attachable connettor

N Black 08 M8 || MD | Straight male

i3 pin
MA | Angled male { 4 pin




M8

CONNETTORE A CABLARE M8 FEMMINA
M8 FEMALE FIELD ATTACHABLE CONNECTOR

CARATTERISTICHE GENERALI

@ 14

materiale contatti:
CuZn dorato sopra nichelatura

grado di protezione:
IP67

temperatura di lavoro:
-30°C +80°C
pressacavo:

< AWG22

@ cavo:
2-5 mm

[

Cable exit

i

~—2=Ch. 10,5 —=I

32

‘ ‘-—— able exit
-Ch. 10,

GENERAL FEATURES

disegni scala 1:1

contact material:
Au over Ni plated CuZn

protection class:
IP67

temperature range:
-30°C + 80°C

wire cross section:
< AWG22

cable o:
2-5 mm




Vista frontale Chiave/poli Tensione Corrente max Caratteristiche Colore testina

Face view Coding/poles Voltage (V) Max current (A) Features Housing color
4
Senza elettronica Nero
A3 60 3
3 1 Without electronics Black

< Senza elettronica Nero
3 { \ 1 Al 30 3
\ / Without electronics Black

CODIFICA CODICE / CODING CODE

CC
08 FD |dentification field
Housmg color Famny Connector type P|n no. attachable connettor

N Black 08 M8 D | Straight female { 3pin
‘ ‘ FA : Angled female { 4 pin




M8 CONNETTORE DA PANNELLO M8 MASCHIO
M8 MALE PANEL CONNECTOR

_— EEECONNECTORS

Connettore circolare da pannello: Circular panel connector: with cable and
con cavo e per circuito stampato; for printed circuit board;

possibilita di personalizzare il connettore. Connector customized.

|
|
MBX05 | ‘ ‘ PANEL HOLE
T _ B
Fixing nut——e ﬁ e ?:;.
O-Ring Woi—= ‘L I g T IS
—
with cable, FRONT mounting M8x1
@12
20,8
wsos AN o PANEL HOLE
[ i |
Fixing nut——=— }» gg
O-Ring—— w o) S}
W A0—= (I TI1 |
§ 74
==
for printed circuit board, FRONT mounting M8 x 1
disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plated CuZn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
grado di protezione: protection class:
IP68 1P68
temperatura di lavoro: temperature range:

-25°C +80°C -25°C+80°C




Vista frontale Chiavelpoli [Filetto di fissaggio Tipo connettore Sezione cavo | Montaggio Collegamenti Tensione Corrente max
Face view Coding/poles Fixing thread Connector type Cable section| M ing Cc ion. Voltage (V) | Max current (A)
AWG22
Con cavo
4 AWG24
With cable
AWG26 1> Marrone / Brown
> Blu / Blue
! s A/3 M8XO,5 FRONT j: Nero / Black 60 3

Circuito stampato

Printed circuit

AWG22
Con cavo
AWG24
2 4 With cable 17 Martone / Brown
{ \ AWG26 2 Bianco / White
1 3 Al4 M8x0,5 FRONT 35 Blu/Blue 30 3
v 4 Nero/ Black

Circuito stampato

Printed circuit

CODIFICA CODICE / CODING CODE

CP MF A3 0];]
Connector identification Famny Connector type P|n no. Section Length Custom\zed

Panel connector 08 M8 MF | Male M8x0,5 Front mounting with cable 3 pin AWG26 A:0,10m S Standard
| CMF Male M8x05Front mounting for printed circuit 4 4 pin A3 AWG24 OB 0,20 m
‘ A4 | AWG22 1Zi1m
10 ¢ 10
10C: 10,3 m
100: 100 m




M 8 CONNETTORE DA PANNELLO M8 FEMMINA
M8 FEMALE PANEL CONNECTOR

_— EEECONNECTORS

Connettore circolare da pannello: Circular panel connector: with cable and
con cavo e per circuito stampato; for printed circuit board;

possibilita di personalizzare il connettore. Connector customized.

PANEL HOLE
M8x0,5 |

| _

: T _ E

= % t
Fixing nut——s=—

O-Ring— w

W. 10— r e 7

with cable, FRONT mounting M8‘x 1

282

21,2

20,8

’ PANEL HOLE
M8x0,5 J_], m —2lo .
T I

|
Fixing nut——= }>

O-Ring— m T

W 10— [T T TT 71"

282"

16

N
|

for printed circuit board, FRONT mounting M
disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plated CuZn

materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
grado di protezione: protection class:

IP68 IP68
temperatura di lavoro: temperature range:

-25°C +80°C -25°C+80°C




Vista frontale Chiave/poli |Filetto di fissaggio Tipo connettore Sezione cavo| Montaggio Collegamenti Tensione Corrente max
Face view Coding/poles Fixing thread Connector type Cable secti Mounting Co tion: Voltage (V) | Max current (A)
AWG22
Con cavo
4 AWG24
With cable
AWG26 1D Marrone / Brown
3 1 A3 M8x0,5 FRONT Blu/ Blue 60 3
49 Nero / Black
Circuito stampato
Printed circuit
AWG22
Con cavo
AWG24
4. 2 With cable 13— Marrone / Brown
{ \ AWG26 2 Bianco / White
3 1 Ald M8x0,5 FRONT | ;3 Bu/Bue 30 3
v 4> Nero / Black
Circuito stampato
Printed circuit

CODIFICA CODICE / CODING CODE

CP A3 0];]
Connector identification Famny Connector type P|n no. Section Length Custom\zed

Panel connector 08 M8 Female M8x0,5 Front mounting with cable 3 pin AWG26 A:0,10m S Standard
CFF Female MBxO 5 Front mounting for printed circuit 4 4 pin A3 AWG24 OB 0,20 m
A4 | AWG22 1Zi1m
10 ¢ 10
10C: 10,3 m
100: 100 m




M12

Connettore circolare: singola testa;
possibilita di personalizzare il colore della testina

e tipologia di cavo.

CONNETTORE COSTAMPATO M12 MASCHIO COD.A
M12 MALE MOLDED CONNECTOR A CODED

_— EEECONNECTORS

Circular connector: single head;
color head and type of cable customized.

CARATTERISTICHE GENERALI

47,7

0%
XX
0a%a%

0303
3
X2

K

2
doded

X

oot
900

:‘0
X

oo
X5
X

1
S
i

materiale contatti:

CuZn dorato sopra nichelatura
materiale ghiera:

Ottone nichelato

(se INOX, ghiera esagonale in AISI 316L)
grado di protezione:

IP67

materiale rivestimento:

TPU (Poliuretano)

temperatura di lavoro:
-25°C +80°C

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1

GENERAL FEATURES

contact material:

Au over Ni plated CuZn

cupling nut material:

CuZn, Ni plated

(if stainless steel, AlISI 316L hexagonal nut)
protection class:

IP67

housing material:

TPU (Polyurethane)

temperature range:
-25°C + 80°C




Vista frontale

Face view

Chiave/poli

Coding/poles

Sistema di bloccaggio

Locking system

Collegamenti

Connections

Tensione Corrente max

Voltage (V) Max current (A)

Caratteristiche

Features

Colore testina

Housing color

A2-4

Ghiera con
antisvitamento

Ring nut with
anti-vibration system

1 Marrone / Brown
23 Bianco / White
37 Blu / Blue

4> Nero / Black

250 4

Senza elettronica

Without electronics

Nero

Black

A/5

Ghiera con
antisvitamento

Ring nut with
anti-vibration system

1 Marrone / Brown
) Bianco / White
39 Blu/ Blue
4D Nero / Black

5~ Grigio / Grey

60 4

Senza elettronica

Without electronics

Nero

Black

AI7-8

Ghiera con
antisvitamento

Ring nut with
anti-vibration system

19 Bianco / White
2D Marrone / Brown

39 Verde / Green
4> Giallo / Yellow
57 Grigio / Grey.
6D Rosa / Pink
79 Blu / Blue

8> Rosso / Red

30 2

Senza elettronica

Without electronics

Nero

Black

A/12

Ghiera con
antisvitamento

Ring nut with
anti-vibration system

19 Marrone / Brown
2 Blu / Blue

39 Bianco / White

4D Verde / Green

5 Rosa / Pink

6D Giallo / Yellow

79 Nero / Black

8> Grigio / Grey

99 Rosso / Red
10D Viola / Violet

117y Gigio-Rosa / GreyPink
122 Rosso-Blu/ Red-Blue

30 1,5

Senza elettronica

Without electronics

Nero

Black

CODIFICA CODICE / CODING CODE

12 MD 10
Housmg color Family Connector type Pm no. Cable type Sectwon Length Custonuzed

N i Black MD ; Stralght male || 22 pin Grey PVC/PVC 1 :Sec.0,14 mmq||0A (0,10 m S Standard
G | Grey 12X M12 with INOX ring nut MA: Angled male 3 3pin AU Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 0,20 m
T i Colorless | 4 14 pin B i Shielded grey PVC/PVC 3 iSec.0,34mmq||1Z i1 m
Y | Yellow 1 ‘ 5 i5pin || BU | Shielded grey PVC/PVC UL CSA || 4 : Sec. 0,50 mmq (|10 :10m
8 (8 pin E ¢ Black PVG/PVC 10C:10,3m

1212 pin|| EU | Black PVC/PVC UL CSA 100: 100 m

o F : Shielded black PVC/PVC

: FU | Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
U Gray PUR/PVC UL CSA

M | Black PUR/PVC
MU : Black PUR/PVC UL CSA

N | Shielded black PUR/PVC
NU : Shielded black PUR/PVC UL CSA




M12

Connettore circolare: singola testa;
possibilita di personalizzare il colore della testina

e tipologia di cavo.

CONNETTORE COSTAMPATO M12 MASCHIO COD.B
M12 MALE MOLDED CONNECTOR B CODED

_— EEECONNECTORS

Circular connector: single head;
color head and type of cable customized.

CARATTERISTICHE GENERALI

47,7
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materiale contatti:

CuZn dorato sopra nichelatura
materiale ghiera:

Ottone nichelato

(se INOX, ghiera esagonale in AISI 316L)
grado di protezione:

IP67

materiale rivestimento:

TPU (Poliuretano)

temperatura di lavoro:
-25°C +80°C

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1

GENERAL FEATURES

contact material:

Au over Ni plated CuZn

cupling nut material:

CuZn, Ni plated

(if stainless steel, AlISI 316L hexagonal nut)
protection class:

IP67

housing material:

TPU (Polyurethane)

temperature range:
-25°C + 80°C




Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche Colore testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing color
2 Ghiera con 4~ Marrone / Brown
antisvitamento 27— Bianco/ White Senza elettronica Nero
3 1 B/3-4 3 Bu/Bue 250 4
Ring nut with 4D Nero/Black Without electronics Black
4 anti-vibration system
2 Ghiera con 1 Marrone / Brown
antisvitamento 25— Bianco / White Senza elettronica Nero
s L B/5 3y Bu/Bue 60 4
a Ring nut with 4 Nero/Black Without electronics Black
4 anti-vibration system | 5 Grigio/Grey

CODIFICA CODICE / CODING CODE

12 MD 10
Housmg color Family Codmg Connector type Pm no. Cab\e type Secuon Length Cuslmmzed

N : Black {Bcoding ||MD {Straight male || 2 | 2 pin Grey PVC/PVC 1:Sec. 0,74 mmgq|| 0A :0,10 m|[S: Standard
G | Grey 12X M1 2 with INOX ring nut C iCcoding ||MA: Angled male 3 13 pin AU Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 020m
T Colorless : D D coding || ... 4 {4 pin B i Shielded grey PVC/PVC 3 Sec. 034 mmqf| 1Z i1 m
Y | Yellow o ‘ 5 :5pin || BU | Shielded grey PVC/PVC UL CSA || 4 : Sec. 0,50 mmgq(| 10 ;10 m
‘ 8 :8pin || E ! Black PVC/PVC 10Ci10,3m

12112 pin|| EU : Black PVC/PVC UL CSA 100:100 m

o F : Shielded black PVC/PVC

FU © Shielded black PVC/PVC UL CSA

| | Gray PUR/PVC

U i Gray PUR/PVC UL CSA

M | Black PUR/PVC
MU : Black PUR/PVC UL CSA

N | Shielded black PUR/PVC
NU : Shielded black PUR/PVC UL CSA




M12

Connettore circolare: singola testa;
possibilita di personalizzare il colore della testina

e tipologia di cavo.

CONNETTORE COSTAMPATO M12 MASCHIO COD.C
M12 MALE MOLDED CONNECTOR C CODED

_— EEECONNECTORS

Circular connector: single head;
color head and type of cable customized.

CARATTERISTICHE GENERALI

47,7
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materiale contatti:

CuZn dorato sopra nichelatura
materiale ghiera:

Ottone nichelato

(se INOX, ghiera esagonale in AISI 316L)
grado di protezione:

IP67

materiale rivestimento:

TPU (Poliuretano)

temperatura di lavoro:
-25°C +80°C

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1

GENERAL FEATURES

contact material:

Au over Ni plated CuZn

cupling nut material:

CuZn, Ni plated

(if stainless steel, AlISI 316L hexagonal nut)
protection class:

IP67

housing material:

TPU (Polyurethane)

temperature range:
-25°C + 80°C




Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche Colore testina

Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing color
PE Ghiera con
antisvitamento 1piry-aloVerde | Yellow Green Senza elettronica Nero
C/3 25 Marrone / Brown 250 4
2 3 Ring nut with 3 5-Blu/Blue Without electronics Black

anti-vibration system

PE Ghiera con Marrone / Brown
antisvitamento 1 Nero/ Black Senza elettronica Nero
! N C/4 § Blu/Blue 250 4
{Rizg ?'ut witht e GiloVerde Yelou-Green Without electronics Black
2 anti-vibration system >

CODIFICA CODICE / CODING CODE

12 MD 10
Housmg color Family Codmg Connector type Pm no. Cab\e type Secuon Length Cuslmmzed

N : Black {Bcoding ||MD {Straight male || 2 | 2 pin Grey PVC/PVC 1:Sec. 0,74 mmgq|| 0A :0,10 m|[S: Standard
G | Grey 12X M1 2 with INOX ring nut C iCcoding ||MA: Angled male 3 13 pin AU Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 020m
T Colorless : D D coding || ... 4 {4 pin B i Shielded grey PVC/PVC 3 Sec. 034 mmqf| 1Z i1 m
Y | Yellow 1 o 5 :5pin || BU | Shielded grey PVC/PVC UL CSA || 4 : Sec. 0,50 mmgq(| 10 ;10 m
8 :8pin || E ! Black PVC/PVC 10Ci10,3m

12112 pin|| EU : Black PVC/PVC UL CSA 100:100 m

o F : Shielded black PVC/PVC

FU © Shielded black PVC/PVC UL CSA

| | Gray PUR/PVC

U i Gray PUR/PVC UL CSA

M | Black PUR/PVC
MU : Black PUR/PVC UL CSA

N | Shielded black PUR/PVC
NU : Shielded black PUR/PVC UL CSA




M12

Connettore circolare: singola testa;
possibilita di personalizzare il colore della testina

e tipologia di cavo.

CONNETTORE COSTAMPATO M12 MASCHIO COD.D
M12 MALE MOLDED CONNECTOR D CODED

_— EEECONNECTORS

Circular connector: single head;
color head and type of cable customized.

CARATTERISTICHE GENERALI

47,7

0%
XX
0a%a%

0303
3
X2

K

2
doded

X

oot
900

:‘0
X

oo
X5
X

1
S
i

materiale contatti:

CuZn dorato sopra nichelatura
materiale ghiera:

Ottone nichelato

(se INOX, ghiera esagonale in AISI 316L)
grado di protezione:

IP67

materiale rivestimento:

TPU (Poliuretano)

temperatura di lavoro:
-25°C +80°C

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1

GENERAL FEATURES

contact material:

Au over Ni plated CuZn

cupling nut material:

CuZn, Ni plated

(if stainless steel, AlISI 316L hexagonal nut)
protection class:

IP67

housing material:

TPU (Polyurethane)

temperature range:
-25°C + 80°C




Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche Colore testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing color
2 Cihig{a cont 17 Marrone / Brown
antisvitamento Senza elettronica Nero
b Bianco / White
3 ! D/4 i Blu/Blue 250 4
‘Ring nut with 45 Nero/ Black Without electronics Black
) anti-vibration system 2

CODIFICA CODICE / CODING CODE

12 MD 10
Housmg color Family Codmg Connector type Pm no. Cab\e type Secuon Length Cuslmmzed

N : Black {Bcoding ||MD {Straight male || 2 | 2 pin Grey PVC/PVC 1:Sec. 0,74 mmgq|| 0A :0,10 m|[S: Standard
G | Grey 12X M1 2 with INOX ring nut C iCcoding ||MA: Angled male 3 13 pin AU Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 020m
T Colorless : D D coding || ... 4 {4 pin B i Shielded grey PVC/PVC 3 Sec. 034 mmqf| 1Z i1 m
Y | Yellow 1 o 5 :5pin || BU | Shielded grey PVC/PVC UL CSA || 4 : Sec. 0,50 mmgq(| 10 ;10 m
8 :8pin || E ! Black PVC/PVC 10Ci10,3m

12112 pin|| EU : Black PVC/PVC UL CSA 100:100 m

o F : Shielded black PVC/PVC

FU © Shielded black PVC/PVC UL CSA

| | Gray PUR/PVC
U i Gray PUR/PVC UL CSA
M | Black PUR/PVC
MU : Black PUR/PVC UL CSA
N | Shielded black PUR/PVC
NU : Shielded black PUR/PVC UL CSA




CONNETTORE COSTAMPATO M12 FEMMINA COD.A
M 1 2 M12 FEMALE MOLDED CONNECTOR A CODED MCJA

Connettore circolare: singola testa; Circular connector: single head;
possibilita di personalizzare il colore della testina color head and type of cable customized.

e tipologia di cavo.

43,7

M12 x 1 10 30,2

@14
I A
e

M12 x 1

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 P67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:

-25°C +80°C -25°C+80°C




Vista frontale

Face view

Chiave/poli

Coding/poles

Sistema di bloccaggio

Locking system

Collegamenti

Connections

Tensione Corrente max

Voltage (V) Max current (A)

Caratteristiche

Features

Colore
testina

Housing
color

s A2-4

Ghiera con
antisvitamento

Ring nut with
anti-vibration system

19 Marrone / Brown
23 Bianco / White
39 Blu / Blue

4D Nero / Black

250 4

Senza elettronica

Without electronics

Nero

Black

30 4

Con elettronica

With LED
electronics

1 Marrone / Brown

4 yNero/ Black
] ol

01 PNP
35 Blu/Blue
2 Bianco | White

35_Blu/Blue
4Nero/ Black
] [] NPN
5
4~_Marrone / Brown

2_Bianco  White
LED

DECOUT
4 3—Marrone / Brown

N
4Nero/Black *
3 Blu/Blue
2 Bianco/ White

4 Marrone / Brown .

T PNP
3LED

Trasparente

Colorless

A5

Ghiera con
antisvitamento

Ring nut with
anti-vibration system

1 Marrone / Brown
23 Bianco / White
3 Blu / Blue
4D Nero / Black
57 Grigio / Grey

60 4

Senza elettronica

Without electronics

Nero

Black

30 4

Con elettronica

With LED
electronics

4 : Marrone / Brown, .

LED PNP

't 7t 3LED

3
5.Crigio/ Grey

Trasparente

Colorless

AI7-8

Ghiera con
antisvitamento

Ring nut with
anti-vibration system

13 Bianco / White
23 Marrone / Brown
39 Verde / Green
4> Giallo / Yellow
57 Grigio / Grey
6D Rosa / Pink

79 Blu / Blue

8D Rosso / Red

30 2

Senza elettronica

Without electronics

Nero

Black

A/12

Ghiera con
antisvitamento

Ring nut with
anti-vibration system

1D Marrone / Brown
Blu / Blue

3 Bianco / White

4> Verde / Green

5 Rosa / Pink

6D Giallo / Yellow

79 Nero / Black

83 Grigio / Grey

97 Rosso / Red
100 Viola / Violet

147y GrigioRosa Grey-Pink

12D Rosso-Blu/ Red-Blue

30 1,5

Senza elettronica

Without electronics

Nero

Black

CODIFICA CODICE / CODING CODE

12 10
Connector type Pm no. Cable type Sectwon Length Custonuzed

N i Black FD : Stralght female|| 2 ! ‘ ! Grey PVC/PVC 1 :Sec.0,94 mmq||0A (0,10 m S Standard
G | Grey 12X M12 with INOX ring nut FA Angled female || 3 | AU : Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 0,20 m
T : Colorless || 12L : M12 with PNP LED 4 B i Shielded grey PVC/PVC 3 | Sec. 0,34 mmq|[1Z {1 m
Y ! Yellow 12L2 | M12 with NPN LED 51 BU | Shielded grey PVC/PVC UL CSA || 4 : Sec. 0,50 mmq || 10 :10m
12L3: M12 with DECOUT LED 8 E ¢ Black PVG/PVC 10C:10,3m
12L4 M12 with PNP 3 LED EU : Black PVC/PVC UL CSA 100: 100 m
F  Shielded black PVC/PVC
FU | Shielded black PVC/PVC UL CSA
| i Gray PUR/PVC
U Gray PUR/PVC UL CSA
M ¢ Black PUR/PVC
MU : Black PUR/PVC UL CSA
N | Shielded black PUR/PVC
NU : Shielded black PUR/PVC UL CSA




CONNETTORE COSTAMPATO M12 FEMMINA COD.B
M 1 2 M12 FEMALE MOLDED CONNECTOR B CODED MCJA

Connettore circolare: singola testa; Circular connector: single head;
possibilita di personalizzare il colore della testina color head and type of cable customized.

e tipologia di cavo.

43,7

M12 x 1 10 , .
N \Q\ X

M12 x 1

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 P67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:

-25°C +80°C -25°C+80°C




Colore
Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing
color
Senza elettronica Nero
250 4
Without electronics Black
1 Marrone / Brown
4 Nero / Black
%
0] PP
2 Ghiera con 1 )—Marrone / Brown 35 Blu/Blue
antisvitamento 2 Bianco/White 2> Blanco/Wnie ____
3 B/3-4 3 )M 3 Blu/Blue
Ring nut with 4> Nero/Black 4Nero/ Black
4 anti-vibration system | (| NPN
Con elettronica Marrone / Brown ' Trasparente
LED 2: Bianco / White
30 4
With LED pecout| Colorless
’ . 1 Marrone / Brown
electronics 3 MNoro /Black__*
3 Blu / Blue
2> Bianco / White
T PNP
T 3LED
Senza elettronica Nero
5 Ghiera con 1 Marrone / Brown 60 4
antisvitamento 5~ Bianco / White Without electronics Black
Blu / Blue
3 B 3
/5 . - Nero / Black
s Ring nut with 4 W
i anti-vibration system | 5>——rdeSEL— Con elettronica | 1pMarene/Brown .
LED Bianco / White Trasparente
PNP
3LED|
30 4 With LED Colorless
electronics

CODIFICA CODICE / CODING CODE

12 FD 10
Housmg color Family Codmg Connector type P|n no. Cab\e type Sechon Length Customed

N : Black Bcodmg FD : Stralght female|| 2 2 pin ! Grey PVC/PVC 1:Sec.0,74 mmq|| OA :0,10 m S Standard
G | Grey 12X M12wnh INOX ring nut C iCcoding || FA Angled female || 3 33p|n AU | Grey PVC/PVC UL CSA 2 Sec.0.25 mmq OB 0,20m
T : Colorless|| 12L : M12 with PNP LI D :Dcoding | ... 4 {4 pin B i Shielded grey PVC/PVC 3! Sec. 034 mmq|| 1Z {1 m
Y iYellow |[12L2: M12 with NPNLED |f ... ! 5 i5pin || BU | Shielded grey PVC/PVC UL CSA 4 Sec. 0,50 mmq(| 10 :10m
12L.3 | M12 with DECOUT LED ‘ 8 {8pin || E | Black PVC/PVC 10C:10,3m

12L4 : M12 with PNP 3 LED 1212 pin|| EU | Black PVC/PVC UL CSA 100:100 m

. F  Shielded black PVC/PVC
‘ FU : Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
(VO Gray PUR/PVC UL CSA
M i Black PUR/PVC
MU | Black PUR/PVC UL CSA
N | Shielded black PUR/PVC
NU | Shielded black PUR/PVC UL CSA




CONNETTORE COSTAMPATO M12 FEMMINA COD.B
M 1 2 M12 FEMALE MOLDED CONNECTOR B CODED MCJA

Connettore circolare: singola testa; Circular connector: single head;
possibilita di personalizzare il colore della testina color head and type of cable customized.

e tipologia di cavo.

43,7

M12 x 1 10 , .
N \Q\ X

M12 x 1

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 P67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:

-25°C +80°C -25°C+80°C




Colore
Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing
color
Senza elettronica Nero
250 4
Without electronics Black
1 Marrone / Brown
4 Nero / Black
%
0] PP
2 Ghiera con 1 )—Marrone / Brown 35 Blu/Blue
antisvitamento 2 Bianco/White 2> Blanco/Wnie ____
3 B/3-4 3 )M 3 Blu/Blue
Ring nut with 4> Nero/Black 4Nero/ Black
4 anti-vibration system | (| NPN
Con elettronica Marrone / Brown ' Trasparente
LED 2: Bianco / White
30 4
With LED pecout| Colorless
’ . 1 Marrone / Brown
electronics 3 MNoro /Black__*
3 Blu / Blue
2> Bianco / White
T PNP
T 3LED
Senza elettronica Nero
5 Ghiera con 1 Marrone / Brown 60 4
antisvitamento 5~ Bianco / White Without electronics Black
Blu / Blue
3 B 3
/5 . - Nero / Black
s Ring nut with 4 W
i anti-vibration system | 5>——rdeSEL— Con elettronica | 1pMarene/Brown .
LED Bianco / White Trasparente
PNP
3LED|
30 4 With LED Colorless
electronics

CODIFICA CODICE / CODING CODE

12 FD 10
Housmg color Family Codmg Connector type P|n no. Cab\e type Sechon Length Customed

N : Black Bcodmg FD : Stralght female|| 2 2 pin ! Grey PVC/PVC 1:Sec.0,74 mmq|| OA :0,10 m S Standard
G | Grey 12X M12wnh INOX ring nut C iCcoding || FA Angled female || 3 33p|n AU | Grey PVC/PVC UL CSA 2 Sec.0.25 mmq OB 0,20m
T : Colorless|| 12L : M12 with PNP LI D :Dcoding | ... 4 {4 pin B i Shielded grey PVC/PVC 3! Sec. 034 mmq|| 1Z {1 m
Y iYellow |[12L2: M12 with NPNLED |f ... ! 5 i5pin || BU | Shielded grey PVC/PVC UL CSA 4 Sec. 0,50 mmq(| 10 :10m
12L.3 | M12 with DECOUT LED ‘ 8 {8pin || E | Black PVC/PVC 10C:10,3m

12L4 : M12 with PNP 3 LED 1212 pin|| EU | Black PVC/PVC UL CSA 100:100 m

. F  Shielded black PVC/PVC
‘ FU : Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
(VO Gray PUR/PVC UL CSA
M i Black PUR/PVC
MU | Black PUR/PVC UL CSA
N | Shielded black PUR/PVC
NU | Shielded black PUR/PVC UL CSA




M12

Connettore circolare: singola testa;
possibilita di personalizzare il colore della testina

e tipologia di cavo.

CONNETTORE COSTAMPATO M12 FEMMINA COD.D
M12 FEMALE MOLDED CONNECTOR D CODED

Circular connector: single head;
color head and type of cable customized.

43,7
M12 x 1 10 3102 -
SN |
x Pl
Q | B3
- < m
=)
+
o
Q

M12 x 1

37,2

CARATTERISTICHE GENERALI

materiale contatti:

CuSn dorato sopra nichelatura
materiale ghiera:

Ottone nichelato

(se INOX, ghiera esagonale in AISI 316L)
grado di protezione:

IP67

materiale rivestimento:

TPU (Poliuretano)

temperatura di lavoro:
-25°C +80°C

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1

GENERAL FEATURES

contact material:

Au over Ni plated CuSn

cupling nut material:

CuZn, Ni plated

(if stainless steel, AlISI 316L hexagonal nut)
protection class:

IP67

housing material:

TPU (Polyurethane)

temperature range:
-25°C + 80°C




Colore
Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing
color
Senza elettronica Nero
250 4
Without electronics Black
1 Marrone / Brown
4 Nero / Black
TF N
3 Blu/Blue Ill
. 27 Bianco / White
? Ghiera con 19 Marrone / Brown
antisvitamento
1 s D/4 2 37::??'::%“ Con elettronica
. . 3p——uLEe
Ring nut with 2 Nero/ Black LED Trasparente
4 anti-vibration system > 30 4
With LED ; Colorless
electronics 2y-Blencoswhte
DECOUT

1 Marrone / Brown
4 yNero/Black ki A
3 Blu / Blue
27 Bianco / White

CODIFICA CODICE / CODING CODE

12 FD 10
Housmg color Family Codmg Connector type P|n no. Cab\e type Sechon Length Customed

N : Black Bcodmg FD : Stralght female|| 2 2 pin ! Grey PVC/PVC 1:Sec.0,74 mmq|| OA :0,10 m S Standard
G | Grey 12X M12wnh INOX ring nut C iCcoding || FA Angled female || 3 33p|n AU | Grey PVC/PVC UL CSA 2 Sec.0.25 mmq OB 0,20m
T Colorless|| 12L : M12 with PNP LI D :Dcoding | ... 4 {4 pin B i Shielded grey PVC/PVC 3! Sec. 034 mmq|| 1Z {1 m
Y iYellow |[[12L2:M12 with NPN LED || ... : 5 :5pin || BU | Shielded grey PVC/PVC UL CSA 4 Sec. 050 mmgq|| 10 {110 m
8 {8pin || E | Black PVC/PVC 10C:10,3m

1212 pin|| EU | Black PVC/PVC UL CSA 100:100 m

. F  Shielded black PVC/PVC

‘ FU : Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
(VO Gray PUR/PVC UL CSA
M i Black PUR/PVC
MU | Black PUR/PVC UL CSA
N | Shielded black PUR/PVC
NU | Shielded black PUR/PVC UL CSA




M 1 CONNETTORE COSTAMPATO M12 MASCHIO SCHERMATO TOTALE COD.A M
M12 TOTAL SHIELDED MALE MOLDED CONNECTOR A CODED

EEECONNECTORS

Connettore circolare con schermo collegato Circular connector with shield connected to
alla ghiera; singola testa; ring nut; single head;

possibilita di personalizzare il colore color head and type of cable customized.
della testina e tipologia di cavo.

47,7

14 3+0,2

@14
M12x1 [‘Eﬁ

37,2

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plated CuZn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 P67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:

-25°C +80°C -25°C+80°C




Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche Colore testina

Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing color
Ghiera senza {73} Marrone / Brown

antisvitamento 27| Bianco / White Senza elettronica Nero

@ A/2-4 3| Blu/Blue 250 4
k / Ring nut without 4 ~]Nero / Black Without electronics Black
5

anti-vibration system | “~_Schermo / Shield

. @ Marrone / Brown
Ghiera senza ’
2 Bianco / White

antisvitamento Blu/ Blue Senza elettronica Nero

1 A/5 3T ero B 60 4

4| Nero / Black

Ring nut without 55 Grisio/ Gre Without electronics Black

anti-vibration system |\ /" Schermo I Shield

(73\_Bianco / White

127
2 Marrone / Brown

Ghiera senza 3| Verde / Green

antisvitamento 4| _Giallo/ Yellow Senza elettronica Nero

A/7‘8 5 Grigio / Grey 30 2
Ring nut without 6| Rosa!Pink Without electronics Black
anti-vibration system 77| Blu/Blue

84 Rosso / Red

“r”__Schermo / Shield

/7 Marrone / Brown

2~ Blu/Blue
Bianco / White
49 Verde / Green
NERL Ghiera senza 5~ Rosa  Pink
4Oy antisvitamento Giallo / Yellow Senza elettronica Nero
" { 1 A/12 731_Nero / Biack 30 1,5
\~_' Ring nut without g Grigio / Grey Without electronics Black
anti-vibration system (/g Rosso/Red
Viola / Violet
11| GigoRosa Grey-Pink
b Rosso-Blu / Red-Blue

12
~r~__Schermo / Shield

CODIFICA CODICE / CODING CODE

12S MD 10
Housmg color Family Connector type Pm no. Cable type Sectwon Length Custonuzed

N i Black 12S ¢ Shlelded M12 MD ; Stralght male || 22 pin Grey PVC/PVC 1 :Sec.0,14 mmq||0A (0,10 m Standard
G i Grey MA Angled male 3 3pin AU Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 0,20 m
T i Colorless 1 4 14 pin B i Shielded grey PVC/PVC 3 iSec.0,34mmq||1Z i1 m
Y | Yellow ‘ 5 i5pin || BU | Shielded grey PVC/PVC UL CSA || 4 : Sec. 0,50 mmq (|10 :10m
8 (8 pin E ¢ Black PVG/PVC 10C:10,3m

1212 pin|| EU | Black PVC/PVC UL CSA 100: 100 m

o F : Shielded black PVC/PVC

: FU | Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
U Gray PUR/PVC UL CSA

M | Black PUR/PVC
MU : Black PUR/PVC UL CSA

N | Shielded black PUR/PVC
NU : Shielded black PUR/PVC UL CSA




M1

Connettore circolare con schermo collegato
alla ghiera; singola testa;

possibilita di personalizzare il colore
della testina e tipologia di cavo.

CONNETTORE COSTAMPATO M12 MASCHIO SCHERMATO TOTALE COD.B
M12 TOTAL SHIELDED MALE MOLDED CONNECTOR B CODED

MCA

EEECONNECTORS

Circular connector with shield connected to
ring nut; single head;
color head and type of cable customized.

CARATTERISTICHE GENERALI

materiale contatti:

CuZn dorato sopra nichelatura
materiale ghiera:

Ottone nichelato

(se INOX, ghiera esagonale in AISI 316L)
grado di protezione:

IP67

materiale rivestimento:

TPU (Poliuretano)

temperatura di lavoro:
-25°C +80°C

47,7

14 3+0,2

g 14

M12x1 [‘Eﬁ

37,2

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1

GENERAL FEATURES

contact material:

Au over Ni plated CuZn

cupling nut material:

CuZn, Ni plated

(if stainless steel, AlISI 316L hexagonal nut)
protection class:

IP67

housing material:

TPU (Polyurethane)

temperature range:
-25°C + 80°C




Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche Colore testina

Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing color
Ghiera senza (1) Marrone / Brown

antisvitamento 2| Bianco / White Senza elettronica Nero

1 B/3-4 3| Blu/Blue 250 4

Ring nut without Nero / Black Without electronics Black

2

@ A Ao
4 anti-vibration system | “~~_Schermo / Shield
2

i 5
i

3

. //~)_Marrone / Brown
Ghiera senza 1o ’

s 27| Bianco/White .
antisvitamento Blu/ Blue Senza elettronica Nero

1 B/5 4 60 4

4> Nero / Black

3

Without electronics Black

Ring nut without 2] crgio s cre

Uil ; 5
anti-vibration system |\ /” Schermo / Shield

CODIFICA CODICE / CODING CODE

12S MD 10
Housmg color Family Codmg Connector type P|n no. Cab\e type Sechon Length Customed

N i Black Shielded M12 'B coding |[MD: Stralght male || 212 pin Grey PVC/PVC 1:Sec.0,74 mmq|| OA :0,10 m S Standard
G | Grey C iCcoding ||MA: Angled male 303 pin AU Grey PVC/PVC UL CSA 2 Sec. 0.25 mmq OB 0,20 m
T i Colorless D D coding || ... 4 {4 pin B ! Shielded grey PVC/PVC 3 i Sec. 034 mmq|| 1Z 1 m
Y i Yellow | ‘ 5 5pin || BU | Shielded grey PVC/PVC UL CSA 4 Sec. 0,50 mmgq(| 10 :10m
8 :8pin || E | Black PVC/PVC 10C:10,3m

1212 pin|| EU | Black PVC/PVC UL CSA 100:100 m

o F : Shielded black PVC/PVC

‘ FU | Shielded black PVC/PVC UL CSA

| Gray PUR/PVC
U Gray PUR/PVC UL CSA

M i Black PUR/PVC
MU | Black PUR/PVC UL CSA

N | Shielded black PUR/PVC
NU : Shielded black PUR/PVC UL CSA




M1

Connettore circolare con schermo collegato
alla ghiera; singola testa;

possibilita di personalizzare il colore
della testina e tipologia di cavo.

CONNETTORE COSTAMPATO M12 MASCHIO SCHERMATO TOTALE COD.C
M12 TOTAL SHIELDED MALE MOLDED CONNECTOR C CODED

MCA

EEECONNECTORS

Circular connector with shield connected to
ring nut; single head;
color head and type of cable customized.

CARATTERISTICHE GENERALI

materiale contatti:

CuZn dorato sopra nichelatura
materiale ghiera:

Ottone nichelato

(se INOX, ghiera esagonale in AISI 316L)
grado di protezione:

IP67

materiale rivestimento:

TPU (Poliuretano)

temperatura di lavoro:
-25°C +80°C

47,7

14 3+0,2

g 14

M12x1 [‘Eﬁ

37,2

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1

GENERAL FEATURES

contact material:

Au over Ni plated CuZn

cupling nut material:

CuZn, Ni plated

(if stainless steel, AlISI 316L hexagonal nut)
protection class:

IP67

housing material:

TPU (Polyurethane)

temperature range:
-25°C + 80°C




Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche Colore testina

Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing color

Pe Ghiera senza

L = Giallo-Verde / Yellow-Green
@ c/3 antisvitamento 2~y Marrone / Brown Senza elettronica Nero
) ) lBu/Bue 250 4
? : R’”Q nu{ without > Schermo / Shield Without electronics Black

anti-vibration system

PE Ghiera senza Marrone / Brown
antisvitamento Nero / Black Senza elettronica Nero
! 3 Cl4 ay[Bu/Bue 250 4
Ring nut without Giallo-Verde / Yellow-Green Without electronics Black
2 anti-vibration system Schermo / Shield

CODIFICA CODICE / CODING CODE

12S MD 10
Housmg color Family Codmg Connector type P|n no. Cab\e type Sechon Length Customed

N i Black Shielded M12 'B coding |[MD: Stralght male || 212 pin Grey PVC/PVC 1:Sec.0,74 mmq|| OA :0,10 m S Standard
G | Grey C iCcoding ||MA: Angled male 303 pin AU Grey PVC/PVC UL CSA 2 Sec. 0.25 mmq OB 0,20 m
T i Colorless D D coding || ... 4 {4 pin B ! Shielded grey PVC/PVC 3 i Sec. 034 mmq|| 1Z 1 m
Y i Yellow | 5 5pin || BU | Shielded grey PVC/PVC UL CSA 4 Sec. 0,50 mmgq(| 10 :10m
8 :8pin || E | Black PVC/PVC 10C:10,3m

1212 pin|| EU | Black PVC/PVC UL CSA 100:100 m

o F : Shielded black PVC/PVC

‘ FU | Shielded black PVC/PVC UL CSA

| Gray PUR/PVC
U Gray PUR/PVC UL CSA

M i Black PUR/PVC
MU | Black PUR/PVC UL CSA

N | Shielded black PUR/PVC
NU : Shielded black PUR/PVC UL CSA




M1

Connettore circolare con schermo collegato
alla ghiera; singola testa;

possibilita di personalizzare il colore
della testina e tipologia di cavo.

CONNETTORE COSTAMPATO M12 MASCHIO SCHERMATO TOTALE COD.D
M12 TOTAL SHIELDED MALE MOLDED CONNECTOR D CODED

MCA

EEECONNECTORS

Circular connector with shield connected to
ring nut; single head;
color head and type of cable customized.

CARATTERISTICHE GENERALI

materiale contatti:

CuZn dorato sopra nichelatura
materiale ghiera:

Ottone nichelato

(se INOX, ghiera esagonale in AISI 316L)
grado di protezione:

IP67

materiale rivestimento:

TPU (Poliuretano)

temperatura di lavoro:
-25°C +80°C

47,7

14 3+0,2

g 14

M12x1 [‘Eﬁ

37,2

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1

GENERAL FEATURES

contact material:

Au over Ni plated CuZn

cupling nut material:

CuZn, Ni plated

(if stainless steel, AlISI 316L hexagonal nut)
protection class:

IP67

housing material:

TPU (Polyurethane)

temperature range:
-25°C + 80°C




Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche Colore testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing color
2 Ghiera senza _Marrone / Brown
antisvitamento Bianco / White Senza elettronica Nero
3 1 D/4 3| Bu/Blue 250 4
Ring nut without | Nero/Black Without electronics Black
4 anti-vibration system Schermo / Shield

CODIFICA CODICE / CODING CODE

12S MD 10
Housmg color Family Codmg Connector type P|n no. Cab\e type Sechon Length Customed

N i Black Shielded M12 'B coding |[MD: Stralght male || 212 pin Grey PVC/PVC 1:Sec.0,74 mmq|| OA :0,10 m S Standard
G | Grey C iCcoding ||MA: Angled male 303 pin AU Grey PVC/PVC UL CSA 2 Sec. 0.25 mmq OB 0,20 m
T i Colorless D D coding || ... 4 {4 pin B ! Shielded grey PVC/PVC 3 i Sec. 034 mmq|| 1Z 1 m
Y i Yellow | 5 5pin || BU | Shielded grey PVC/PVC UL CSA 4 Sec. 0,50 mmgq(| 10 :10m
8 :8pin || E | Black PVC/PVC 10C:10,3m

1212 pin|| EU | Black PVC/PVC UL CSA 100:100 m

o F : Shielded black PVC/PVC

‘ FU | Shielded black PVC/PVC UL CSA

| Gray PUR/PVC
U Gray PUR/PVC UL CSA

M i Black PUR/PVC
MU | Black PUR/PVC UL CSA

N | Shielded black PUR/PVC

NU : Shielded black PUR/PVC UL CSA




M 1 CONNETTORE COSTAMPATO M12 FEMMINA SCHERMATO TOTALE COD.A MCA
M12 TOTAL SHIELDED FEMALE MOLDED CONNECTOR A CODED

EEECONNECTORS

Connettore circolare con schermo collegato Circular connector with shield connected to
alla ghiera; singola testa; ring nut; single head;

possibilita di personalizzare il colore color head and type of cable customized.
della testina e tipologia di cavo.

M12 x 1 43,7
T
Q
’ ‘ | | @8+0,1
M12x 1 @ 14
A=@9 - B=@10 with @ cable <5,8
A=210,3 - B=@12 with @ cable >5,8
disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 P67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:

-25°C +80°C -25°C+80°C




Colore

Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing
color
Senza elettronica Nero
250 4
Without electronics Black

(1 3} Marrone / Brown

4 Nero / Black

U1 PNP
3 Blu/ Blue
23] Bianco / White

2  schermo/shield

Ghiera senza Marrone / Brown

antisvitamento i i !
K \ | Bianco/White Con elettronica | = su/sue
1 3 A/2-4 3l Blu/Blue LED 2 Trasparente
. . — Nero / Black
& J Ring nut without | Nero/Black T [ [ NPN P
anti-vibration system Schermo / Shield 30 4 iy m
i With LED 15| Marone r8rown_T” T Colorless
electronics 2~ Bianco / White

“_Schermo / Shield

DECOUT
(1 3} Marrone / Brown

4| Nero/ Biack

Blu/Blue

Bianco / White

2)fBlanco/White
“_Schermo / Shield

(1 3\ Marrone / Brown
Bianco / White

PNP
T 3LED

Nero / Black

358/ Bue

- Schermo / Shield

Senza elettronica Nero

Marrone / Brown 60 4
Bianco / White Without electronics Black
Blu / Blue

Ghiera senza
antisvitamento

A5

Marrone / Brown

4| Nero/Black Con elettronica
| Grigio/Grey LED
Schermo / Shield

30 4

Bianco / White
4| Nero/ Black T pnp | Trasparente
L1 “ft 3LED

3/Bu/BLe Colorless
[orgio/Gray
Schermo / Shield

Ring nut without
anti-vibration system

With LED
electronics

Bianco / White
Marrone / Brown
Verde / Green
4~ Giallo / Yellow Senza elettronica Nero
5 5|_Grigio Grey 30 2
Rosa / Pink Without electronics Black
Blu / Blue
Rosso / Red
Schermo / Shield

Ghiera senza
antisvitamento
AI7-8
Ring nut without
anti-vibration system

/1_3 Marrone / Brown
| Blu/Blue
Bianco / White
. 42 Verde / Green
Ghiera senza Rosa / Pink
antisvitamento Giallo / Yellow Senza elettronica Nero
A/12 7 Nero / Black 30 1 ,5
Ring nut without Grigio / Grey Without electronics Black
anti-vibration system Rosso / Red

10 Viola / Violet
Grigio-Rosa / Grey-Pink

127 Rosso-Blu/ Red-Blue

~r~__Schermo / Shield

CODIFICA CODICE / CODING CODE

12S 10
Housmg color Family Connector type Pm no. Cable type Sect\on Length Custormzed

{ Black 12S | Shielded M12 FD ' Straight female|| 2 | 2 pin A i Grey PVC/PVC 1 1Sec.0,14mmq || 0A {0,10m|[ S | Standard

G i Grey 12SL | Shielded M12 with PNP LED|| FA Angled female || 3 {3 pin || AU | Grey PVC/PVC UL CSA 2 {Sec.0,25mmq|| 0B 0,20 m

T | Colorless ||12SL2; Shielded M12 with NPN LED] | .... 4 4pin B : Shielded grey PVC/PVC 3 :8ec.0,34 mmq||1Z {1 m

Y | Yellow 12SL.3; Shielded M12 with DECOUT LED ‘ 5 5pin || BU : Shielded grey PVC/PVC UL CSA || 4 : Sec. 0,50 mmgq || 10 :10m

e 12SL4: Shielded M12 with PNP 3 LED 8 8 pin E | Black PVG/PVC e | 10Ci{10,3m

. 1212 pin|| EU | Black PVC/PVC UL CSA ! 100: 100 m
- F : Shielded black PVC/PVC e
i FU | Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC

U ¢ Gray PUR/PVC UL CSA

M i Black PUR/PVC
MU | Black PUR/PVC UL CSA

N i Shielded black PUR/PVC
NU | Shielded black PUR/PVC UL CSA




M 1 2 CONNETTORE COSTAMPATO M12 FEMMINA SCHERMATO TOTALE COD.B MCJA
M12 TOTAL SHIELDED FEMALE MOLDED CONNECTOR B CODED LV

cccccccccc

Connettore circolare con schermo collegato Circular connector with shield connected to
alla ghiera; singola testa; ring nut; single head;

possibilita di personalizzare il colore color head and type of cable customized.
della testina e tipologia di cavo.

M12 x 1 43,7
T
Q
’ ‘ | | @8+0,1
M12x 1 @ 14
A=@9 - B=@10 with @ cable <5,8
A=210,3 - B=@12 with @ cable >5,8
disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 P67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:

-25°C +80°C -25°C+80°C




Colore
Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina

Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing
color

Senza elettronica Nero
250 4

Without electronics Black

{13} Marrone / Brown
4| Nero /Black
R
00 PNP
35| B/ Bue
Bianco / White

2)yblanco/White
“_Schermo / Shield

2 Ghiera senza (13 _Marrone / Brown

- . ) (33} Blu/Blue
antisvitamento 5 > Bianco / White 4| Nero /Black
3 B/3-4 3o Bu/Bue ) ), [ NeN
Ring nut without 4] _Nero/Black Con elettronica varrone /orown ¥

i anti-vibration system | ~f_schermo/ Shield LED 33 Bianco wte

30 4 “r”_Schermo / Shield
With LED Colorless

electronics DECOUT
@ Marrone / Brown

Trasparente

;| Nero/Black "~
Blu/Blue
2} Bianco / White

“_Schermo / Shield

{13} Marrone / Brown
Bianco / White

2 Nero / Black PNP
4 — vel wil ol 3 LED|

35/ Blu/Bue

“rZ_Schermo / Shield

Senza elettronica Nero

60 4

Without electronics Black

\ Marrone / Brown
Bianco / White
Blu/Blue

45 Nero / Black

2 Ghiera senza

antisvitamento
3 B/5
Ring nut without
5 P .

4 anti-vibration system

Marrone / Brown

Gridio/ G Con elettronica
| Grigo/Grey

rigio / Gre LED
Schermo / Shield

Bianco / White

Nero / Black
ero / Blacl L onp Trasparente

% 4 T4 31eD
With LED 33 |Bu/Blue Colorless
electronics sy Crigo/Gray

“r”_Schermo / Shield

PN

CODIFICA CODICE / CODING CODE

125 10
Housmg color Family Codmg Connector type P|n no. Cab\e type Sectlon Length Custonnzed

i Black 12S | Shielded M12 Bcodlng FD | Straight female|| 2 | 2 pin || A | Grey PVC/PVC iSec. 0,14 mmgq|| 0A (0,10 m SStandard

G i Grey 12SL | Shielded M12 with PNP LED C Ccoding |l FA : Angled female || 3 {3 pin || AU : Grey PVC/PVC UL CSA 2 i Sec. 0,25 mmq|| 0B :0,20 m

T  Colorless 128L23Shielded M12 with NPN LED|| D : D coding || ... 4 i 4pin || B i Shielded grey PVC/PVC 3:Sec.0,34 mmq|l 1Z i1 m

Y i Yellow 12SL3: Shielded M12 with DECOUT LED|| ... | ‘ 5 :5pin || BU | Shielded grey PVC/PVC UL CSA || 4 | Sec. 0,50 mmg|| 10 {10 m

| 12SL4: Shielded M12 with PNP 3 LED 8 {8 pin || E :Black PVG/PVC 10Ci{10,3m

. 1212 pin|| EU : Black PVC/PVC UL CSA ‘ 100;100 m
o F : Shielded black PVC/PVC |
‘ FU | Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
IU : Gray PUR/PVC UL CSA
M i Black PUR/PVC
MU : Black PUR/PVC UL CSA
N Shielded black PUR/PVC
NU | Shielded black PUR/PVC UL CSA




M 1 2 CONNETTORE COSTAMPATO M12 FEMMINA SCHERMATO TOTALE COD.C MCA
M12 TOTAL SHIELDED FEMALE MOLDED CONNECTOR C CODED LV

cccccccccc

Connettore circolare con schermo collegato Circular connector with shield connected to
alla ghiera; singola testa; ring nut; single head;

possibilita di personalizzare il colore color head and type of cable customized.
della testina e tipologia di cavo.

M12 x 1 43,7
T
Q
’ ‘ | | @8+0,1
M12x 1 @ 14
A=@9 - B=@10 with @ cable <5,8
A=210,3 - B=@12 with @ cable >5,8
disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 P67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:

-25°C +80°C -25°C+80°C




Colore

Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing
color
PE Gh_ier'a senza {2 Gialo-Verde Yelow Green
ci3 antisvitamento Marrone /Brown Senza elettronica Nero
Blu/Blue 250 4
: . 3
Ring nut without Schermo / Shield Without electronics Black

anti-vibration system

Marrone / Brown
Nero / Black

Blu / Blue
R e — 250 4
Giallo-Verde / Yellow-Green
Schermo / Shield

Ghiera senza

3 2
PE
antisvitamento
8 : cl4
Ring nut without
3

anti-vibration system

Senza elettronica Nero

Without electronics Black

CODIFICA CODICE / CODING CODE

125 FD 10
Housmg color Family Codmg Connector type P|n no. Cab\e type Secnon Length Customued

N : Black 12S : Shielded M12 'B coding || FD : Stralght female|| 2 | 2 pin Grey PVC/PVC 1:Sec.0,14 mmg|| 0A :0,10 m S Standard
G : Grey 12SL : Shielded M12 with PNP LED C Ccoding |l FA : Angled female || 3 {3 pin AU Grey PVC/PVC UL CSA 2 Sec.0.25 mmq OB 0,20 m
T | Colorless || 12SL2; Shielded M12 with NPN LED|| D : D coding || ... 4 {4 pin || B iShielded grey PVC/PVC 3:Sec. 0,34 mmq|| 1Z i1 m
Y | Yellow | ‘ 5 5pin || BU Shleldedgrey PVC/PVC UL CSA 4 Sec. 0,50 mmq|| 10 :10 m
8 {8 pin || E :Black PVG/PVC 10Ci10,3m

1212 pin|| EU | Black PVC/PVC UL CSA 100:100 m

. F i Shielded black PVC/PVC

‘ FU | Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
U Gray PUR/PVC UL CSA
M  Black PUR/PVC
MU : Black PUR/PVC UL CSA
N Shielded black PUR/PVC
NU | Shielded black PUR/PVC UL CSA




M 1 2 CONNETTORE COSTAMPATO M12 FEMMINA SCHERMATO TOTALE COD.D MCJA
M12 TOTAL SHIELDED FEMALE MOLDED CONNECTOR D CODED LV

cccccccccc

Connettore circolare con schermo collegato Circular connector with shield connected to
alla ghiera; singola testa; ring nut; single head;

possibilita di personalizzare il colore color head and type of cable customized.
della testina e tipologia di cavo.

M12 x 1 43,7
T
Q
’ ‘ | | @8+0,1
M12x 1 @ 14
A=@9 - B=@10 with @ cable <5,8
A=210,3 - B=@12 with @ cable >5,8
disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 P67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:

-25°C +80°C -25°C+80°C




Colore

Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing
color
Senza elettronica Nero
250 4
Without electronics Black
N Marrone / Brown
4> Nero / Black

P!
PNP
Blu / Blue I I

3
2 5 Bianco  White

“_Schermo / Shield

2 Ghiera senza Marrone / Brown

antisvitamento Bianco / Whit i

p—oanco Lte Con elettronica | = su/eue
! : D/4 35 Bu/Blue LED 2l Trasparente
. . — Nero / Black
Ring nut without Nero / Black 30 4 o ([ _NPN i
anti-vibration system Schermo / Shield " IF
: 4 With LED 1~ Marons /8o {7 Colorless
electronics 5| Bianco | White
Schermo / Shield
DECOUT

(1 3} Marrone / Brown

45| Nero/Black * >
35 Blu/Blue

Bianco / White

»[Bianco/White
“_Schermo / Shield

CODIFICA CODICE / CODING CODE

125 FD 10
Housmg color Family Codmg Connector type P|n no. Cab\e type Secnon Length Customued

N : Black 12S : Shielded M12 'B coding || FD : Stralght female|| 2 | 2 pin Grey PVC/PVC 1:Sec.0,14 mmg|| 0A :0,10 m S Standard
G : Grey 12SL : Shielded M12 with PNP LED C Ccoding |l FA : Angled female || 3 {3 pin AU Grey PVC/PVC UL CSA 2 Sec.0.25 mmq OB 0,20 m
T | Colorless || 12SL2; Shielded M12 with NPN LED|| D : D coding || ... 4 {4 pin || B iShielded grey PVC/PVC 3:Sec. 0,34 mmq|| 1Z i1 m
Y | Yellow | ‘ 5 5pin || BU Shleldedgrey PVC/PVC UL CSA 4 Sec. 0,50 mmq|| 10 :10 m
8 {8 pin || E :Black PVG/PVC 10Ci10,3m

1212 pin|| EU | Black PVC/PVC UL CSA 100:100 m

. F i Shielded black PVC/PVC

‘ FU | Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
U Gray PUR/PVC UL CSA

M  Black PUR/PVC
MU : Black PUR/PVC UL CSA

N Shielded black PUR/PVC
NU | Shielded black PUR/PVC UL CSA




CONNETTORE A CABLARE M12 MASCHIO
M 1 2 M12 MALE FIELD ATTACHABLE CONNECTOR MCJA

disegni scala 1:1

a20
—
————
————
—
(LA

Width across
flats 18

43

@ 20

(ITTTTATY AT I//

36




CARATTERISTICHE GENERALI GENERAL FEATURES

materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plate CuZn
grado di protezione: protection class:
IP67 IP67
temperatura di lavoro: temperature range:
-30°C +80°C -30°C + 80°C
pressacavo: wire cross section:
< AWG20 < AWG20
@ cavo: cable o:
4-8 mm (PG9) 4-8 mm (PGY9)
3-6 mm (PG7) 3-6 mm (PG7)
Vista frontale Chiave/poli Tensione Corrente max Colore testina
Face view Coding/poles Voltage (V) Max current (A) | Housing color
2
Nero
Al4 250 4
Black
Nero
A/5 60 4
Black
Nero
A/8 30 2
Black

CODIFICA CODICE / CODING CODE

12 MD CcC9
Housmg color ll% Connector type Pln no. dentification field attachable connettor

Black 12 M12 MD | Straight male L4 pin CC9! PGY field attachable connector
; MA | Angled male g g pin CC7! PG7 field attachable connector
i pln




M 1 2 CONNETTORE A CABLARE M12 FEMMINA Mm
M12 FEMALE FIELD ATTACHABLE CONNECTOR

EEEE EENMCONNECTORS




CARATTERISTICHE GENERALI GENERAL FEATURES

contact material:
Au over Ni plate CuZn
Au over Ni plate CuSn (8P)

materiale contatti:
CuZn dorato sopra nichelatura
CuSn dorato sopra nichelatura (8P)

grado di protezione:

protection class:

IP67 P67
temperatura di lavoro: temperature range:
-30°C +80°C -30°C + 80°C
pressacavo: wire cross section:
< AWG20 < AWG20
@ cavo: cable o:
4-8 mm (PG9) 4-8 mm (PG9)
3-6 mm (PG7) 3-6 mm (PG7)
Vista frontale Chiave/poli Tensione Corrente max Colore testina
Face view Coding/poles Voltage (V) Max current (A) | Housing color
2
Nero
A/4 250 4
Black
Nero
A/5 60 4
Black
Nero
A/8 30 2
Black

CODIFICA CODICE / CODING CODE

12 FD Ccc9
Housmg color Family Connector type P|n no. dentification field attachable connettor

Black

12 M12

| Straight female
FA Angled female

8 8p|n

! pin CC9: PGY field attachable connector
£ 5pin CC7 PG7 field attachable connector




CONNETTORI DA PANNELLO M12 MASCHIO
M 1 2 M12 MALE PANEL CONNECTORS MCA

Connettore circolare da pannello: Circular panel connector: with cable, to
con cavo, a saldare, per circuito solder, for printed circuit board;

stampato; possibilita di Connector customized.
personalizzare il connettore.

disegni scala 1:1 ‘ / N s \

: i
| I |
1 I
' PGY | |
| I |
> = \
e, Fiing ut - =~ oRng LT T11
3 O-Ring ——=— 0 . o=
L I Fixing nut ——s— 0| o
= I )
f%g [te} = s -
o =3 =
with cable, FRONT mounting I {
'(Version FRONT Short is lenght 19,5) M12 x 1 with cable, REAR mounting M12 x1
PG9
o)
PG9 ™
1 _AdL ﬂrﬂ ¥
m L ‘ 1
Fixing nut —— — O-Ring——=— |
O-Ring ) = - Fixing nut—=— W| o
2 L - - N 32
- :
N
e
M12 x 1 M12 x1
to solder, FRONT mounting to solder, REAR mounting PG9
1,5
20,8 215
e 208
PGY | S
(sp)
m A, -
i © | . 111
- o —— O-Ring——=
: Fixing nil:]tg - 1 _ Fixing nut—=— 9 o
i 0 T : ©
5 1 — | ? : ==
; o : —
. S ——

M12 x1

PG9

to printed circuit board, FRONT mounting for printed circuit board, REAR mounting
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plate CuZn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
grado di protezione: protection class:
IP68 IP68
temperatura di lavoro: temperature range:

-25°C +80°C -25°C+80°C




Vista frontale Chiave/poli [Filetto di fissaggio Tipo connettore Sezione cavo | Montaggio Collegamenti Tensione Corrente max
Face view Coding/poles | Fixing thread’ Connector type Cable secti Mounting C ti Voltage (V) | Max current (A)
c AWG22 1 Marrone / Brown
on cavo »—Marrone [ Brown
Bianco / White
PG9 AWG24 R T e—
: With cable SR
f\ M16x1,5 AWG26
2
3 kj 1 A/2-4 M20x1.5 A saldare ~ FRONT B 250 4
4 A pressione To solder REAR
To push? Circuito stampato
Printed circuit
AWG22 1) Marrone /Brown
Con cavo 2B i
PGY AWG24 3 Blu/Blue
With cable 4y Nero/Black
M16x1,5 AWG26 5 Crigio/Grey
A/5 M20x1.5 A saldare B FRONT B 60 4
A pressione To solder REAR
To push? Circuito stampato
Printed circuit
15 Bianco / White
S Marrone / Brown
AWG22 2: Verde / Green
PGY Con cavo AWG24 4D Giallo / Yellow
With cable 5 Grigio/ Grey
Rosa / Pink
M16x1,5 AWG26 63#
7y BluiBue
A/7_8 M20x1.5 FRONT §)_Rosso/Red 30 2
A saldare
A pressione - REAR -
To push? To solder
Circuito stampato
Printed circuit
1 Marrone / Brown
2 Blu/Blue
3_Bianco / White
4> Verde / Green
~Rosa / Pink
Con cavo AWG24 5 Gos"a /Y‘"H
PG ° N‘ao/mesw
. 7 ero / Blac
With cable AWG26 & Grigio / Gre
M16x1,5 o 5 Rosso/Red
A/12 10— Viola/ Violet 30 1 ’5
M20x1 ’5 FRONT 1D Grigio-Rosa / Grey-Pink
A . 0 127 Rosso-Blu / Red-Blue
pressione
To push? A saldare REAR
To solder
Circuito stampato
Printed circuit

" Filetti di fissaggio PG9 e M16 disponibili corti per montaggio FRONT — Short PG9 and M16 fixing threads available for FRONT mounting
2 Connettori a pressione solo FRONT —To Push connectors only FRONT mounting

CP 12 0B
Connector identification Family Conneclor type Pm no. Secnon Lengh Custormzed

CP Panel connector 12 M12 | Male PG9 Front mounting with cable 22 pin A2 AWG26 | | 0A ‘0 10m| | S Standard
‘ SMFs Male PG9 Front mounting to solder 31 3pin ||A3}AWG24 | | 0B 10.20m| |C: ‘Short thread

CMF i Male PG9 Front mounting for printed circuit 4 ¢ 4pin A4 AWG22 | [1Zi1m o
M2F i Male M16x1,5 Front mounting with cable 5 5pin o 10 110 m
SM2F! Male M16x1,5 Front mounting to solder 8 | 8 pin 10C:10,3m
CM2F; Male M16x1,5 Front mounting for printed circuit 121 12 pin 100: 100 m
M5F i Male M20x1,5 Front mounting with cable . |
SM5F; Male M20x1,5 Front mounting to solder : :

CM5F; Male M20x1,5 Front mounting for printed circuit
MR | Male PG9 Rear mounting with cable

SMR | Male PG9 Rear mounting to solder

CMR  Male PG9 Rear mounting for printed circuit
M2R : Male M16x1,5 Rear mounting with cable

SM2R! Male M16x1 ,5 Rear mounting to solder

CM2R: Male M16x1,5 Rear mounting for printed circuit
M5R | Male M20x1,5 Rear mounting with cable

SM5R! Male M20x1,5 Rear mounting to solder

CM5R: Male M20x1,5 Rear mounting for printed circuit




CONNETTORI DA PANNELLO M12 FEMMINA
M12 FEMALE PANEL CONNECTORS

M12

Connettore circolare da pannello:
con cavo, a saldare, per circuito

stampato e a pressione; possibilita di
personalizzare il connettore.

disegni scala 1:1

PG9

Circular panel connector: with
cable, to solder, for printed circuit
board and to push; Connector
customized.

Ba
; Fixing nut——= O-Ring =
~ — O-Ring Fixing nut——— ©
I I N ~
e ;L;.I_Jii
with cable, FRONT mounting . .
'(Version FRONT Short is lenght 20,3) 4 13,5 with cable, REAR mounting M12 x 1 PG9
s o
e 1)
PG9 I}I
' == Fixing nut——— | O-Ring——= |
O-Ring—— ) Fixing nut—=— ©
N~
I N -
0
m o
— / T
i 13,5 -
to solder, FRONT mounting M12 x 1 to solder, REAR mounting
1,5
208 ol
= lﬂl IE;II
T AT I 4 e O-Ring——= I
3 Fixing nut———
0 : : ~
\ ® "’ l T
——J 1 '

to push, FRONT mounting

CARATTERISTICHE GENERALI

materiale contatti:
CuZn dorato sopra nichelatura

materiale ghiera:
Ottone nichelato

grado di protezione:
IP68

temperatura di lavoro:
-25°C +80°C

for printed circuit board, REAR mounting

GENERAL FEATURES

contact material:
Au over Ni plate CuZn

cupling nut material:
CuZn, Ni plated

protection class:
IP68

temperature range:
-25°C+80°C




Vista frontale Chiave/poli |[Filetto di fissaggio Tipo connettore Sezione cavo| Montaggio Collegamenti Tensione Corrente max

Face view Coding/poles | Fixing thread’ Connector type Cable secti Mounting @ ti Voltage (V) | Max current (A)
c AWG22 1) Marrone /Brown
on cavo
Bianco / White
. AWG24 2 ureue
.. 3
2 With cable AWG26 4 Nero/Black

M16x1,5
1 K} ' Al2-4 M20x1,5 A saldare FRONT - .
- ’ B REAR -

: To solder
4 A pressione
To push® Circuito stampato
Printed circuit
AWG22 1 DM
Con cavo
Blu/ Blue
3—
Pee With cable AwG24 4>—Nero/Black
M16x1,5 AWG26 5 Grigio/Grey
A5 60 .
M20x1.5 A saldare FRONT
A pressione To solder N REAR -
To push?
Circuito stampato
Printed circuit
45 Bianco/White
2> Marrone /Brown
AWG22 3 Verde/Green
Con cavo AWG24 4> Giallo/Yelow
pee With cable 5 Grigio / Gre
~ RosalPink
M16x1.5 AWG26 S Blu / Blue
AT-8 M20x1,5 gy Rosso/Red 30 2
A saldare FRONT
A pressione ~ B
To push? To solder REAR
Circuito stampato
Printed circuit
1)—Marrone /Brown
Blu / Blue
35 Bianco / White
4o Verde/Green
Con cavo AWG24 5y Rosa/Pink
PGY g Clalo/Yelow
With cable AWG26 75 Nero/Black
g Crigio/Grey
M 9 Rosso/Red
A/12 105 Viola/Violet 30 1,5
M20X1’5 11 Grigio-Rosa / Grey-Pink
A i FRONT [ ,3 RossoBu/RedBue
pressione
To pust A saldare REAR
To solder

Circuito stampato

Printed circuit

" Filetti di fissaggio PG9 e M16 disponibili corti per montaggio Front — Short PG9 and M16 fixing threads available for Front mounting
2 Connettori a pressione solo FRONT - To Push connectors only FRONT mounting

CP 12
Connector identification Family Conneclor type Pm no. Secnon Lengh Custormzed

Panel connector M12 Female PG Front mounting with cable 2 | 2 pin A2 | AWG26 0,10 m| | S Standard
SFF Female PG9 Front mounting to solder 3 3pin A3 AWG24 OB 0,20m| | C “Shor’[ thread
CFF | Female PG9 Front mounting for printed circuit 4 1 4 pin A4 AWG22 | [1Z ‘1 m o
F2F : Female M16x1,5 Front mounting with cable 51 5pin e 10 110 m
SF2F | Female M16x1,5 Front mounting to solder 8 | 8pin 10C:10,3m
CF2F; Female M16x1,5 Front mounting for printed circuit 121 12 pin 100100 m
FAF  Female Front mounting to push
F5F | Female M20x1,5 Front mounting with cable

SF5F: Female M20x1,5 Front mounting to solder

CF5F: Female M20x1,5 Front mounting for printed circuit
FR | Female PG9 Rear mounting with cable

SFR : Female PG9 Rear mounting to solder

CFR | Female PG9 Rear mounting for printed circuit

F2R : Female M16x1,5 Rear mounting with cable

SF2R: Female M16x1,5 Rear mounting to solder

CF2R! Female M16x1,5 Rear mounting for printed circuit
F5R : Female M20x1,5 Rear mounting with cable

SF5R! Female M20x1,5 Rear mounting to solder

CF5R: Female M20x1,5 Rear mounting for printed circuit




M8

Prolunghe con connettori circolari;
possibilita di personalizzare il colore

della testina e tipologia di cavo.

PROLUNGHE M8
M8 EXTENSIONS

Extensions with circular connectors;
head color and type of cable customized.

J 4

35,2
10,2 1,7+£0,2
o p— | -
o]
Q L

M8 x 1

28,5

23,4

A=@7 - B=08 with @ cable <5
A=@8 - B=09 with @ cable >5

CARATTERISTICHE GENERALI

materiale contatti(M):

CuZn dorato sopra nichelatura
materiale contatti(F):

CuSn dorato sopra nichelatura
materiale ghiera:

Ottone nichelato (se INOX, ghiera esagonale in AlSI 316L)
grado di protezione:

IP67

materiale rivestimento:

TPU (Poliuretano)
temperatura di lavoro:

-25°C +80°C

disegni scala 1:1

GENERAL FEATURES

contact material(M):

Au over Ni plated CuZn

contact material(F):

Au over Ni plated CuSn

cupling nut material:

CuZn, Ni plated (if stainless steel, AlSI 316L hexagonal nut)
protection class:

IP67

housing material:
TPU (Polyurethane)
temperature range:
-25°C+80°C




Genere | Vista frontale lato A | Chiave/polilato A | Tipo Collegamenti
Gender Side A face view |Side A coding/poles | Type Connections
4 2 4
SN
M 1@31 ’ 3 1 Marrone / Brown 1
180° 2 Bianco / White 2
7 " . A/3-4 90° | Blu / Blue 3
X Nero / Black
N\

Genere | Vista frontale lato B | Chiave/poli lato B | Sistema di bloccaggio | Tipo | Tensione Corrente max

Gender Side B face view | Side B coding/poles Locking system Type | Voltage (V) | Max current (A)

4 2 4
X
M 1«@»31 , 3 Ghiera con 60
antisvitamento 180° | (3 poii/ 3 poles)
A/3-4 ° 3
| N Ring nut with 90 30
{A\ .. g R (4 poli/ 4 poles)
F 3 105 @ ’ anti-vibration system
\

CODIFICA CODICE / CODING CODE

08 MD (0];]
Housmg color Family Connector type Pm no. Cable type Sect\on Length Custom\zed

N | Black MD | Straight male || 3 | 3 pin i Grey PVC/PVC 1 1Sec.0,14mmq||0A :0,10m|| S ! Standard
G i Grey 08X M8 with INOX ring nut MA: Angled male 4 4 pin AU s Grey PVC/PVC UL CSA 2 s Sec. 0.25 mmq || 0B 30,20 m
T i Colorless | B ¢ Shielded grey PVC/PVC 3 | Sec. 034 mmq||1Z :1m
Y ! YeIIow 1 ‘ 1 BU : Shielded grey PVC/PVC UL CSA || 4 ! Sec. 0,50 mmq || 10 :10m
e | E ¢ Black PVG/PVC . 10C: 10,3 m
: EU | Black PVC/PVC UL CSA ‘ 100;100 m
F : Shielded black PVC/PVC |
FU | Shielded black PVC/PVC UL CSA
| ¢ Gray PUR/PVC
IU | Gray PUR/PVC UL CSA
08 FD M ¢ Black PUR/PVC
MU ¢ Black PUR/PVC UL CSA
Housmg color Family Connector type N Shielded black PUR/PVC
N | Black FD | Straight female NU i Shielded black PUR/PVC UL CSA
G | Grey 08L M8 with PNP LED FA Angled female T
T | Colorless || 08L2 | M8 with NPN LED
Y ! YeIIow 08X § M8 with INOX ring nut




M8

Prolunghe con connettori circolari schermate totali;
possibilita di personalizzare il colore

della testina e tipologia di cavo.

PROLUNGHE M8 SCHERMATE TOTALI
M8 TOTAL SHIELDED EXTENSIONS

Total shielded extensions with circular connectors;
head color and type of cable customized.

10,2 1,7+0,2

30,8

MO8 x 1

A=@7 - B=@8 with @ cable <5
A=@8 - B=@9 with @ cable >5

CARATTERISTICHE GENERALI

materiale contatti(M):

CuZn dorato sopra nichelatura
materiale contatti(F):

CuSn dorato sopra nichelatura
materiale ghiera:

Ottone nichelato (se INOX, ghiera esagonale in AlSI 316L)
grado di protezione:

IP67

materiale rivestimento:

TPU (Poliuretano)
temperatura di lavoro:

-25°C +80°C

disegni scala 1:1

GENERAL FEATURES

contact material(M):
Au over Ni plated CuZn
contact material(F):
Au over Ni plated CuSn
cupling nut material:
CuZn, Ni plated (if stainless steel, AlSI 316L hexagonal nut)
protection class:

IP67

housing material:

TPU (Polyurethane)
temperature range:
-25°C+80°C




Genere | Vista frontale lato A | Chiave/poli lato A | Tipo Collegamenti
Gender Side A face view |Side A coding/poles| Type Connections
4 2 4
%
Mo 4 (2%
\/ 3 1 Marrone / Brown 1
180° 2 Bianco / White 2
" " " A/3-4 90° 5 Blu / Blue 3
"\\ 4 Nero / Black 4
F 3 |3 @ 1 Schermo / Shield

Genere | Vista frontale lato B | Chiave/poli lato B | Sistema di bloccaggio | Tipo | Tensione Corrente max

Gender Side B face view |Side B coding/poles Locking system Type | Voltage (V) | Max current (A)

4 2 4
oy
M 1 3 @ 3 Ghiera senza
e 60
\/ Ao antisvitamento 180° | (3 poli/ 3 poles) s
} ‘ 2 > Ring nut without 90° 30
X Ing nut withou (4 poli/ 4 poles)
F g 15 @ 4 anti-vibration system
N\

CODIFICA CODICE / CODING CODE

08S MD (0];]
Housmg color Family Connector type Pm no. Cable type Sect\on Length Custom\zed

N | Black OBS Total shielded M8 MD | Straight male || 3 | 3p|n | Grey PVC/PVC 1 1Sec.0,14mmq||0A :0,10m|| S ! Standard
G i Grey ; MA Angled male 4 4 pin AU § Grey PVC/PVC UL CSA 2 3 Sec. 0,25 mmq || 0B 30,20 m
T i Colorless 1 B ¢ Shielded grey PVC/PVC 3 | Sec. 034 mmq||[1Z {1m
Y ! YeIIow 1 1 BU | Shielded grey PVC/PVC UL CSA || 4  Sec. 0,50 mmq || 10 :10m
e | E ¢ Black PVG/PVC e | 10C:10,3m
‘ EU | Black PVC/PVC UL CSA 1 100100 m
F : Shielded black PVC/PVC e
FU | Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
IU ¢ Gray PUR/PVC UL CSA

M | Black PUR/PVC
.N ) 085 FD MU : Black PUR/PVC UL CSA
Housing color Family Connector type N | Shielded black PUR/PVC

“Black 08S |Shielded M8 FD | Straight female NU | Shielded black PUR/PVC UL CSA
Grey OBSL Shielded M8 with PP LED|| FA Angled female o
; St)lllorless 08SL2:Shielded M8 with NPN LED

 Yellow o

P <—Ao=




M8-M12

Prolunghe con connettori circolari;
possibilita di personalizzare il colore

della testina e tipologia di cavo.

PROLUNGHE M8-M12
M8-M12 EXTENSIONS

Extensions with circular connectors;
head color and type of cable customized.

35,2

298

28,5

3 4

23,4

A=07 - B=@8 with @ cable <5
A=@8 - B=@9 with @ cable >5

A1=09 - B1=010 with @ cable <5,8
A1=@10,3 - B1=@12 with @ cable >5,8

CARATTERISTICHE GENERALI

materiale contatti(M):

CuZn dorato sopra nichelatura
materiale contatti(F):

CuSn dorato sopra nichelatura
materiale ghiera:

Ottone nichelato (se INOX, ghiera esagonale in AlSI 316L)
grado di protezione:

IP67

materiale rivestimento:

TPU (Poliuretano)
temperatura di lavoro:

-25°C +80°C

43,7
| . 3%02 10 M12 x 1
. .
S
RS
w >
= = 28101
37,2
2502
Bl —
o ||| <
T |
M12 x 1

disegni scala 1:1

GENERAL FEATURES

contact material(M):

Au over Ni plated CuZn

contact material(F):

Au over Ni plated CuSn

cupling nut material:

CuZn, Ni plated (if stainless steel, AlSI 316L hexagonal nut)
protection class:

IP67

housing material:
TPU (Polyurethane)
temperature range:
-25°C+80°C




Genere | Vista frontale lato A | Chiave/polilato A | Tipo Collegamenti
Gender Side A face view |Side A coding/poles| Type Connections
4 2 4
X
M 1<@»31 @ 5 1 Marrone / Brown ]
\/ o Py Bianco / White Py
A/3-4 180 3 Blu / Blue 3
4 N2 90° 4 Nero / Black B
SSRGS
N\

Genere | Vista frontale lato B | Chiave/poli lato B | Sistema di bloccaggio | Tipo | Tensione Corrente max

Gender Side B face view |Side B coding/poles Locking system Type | Voltage (V) | Max current (A)

M : C? ! Ghiera con
kj antisvitamento R 60
) A/3-4 180° | (3 poli/ 3 poles) 3
i - Ring nut with 90° _30
F iy anti-vibration system (4 poli/ 4 poles)
&/
4

CODIFICA CODICE / CODING CODE

08 MD (0];]
Housmg color Family Connector type Pm no. Cable type Sect\on Length Custom\zed

N | Black MD | Straight male || 3 | 3 pin i Grey PVC/PVC 1 1Sec.0,14mmq||0A :0,10m|| S ! Standard
G i Grey 08X M8 with INOX ring nut MA: Angled male 4 4 pin AU s Grey PVC/PVC UL CSA 2 s Sec. 0.25 mmq || 0B 30,20 m
T i Colorless | B ¢ Shielded grey PVC/PVC 3 | Sec. 034 mmq||1Z :1m
Y ! YeIIow 1 ‘ 1 BU : Shielded grey PVC/PVC UL CSA || 4 ! Sec. 0,50 mmq || 10 :10m
e | E ¢ Black PVG/PVC . 10C: 10,3 m
: EU | Black PVC/PVC UL CSA 1 100;100 m
F : Shielded black PVC/PVC |
FU | Shielded black PVC/PVC UL CSA
| ¢ Gray PUR/PVC
IU | Gray PUR/PVC UL CSA
12 FD M ¢ Black PUR/PVC
MU ¢ Black PUR/PVC UL CSA
Housmg color Family Connector type N Shielded black PUR/PVC
N | Black FD | Straight female NU i Shielded black PUR/PVC UL CSA
G | Grey 12X 3M12 with INOX ring nut FA Angled female o
T i Colorless || 12L : M12 with PNP LED e
Y ! YeIIow 12L2: M12 with NPN LED 1
| 12L3: M12 with DECOUT LED

1214 M12 with PNP 3 LED




M 8 M 1 2 PROLUNGHE M8-M12 SCHERMATE TOTALI
- M8-M12 TOTAL SHIELDED EXTENSIONS

Prolunghe con connettori circolari schermate totali; Total shielded extensions with circular
possibilita di personalizzare il colore connectors;

_— EEECONNECTORS

della testina e tipologia di cavo. head color and type of cable customized.

35,2 43,7

3+0,2 10 M12 x 1

0%
254

XX

;0
L.

J 4

,v
X
XX

L.

298
3
B

0
L
o

RN
BIGKKHKKE
RRIL]
RIS

23,4
10,2
}<—>

@8+0,1

M12 x 1

-

A=0@7 - B=@8 with @ cable <5 A1=09 - B1=@10 with @ cable <5,8

A=@8 - B=@9 with @ cable >5 A1=@10,3 - B1=@12 with @ cable >6 disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti(M): contact material(M):
CuZn dorato sopra nichelatura Au over Ni plated CuZn
materiale contatti(F): contact material(F):
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato (se INOX, ghiera esagonale in AISI 316L) CuZn, Ni plated (if stainless steel, AlSI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:

-25°C +80°C -25°C+80°C




Genere | Vista frontale lato A | Chiave/polilato A | Tipo Collegamenti
Gender Side A face view |Side A coding/poles| Type Connections
4 2 4
>
M 1@31 @ 3 1 Marrone / Brown 1
180° Py Bianco / White 2
” . ; A/3-4 20° 3 Blu / Blue 3
@ IA\ 4 Nero / Black 4
F 3 105 * 4 Schermo / Shield
N\
Genere | Vista frontale lato B | Chiave/poli lato B | Sistema di bloccaggio | Tipo | Tensione Corrente max
Gender Side B face view |Side B coding/poles Locking system Type | Voltage (V) | Max current (A)
2
M 3 C) 1 Ghiera senza 60
I antisvitamento 180° | 3 poli/ 3 poles)
ng nut without 90° (4 poli / 4 poles)
F 4 C > 3 anti-vibration system
4

CODIFICA CODICE / CODING CODE

08S MD (0];]
Housmg color Family Connector type Pm no. Cable type Sect\on Length Custom\zed

N | Black 08S | Total shielded M8 MD | Straight male || 3 | 3 pin i Grey PVC/PVC 1 1Sec.0,14mmq||0A :0,10m|| S ! Standard
G i Grey MA Angled male 4 4 pin AU s Grey PVC/PVC UL CSA 2 s Sec. 0.25 mmq || 0B 30,20 m
T i Colorless B ¢ Shielded grey PVC/PVC 3 | Sec. 034 mmq||1Z :1m
Y ! YeIIow BU : Shielded grey PVC/PVC UL CSA || 4 ! Sec. 0,50 mmq (|10 :10m
e | E ¢ Black PVG/PVC . 10C: 10,3 m
: EU | Black PVC/PVC UL CSA ‘ 100;100 m
F : Shielded black PVC/PVC |
FU | Shielded black PVC/PVC UL CSA ‘
| ¢ Gray PUR/PVC
M Black PURBVG o
! Blac
.N 1 2.S FD MU ¢ Black PUR/PVC UL CSA
Housing color Family Connector type N Shielded black PUR/PVC

N | Black 125 |Shielded M12 FD _ Straight female NU ¢ Shielded black PUR/PVC UL CSA
G Grey 135L Shieded M12 with PNP LEDI | FA- Angled female o

T | Colorless | [12SL2 Shielded M12 with NPN LED) | ...

Y Yellow 1 23L3§ Shielded M12 with DECOUT LED

v 12SL4 Shielded M12 with PNP 3 LED




M12

Prolunghe con connettori circolari;
possibilita di personalizzare il colore

della testina e tipologia di cavo.

PROLUNGHE M12
M12 EXTENSIONS

_— EEECONNECTORS

Extensions with circular connectors;
head color and type of cable customized.

47,7

M12 x 1
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2,5%0.2
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32

10

2801 | ||V

M12 x 1

A=@9 - B=@10 with @ cable <5,8
A=@10,3 - B=@12 with @ cable >5,8

CARATTERISTICHE GENERALI

materiale contatti(M):

CuZn dorato sopra nichelatura
materiale contatti(F):

CuSn dorato sopra nichelatura
materiale ghiera:

Ottone nichelato (se INOX, ghiera esagonale in AlSI 316L)
grado di protezione:

IP67

materiale rivestimento:

TPU (Poliuretano)
temperatura di lavoro:

-25°C +80°C

disegni scala 1:1

GENERAL FEATURES

contact material(M):
Au over Ni plated CuZn
contact material(F):
Au over Ni plated CuSn
cupling nut material:
CuZn, Ni plated (if stainless steel, AlSI 316L hexagonal nut)
protection class:

IP67

housing material:

TPU (Polyurethane)
temperature range:
-25°C+80°C




Genere | Vista frontale lato A| Chiave/poli lato A | Tipo Collegamenti Genere | Vista frontale lato B| Chiave/poli lato B | Sistema di bloccaggio | Tipo | Tensione | Corrente max
Gender | Side A face view | Side A coding/poles | Type Connections Gender | Side B face view | Side B coding/poles| Locking system | Type | Voltage (V)|Max current (A)
2 2
M 3 ! 3 1
@ , Martone / Broun , M @ Ghiera con
J—Momorelbrosn o Vi
o antisvitamento .
3 Ai2-4 18071 =2 . < 2 A2-4 180 250 4
J———BwiBe ¢ ; ;
80 3 Moo/ Bt < Ring nut with 90
anti-vibration system
F 1 3 F 1- 3
) 3
p 7
i 1
M 3@' e Marrone /Brown i M 3@ Ghiera con
5 2 Bianco / White 2 5 antisvitamento
1 I B : ws SR £2 B .
90 4 Nero / Black 4 Ring nut with 90
s> odolGer ¢ anti-vibration system
F + 3 F + 3
5 5
i i
3 2 3, 2
. 1 1 Marrone / Brown c1 . 1
M N 23 Bianco / White c2 M 8 Ghiera con
s . 35 Verde / Green G 5 - e
] 180° 4y GaloiYelow 4 1} antisvitamento 180°
. A8 00° g ey 7 A8 90° 3 3
. 3 \ 3 Ring nut with
. N anti-vibration system
F 8 F 8
7 5 7 5
6 6
3. 2 10 43— Marone/Brown -, 3. 2 10
nd " z%z 1nd 4
M 5 M 5
) .
DL SR Ghiera con
7 i antisvitamento
180° 180°
12 90° A2 Ring nut with 90° 30 1.5
10, 2 3 10,2 3 anti-vibration system
+ : " 1 4 11
F 5 F 5
T cisoRwalGeprm ¢ f
e 123$02 K=l

CODIFICA CODICE / CODING CODE

12 MD 10
Housmg color Family Connector type Pm no. Cable type Sectwon Length Customzed

N :Black MD Stralght male || 2 2 pin Grey PVC/PVC 1 :Sec.0,14 mmq||0A (0,10 m S Standard
G | Grey 12X M12 with INOX ring nut MA: Angled male 3 13 pin AU Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 0,20 m
T | Colorless | 4 14 pin B ¢ Shielded grey PVC/PVC 3 | Sec. 034 mmq|(|[1Zi1m
Y  Yellow 5 i5pin || BU | Shielded grey PVC/PVC UL CSA || 4  Sec. 0,50 mmq || 10 :10m
8 : 8 pin E  Black PVC/PVC 10C: 10,3 m
12112 pin|| EU | Black PVC/PVC UL CSA 100100 m
F : Shielded black PVC/PVC
FU | Shielded black PVC/PVC UL CSA
| i Gray PUR/PVC
U Gray PUR/PVC UL CSA
12 FD M | Black PUR/PVC
MU : Black PUR/PVC UL CSA
Housmg color Family Connector type N | Shielded black PUR/PVC
N | Black FD | Straight female NU | Shielded black PUR/PVC UL CSA
G | Grey 12X 3 M12 with INOX ring nut FA Angled female
T i Colorless || 12L : M12 with PNP LED
Y | Yellow 12L2: M12 with NPN LED
12L3: M12 with DECOUT LED
12L4: M12 with PNP 3 LED




M12

Prolunghe con connettori circolari schermati totali;
possibilita di personalizzare il colore

della testina e tipologia di cavo.

PROLUNGHE M12 SCHERMATE TOTALI
TOTAL SHIELDED M12 EXTENSIONS

Extensions with total shielded circular connectors;
head color and type of cable customized.

47,7

4

310’2 10 M12 x 1

32

R SRR =
JAEEKN
(XX XXXXXX

A=@9 - B=@10 with @ cable <5,8
A=@10,3 - B=@12 with @ cable >5,8

CARATTERISTICHE GENERALI

materiale contatti(M):

CuZn dorato sopra nichelatura
materiale contatti(F):

CuSn dorato sopra nichelatura
materiale ghiera:

Ottone nichelato (se INOX, ghiera esagonale in AlSI 316L)
grado di protezione:

IP67

materiale rivestimento:

TPU (Poliuretano)
temperatura di lavoro:

-25°C +80°C

disegni scala 1:1

GENERAL FEATURES

contact material(M):

Au over Ni plated CuZn

contact material(F):

Au over Ni plated CuSn

cupling nut material:

CuZn, Ni plated (if stainless steel, AlSI 316L hexagonal nut)
protection class:

IP67

housing material:
TPU (Polyurethane)
temperature range:
-25°C+80°C




Genere | Vista frontale lato A | Chiave/poli lato A | Tipo Collegamenti Genere | Vista frontale lato B| Chiave/poli lato B | Sistema di bloccaggio | Tipo | Tensione | Corrente max
Gender | Side A face view |Side A coding/poles| Type Connections Gender | Side B face view |Side B coding/poles| Locking system Type | Voltage (V) |Max current (A)
7 Z
M 3‘@" a1 Marrone / Brown 3 M 3@1 Ghiera senza
5 2 Bianco / White 2 antisvitamento N
: A2-4 1800 N Blu/Blue N ‘ A2-4 1300 250 4
90 4 Nero/ Black 4 Ring nut without 90
@ Schermo / Shield @ anti-vibration system
F + 3 F + 3
4 4
2 2
M 3«@»1 /1\ Marrone / Brown q M 3@1 Ghiera senza
2 Bianco / White 2 -
5 o e : yu antisvitamento
; A5 180° i Nero / Black 4 2 A5 1807 60 4
90° s Grigio / Grey s Ring nut without 90°
E . @3 kr/ ‘Schermo / Shield N E , @3 anti-vibration system
5 5
4 4
3 ? (i Marrone / Brown ) 3 : ,
1
Y 2 Bianco / White 2 p
M @a 3 Verde / Green 3 M @s Ghiera senza
5 7 5 4 Gillo  Yellow 4 5 7 antisvitamento o
. 6 A8 1 800 s Grigio / Grey 5 p 6 A8 1 800 30 3
5 90 s Rosa / Pink s 3 Ring nut without 90
' . 7 Blu/ Blue 7 ! . anti-vibration system
F N 8 Rosso / Red 8 F N
7 5 \,/ Schermo / Shield 7 5
3 5
(\ Marrone / Brown
3 2 10 2 Blu/Blue 3 20
4 4
11 1 3 Bianco / White 1 1
M ¢ 9 4 Verde / Green M s
. iz 5 Rosa / Pink L §>12 Ghiera senza
N 6 Giallo [ Yellow antisvitamento o
A2 180° . Nero / Black A2 1800 30 15
90 Grigio / Grey . ; 90
8 2 Ring nut without
10 3 Rosso / Red 1o 3 o .
4 ° 4 anti-vibration system
1 1 10 Viola / Violet * 11
F N 5 " Grigio-Rosa / Grey-Pink F 5
127 6 12 Rosso-Blu / Red-Blue 27 o
7 Y Schermo / Shield v

CODIFICA CODICE / CODING CODE

12S MD 10
Housmg color Family Connector type Pm no. Cable type Sect\on Length Custom\zed

{ Black
G i Grey
T | Colorless

Y | Yellow

12S ¢ Total shielded M12

MD | Straight male
MA: Angled male

12S
Housmg color ll% Connector type

 Black
G Grey
T | Colorless

Y | Yellow

12S | Shielded M12

12SL : Shielded M12 with PNP LED
1252} Shielded M12 with NPN LED!
12SL3: Shielded M12 with DECOUT LED
12SL4: Shiglded M12 with PNP 3 LED

FD | Straight female
FA Angled female

i Grey PVC/PVC UL CSA

i Shielded grey PVC/PVC

: Shielded grey PVC/PVC UL CSA

i Black PVC/PVC

i Black PVC/PVC UL CSA

: Shielded black PVC/PVC

i Shielded black PVC/PVC UL CSA
i Gray PUR/PVC

i Gray PUR/PVC UL CSA

i Black PUR/PVC

i Black PUR/PVC UL CSA

. Shielded black PUR/PVC

i Shielded black PUR/PVC UL CSA

i Grey PVC/PVC

i Sec. 0,14 mmq
| Sec. 0,25 mmq
i Sec. 0,34 mmq
i Sec. 0,50 mmq

HINNYOCY CE

S Standard




DERIVAZIONI
JUNCTIONS

Derivazione con connettori circolari;
possibilita di personalizzare il colore
della testina e tipologia di cavo delle code.

disegni scala 1:2

CARATTERISTICHE GENERALI

DERIVAZIONE CON TESTAM12 - CODE M8
M12 HEAD - M8 TAILS JUNCTIONS

materiale contatti testa:
CuZn dorato sopra nichelatura
materiale contatti code:

CuSn dorato sopra nichelatura
materiale ghiera:

Ottone nichelato (se INOX, ghiera esagonale in AlSI 316L)
grado di protezione:

IP67

materiale rivestimento:

TPU (Poliuretano)
temperatura di lavoro:

-25°C +80°C

Junction with circular connector;
tails color head and type of cable
customized.

GENERAL FEATURES

housing contact material:
Au over Ni plated CuZn
tails contact material:
Au over Ni plated CuSn
cupling nut material:
CuZn, Ni plated (if stainless steel, AlSI 316L hexagonal nut)
protection class:

IP67

housing material:

TPU (Polyurethane)
temperature range:
-25°C+80°C




Vista frontale testa Chiave/poli testa Collegamenti Vista frontale code | Chiave/poli code | Sistema di bloccaggio Tipo Tensione Corrente max
Head face view Head coding/poles Connections Tails face view Tails coding/pol: Locking syste Type Voltage (V) Max current (A)
— c1
2 4 B 4
1 - 3 Ghiera con
f\ 4 . antisvitamento 180°
3 KJ 1 Al4 2 - 3 1 A/3 90° 60 3
Ring nut with
3 o |
71 anti-vibration system
' —< A
3

CODIFICA CODICE / CODING CODE

Y12 MD (0];]
Housmg color Housing family Housing connector type Head pin no. Cable type Sectwon Length Custom\zed

N Black YM12 MD ; Stralght male || 4 4 pin Grey PVC/PVC 1 :Sec.0,14 mmq||0A (0,10 m S Standard
Y1 2X Y M12 with INOX ring nut AU Grey PVC/PVC UL CSA 2 Sec. 0,25 mmg OB 0,20 m
1 * B : Shielded grey PVC/PVC 3 :Sec.0,34mmq||1Z {1 m

BU | Shielded grey PVC/PVC UL CSA || 4 : Sec. 0,50 mmq || 10 :10m
E ¢ Black PVG/PVC 10C:10,3m
EU | Black PVC/PVC UL CSA 100: 100 m
F ¢ Shielded black PVC/PVC
FU | Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
U Gray PUR/PVC UL CSA

08 FD M | Black PUR/PVC
MU ¢ Black PUR/PVC UL CSA
Tails housmg color Tails family Tails connector type Tails pm no. N | Shielded black PUR/PVC

N Black FD | Straight female|[ 3 | 3p|n NU ¢ Shielded black PUR/PVC UL CSA
! 08X M8 with INOX ring nut FA Angled female |




DERIVAZIONI DERIVAZIONE CON TESTAM12 - CODE M12
JUNCTIONS M12 HEAD - M12 TAILS JUNCTIONS MCJA

Derivazione con connettori circolari; Junction with circular connector;

possibilita di personalizzare il colore tails color head and type of cable
della testina e tipologia di cavo delle code. customized.

21

disegni scala 1:2

CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti testa: housing contact material:
CuZn dorato sopra nichelatura Au over Ni plated CuZn
materiale contatti code: tails contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato (se INOX, ghiera esagonale in AISI 316L) CuZn, Ni plated (if stainless steel, AlSI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:

-25°C +80°C -25°C+80°C




Vista frontale testa | Chiave/poli testa Collegamenti Vista frontale code | Chiave/poli code |Sistema di bloccaggio| Tipo Tensione Corrente max

Head face view Head coding/poles Connections Tails face view Tails coding/poles Locking system Type Voltage (V) Max current (A)
— a4
S 3 B Ghiera con
3 - <’ antisvitamento 180°
3 ! A/4 - ' 3 A/3 90° 250 4
2 IR . .
Ring nut with
1 - 4 anti-vibration system
4 4
s A
L ¢
EEE— ]
—C4
. ? B Ghiera con
A5 g ; < A/5 antisvitamento 1980q° 60 4
2 = s Ring nut with
1 - 4 anti-vibration system
s A
L1

CODIFICA CODICE / CODING CODE

Y12 MD (0];]
Housmg color Housing family Housing connector type Head pin no. Cable type Sectwon Length Custom\zed

N Black Y M2 MD Stralght male i4 pin Grey PVC/PVC 1 :Sec.0,14 mmq||0A (0,10 m S Standard
Y1 2X Y M12 with INOX ring nut 5 5 pin AU Gre_zy PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 0,20 m
§ ‘ e B ¢ Shielded grey PVC/PVC 3 iSec.0,34mmq||1Z i1 m

BU | Shielded grey PVC/PVC UL CSA || 4 : Sec. 0,50 mmq || 10 :10m
E ¢ Black PVG/PVC 10C:10,3m
EU | Black PVC/PVC UL CSA 100: 100 m
F : Shielded black PVC/PVC
FU | Shielded black PVC/PVC UL CSA

|+ Gray PUR/PVC
U Gray PUR/PVC UL CSA
12 FD M | Black PUR/PVC
MU ¢ Black PUR/PVC UL CSA
Tails housmg color Tails family Tails connector type Tails pm no. N | Shielded black PUR/PVC

NU | Shielded black PUR/PVC UL CSA

N Black FD ' Straight female 3 pin
! 12X M12W|th INOX ring nut FA Angledfemale 5 5 pin




DERIVAZIONI  DERIVAZIONE CON TESTAM12 - CODE M12 PIN TO PIN
JUNCTIONS PIN TO PIN M12 HEAD - M12 TAILS JUNCTIONS

Derivazione con connettori circolari;
possibilita di personalizzare il colore
della testina e tipologia di cavo delle code.

Junction with circular connector;
tails color head and type of cable
customized.

disegni scala 1:2

CARATTERISTICHE GENERALI

materiale contatti testa:
CuZn dorato sopra nichelatura
materiale contatti code:

CuSn dorato sopra nichelatura
materiale ghiera:

Ottone nichelato (se INOX, ghiera esagonale in AlSI 316L)
grado di protezione:

IP67

materiale rivestimento:

TPU (Poliuretano)
temperatura di lavoro:

-25°C +80°C

GENERAL FEATURES

housing contact material:
Au over Ni plated CuZn
tails contact material:
Au over Ni plated CuSn
cupling nut material:
CuZn, Ni plated (if stainless steel, AlSI 316L hexagonal nut)
protection class:

IP67

housing material:

TPU (Polyurethane)
temperature range:
-25°C+80°C




Vista frontale testa Chiave/poli testa Collegamenti Vista frontale code | Chiave/poli code | Sistema di bloccaggio | Tipo Tensione Corrente max

Head face view Head coding/poles Connections Tails face view Tails coding/poles| Locking system Type Voltage (V) Max current (A)

Ghiera con
@ ' A4 :_ 7 —< ' @ . A4 antisvitamento 180° 250 4

J 2 - . KJ Ring nut with 90°

1 - anti-vibration system

2 Ghiera con
3 f\ " i I 4((‘ 4 K\ B antisvitamento 180°
k/ A/5 2 : . &J A/5 ‘Rl:ng n.ut with 90° 60 4
4 P 4 4 anti-vibration system
: A
L ¢

—_—s
&
————————<s
———=<
—— B
PR
e < Ghiera con
7 —ct o
6 antisvitamento 180°
A8 : A/8 30 2
3 Ring nut with 90°
? o anti-vibration system
1 7
.
s
‘A
L2
L
"
o
s
—_— s
—_—
- =
‘B
—————<
FR—
PR
—
-—
"
. 10, - Ghiera con
o TN antisvitamento °
A2 | A A12 180°1 39 15
5 9\ s Ring nut with 90
® 2 7 anti-vibration system
n
0
B
s
CA
s
B
3
e
L

CODIFICA CODICE / CODING CODE

Y12 MD (0];]
Housmg color Housing family Housing connector type Head pin no. Cable type Sect\on Length Custom\zed

N Black 'YM12 MD Stralght male || 4 4 pin i Grey PVC/PVC 1 1Sec.0,14mmq||0A :0,10m|| S ! Standard
‘ Y12X Y M12 with INOX ring nut 5 {5 pin AU s Grey PVC/PVC UL CSA 2 s Sec. 0.25 mmq || 0B 30,20 m
‘ 1 8 i 8 pin B : Shielded grey PVC/PVC 3 i Sec. 034 mmq || 1Z {1 m

12} 12 pin|| BU | Shielded grey PVC/PVC UL CSA || 4 | Sec. 0,50 mmq (|10 :10m

e | E ¢ Black PVG/PVC e 10Ci{10,3m
EU | Black PVC/PVC UL CSA ! 100:100 m
F ¢ Shielded black PVC/PVC e
FU | Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
U ¢ Gray PUR/PVC UL CSA

12 FD M ¢ Black PUR/PVC
MU ¢ Black PUR/PVC UL CSA
Tails housmg color Tails family Tails connector type Talls pin no. N | Shielded black PUR/PVC

N Black FD | Straight female| [ 4 | 4 pin NU Shielded black PUR/PVC UL CSA
: 12X M12 with INOX ring nut FA Angled female g gpln R
‘ pin

12 12p|n




ERGATE Automations.r.o
Kliny 35, 61500 Brno

tel.: +420 548 140 001
office@ergate.cz
www.ergate.cz
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