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Detas SpA presents the DetasUltra division,
established in 2019 after many years of experience
in cable management for electrical cabinets and
equipment.

The DES (Detas Entry System) solution is
designed to simplify the use of cables in electrical
equipment, improving watertightness, strain relief
and EMC, whilst minimising costs.

DES has been designed, developed and patented

in Italy, thanks to our technical skills in the

thermoplastic industry and production equipment.

Our attention to detail has driven us to develop
innovative and reliable solutions for our customers
at a competitive price.

For decades the Detas Group has been specialising
in power electronics for sectors such as industrial
automation, LED functional lighting, traffic safety

and electric vehicle charging.

Easier with us!
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Group 1

Entry system for cables with and without connectors
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Splittable frame for cables with and without connectors

P Multiple configurations in the same frame
P Frame screws in AISI304 Stainless Steel

P Overmolded gasket for full UL94V0
system with grey or black grommets

P Strain relief according to EN 62444
P Sturdy construction IK10

P IP66 and Nema 4X* certified with
all configurations of grommets

P ATEX version on request (see sec. 7)
P Threaded inserts version on request

The DES 24 cable entry system consists of a

Model Code Some possible Max. cut-out Pcs - )
configurations mm] Joack splittable frame qe5|gned to accommodate
p small (SPP), multiple (X) or large (SPG)

grommets for cables with and without

connectors. The grommets can be freely
positioned into the frame.
With all combinations of grommets, single,
E double, quadruple, big, the IP66 and Nema 4X
are guaranteed.
The overmolded gasket guarantees faster
installation times and the complete VO
DES 24 1731010024 E 112x 39 10 self-estinguishing of the system.
Technical data
E:D Material: P-GF
Flammability: self-extinguishing acc. to
Temperature: -40°C... +155°C (static)

Features: halogens and silicones free

Related products
Upon Set of 4 mounting screws in AlSI304 spp s (6 10
request: 1731991020 with Black Dacromet finishing grommets (from page 40)
SPG grommets (from page 44)
DES Flap
DES Cover

Dimensions [mm]
HY360 hydraulic punch driver

PF/PFX cable entry system plates
26.5 146 DES caps

0 6.3
0
2 ] MRS o
D 0 o
130
* Indoor only
“ IP66 NEMA  ULTYPE HL3 g ECOLA : R K10 @
¢ vs 12,4X 12, 4X ENassasy < ULOAVO  Tohmar SR

& ULTRA
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Splittable frame for cables with and without connectors

P Multiple configurations in the same frame
P Frame screws in AlSI304 Stainless Steel

P Overmolded gasket for full UL94V0
system with grey or black grommets

P Strain relief according to EN 62444
P Sturdy construction IK10

P IP66 and Nema 4X* certified with all
configurations of grommets

#
w
®

P ATEX version on request (see sec. 7)
P Threaded inserts version on request

The DES 16 cable entry system consists of a
splittable frame designed to accommodate
[mm] /pack small (SPP), multiple (X) or large (SPG)
grommets for cables with and without
connectors. The grommets can be freely
positioned into the frame.

Model Code Some possible Max. cut-out Pcs
configurations

With all combinations of grommets, single,
double, quadruple, big, the IP66 and Nema 4X
are guaranteed.

The overmolded gasket guarantees faster
86x39 10 installation times and the complete VO
self-estinguishing of the system.

DES 16 1731010016

Technical data
Material: PP+GF

Flammability: self-extinguishing acc. to
UL94-vVo

Temperature: -40°C... +155°C (static)
Features: halogens and silicones free

HHOHE

Upon 1731991020 Set of 4 mounting screws in AlSI304
request: with Black Dacromet finishing Related products

SPP grommets (from page 40)

SPG grommets (from page 44)
DES Flap

DES Cover

HY360 hydraulic punch driver
PF/PFX cable entry system plates

Dimensions [mm]

26.5 ‘ 120 DES caps
|
0 6.3 \
0
P ] b3 ]
< 0
D © o
103
* Indoor only
HL3

APPROVED

iy m
cova O o B ko Ex)

EN 45545-2 MARIE TYPE 150 4892-2A

. NEMA  ULTYPE
s P66 124X 12, 4X



Splittable frame for cables with and without connectors

P Multiple configurations in the same frame
P Frame screws in AISI304 Stainless Steel

P Overmolded gasket for full UL94V0
system with grey or black grommets

P Strain relief according to EN 62444
P Sturdy construction IK10

P IP66 and Nema 4X* certified with all
configurations of grommets

P ATEX version on request (see sec. 7)
P Threaded inserts version on request

Model Code Some possible
configurations

DES 10 1731010010

OO0

Ape 1731991020

Max. cut-out
[mm]

63 x 39

Set of 4 mounting screws in AlSI304
request: with Black Dacromet finishing

Pcs

/pack

10

Dimensions [mm]

32

99
6.3
)
o«
<
© @
83
* Indoor only
o NEMA  ULTYPE HL3 ¢
M  1P66 g E
12,4X 12, 4X EN45545-2  “umene

&G ULTRA
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UL94-vo

The DES 10 cable entry system consists of a
splittable frame designed to accommodate
small (SPP), multiple (X) or large (SPG)
grommets for cables with and without
connectors. The grommets can be freely
positioned into the frame.

With all combinations of grommets, single,
double, quadruple, big, the IP66 and Nema 4X
are guaranteed.

The overmolded gasket guarantees faster
installation times and the complete VO
self-estinguishing of the system.

Technical data
Material: PP+GF

Flammability: self-extinguishing acc. to
UL94-vVo

Temperature: -40°C... +155°C (static)
Features: halogens and silicones free

Related products

SPP grommets (from page 40)
SPG grommets (from page 44)
DES Flap

DES Cover

HY360 hydraulic punch driver
DES caps

(] —
Yot BB ko Ex
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Splittable frame for cables with and without connectors

P For 4 small grommets or 1 big grommet
P Frame screws in AISI304 Stainless Steel

P Overmolded gasket for full UL94V0
system with grey or black grommets

P Strain relief according to EN 62444
P Sturdy construction IK10

P P66 and Nema 4X* certified with all
configurations of grommets

P ATEX version on request (see sec. 7)
P Threaded inserts version on request

Model Code Some possible Max. cut-out Pcs
configurations [mm] Jpack
DESQ 1731010008 E 40x 39 10
Upon Set of 4 mounting screws in AlSI304
request: 1731991020 with Black Dacromet finishing
Dimensions [mm]
26.3
0
g
58
* Indoor only
o NEMA  ULTYPE HL3 @.
GNUS IP66 12,4X 12,4X g LQ UL94-VO

EN 45545-2

MARINE TYPE

The DES Q cable entry system consists of a
splittable frame designed to accommodate
small (SPP), multiple (X) or large (SPG)
grommets for cables with and without
connectors. The grommets can be freely
positioned into the frame.

With all combinations of grommets, single,
double, quadruple, big, the IP66 and Nema 4X
are guaranteed.

The overmolded gasket guarantees faster
installation times and the complete VO self-
self-estinguishing of the system.

Technical data
Material: PP+GF

Flammability: self-extinguishing acc. to
UL94-vVo

Temperature: -40°C... +155°C (static)
Features: halogens and silicones free

Related products

SPP grommets (from page 40)
SPG grommets (from page 44)
DES Flap

DES Cover

HY360 hydraulic punch driver
DES caps

v4is
UV \= §M°PLIA§ IK1 0 @
150 4892-2 —



Splittable frame for cables with and without connectors

P For 2 or 3 small SPP grommets
P Frame screws in AlSI304 Stainless Steel

P Overmolded gasket for full UL94V0
system with grey or black grommets

P Strain relief according to EN 62444
P Sturdy construction IK10

P P66 and Nema 4X* certified with
all configurations of grommets

P ATEX version on request (see sec. 7)

P Threaded inserts version on request

Model Code Some possible Max. cut-out | Pcs The DES L2/L3 cable entry system consists of
configurations mm] Ioack a splittable frame designed to accommodate
P small (SPP) grommets for cables with or without
connectors.

With all combinations of grommets, single,
double, quadruple, the IP66 and Nema 4X
40x 18 are guaranteed.

The overmolded gasket guarantees faster
installation times and the complete VO self-
self-estinguishing of the system.

DES L2 1731010002

Ji0 Doo

10
Technical data
Material: PP+GF
DES L3 1731010003 63x18 Flammability: self-extinguishing acc. to
UL94-vVo
Temperature: -40°C... +155°C (static)
Features: halogens and silicones free
Related products
Upon 1731991010 Set of 2 mounting screws in AISI304 SPP grommets (from page 40)
request: with Black Dacromet finishing HY360 hydraulic punch driver)
DES caps
Dimensions [mm]
DESL2 DESL3
74 99
58 83
BN © cle ©
#5,7
5,7

* Indoor only

HL3

' ——
L coms O o BEE ko Ex)
EN455452 e UL94-vo 150 489220 e

APPROVED

. NEMA  ULTYPE
M P66 124X 12, 4X

& ULTRA



ol
‘e
Splittable frame for cables with and without connectors

P For4 or 5 small SPP grommets
P Frame screws in AISI304 Stainless Steel

P Overmolded gasket for full UL94V0
system with grey or black grommets

P Strain relief according to EN 62444
P Sturdy construction IK10

P P66 and Nema 4X* certified with
all configurations of grommets

P ATEX version on request (see sec. 7)
P Threaded inserts version on request

Model Code Some possible Max. cut-out | Pcs ’ "
configurations [mm] Jpack
. Uk
DES L4 1731010004 m 86x18
i '
DES L5 1731010005 m 112x18
The DES L4/L5 cable entry system consists of
m a splittable frame designed to accommodate
small (SPP) grommets for cables with or without
connectors.
With all combinations of grommets, single,
Upon 1731991010 Set of 2 mounting screws in AlSI304 double, quadruple, the IP66 and Nema 4X
request: with Black Dacromet finishing are guaranteed.
The overmolded gasket guarantees faster
installation times and the complete VO
self-estinguishing of the system.
Dimensions [mm] .
Technical data
DES L4 DES L5 Material: PP+GF
: ‘ Flammability: self-extinguishing acc. to
g E . 8 ] E l UL94-V0
\ — Temperature: -40°C... +155°C (static)
120 146
130 Features: halogens and silicones free
103
1 Related products
NI © T © SPP grommets (from page 40)
oy oy HY360 hydraulic punch driver
DES caps
* Indoor only
NEMA  ULTYPE HL3

APPROVED

oLy —
8 econe O Y0 RS K10 @
EN 45545-2 T UL94-vo 1504892-2A —

& ULTRA
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Splittable frame with threaded inserts

P Flat surface without dirt deposit

P Rear installation with M4 threaded inserts

P 1IP66, Nema 4X* with any grommets
combination

P Strain relief acc. EN 62444
P Sturdy construction IK10

P Overmolded gasket for full UL94V0 system

Model

DES L2 FT

DES L3 FT

DES L4 FT

DES L5 FT

DES QFT

DES 10 FT

DES 16 FT

DES 24 FT

* Indoor only

Code

1731410002

1731410003

1731410004

1731410005

1731410008

1731410016

1731410024

o NEMA
“Ms  IP66 13, 4x

G
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Example

|

-
 mmE
 EEEEE |

O
[
[

ULTYPE
12, 4X

HL3

EN 45545-2

Max. cut-out

[mm]

40x18

63x18

86x18

112x18

40x39

63x39

86x39

112x39

APPROVED
v

zzzzzzz

ECOLA

Pcs
/pack

10

UL94-Vo

M4 threaded inserts

The DES FT splittable frames are equipped with
threaded inserts and with front taps which allow
the installation on the rear part of the panel

and keep the front part clean avoiding dirt
accumulation.

All the other technical data of the DES FT frames
are exactly the same of DES Series.

Technical data
Material: PP+GF

Flammability: self-extinguishing acc. to
UL94-Vo

Temperature: -40°C... +155°C (static)
Features: halogens and silicones free

Related products

SPP grommets (from page40)
SPG grommets (from page 44)
DES Cover

DES Flap

HY360 hydraulic punch driver
PF/PFX cable entry system plates
DES caps

\ ] / —
Yox B K10 @
150 4892-2A —



DES 24-90

Splittable frame for cables with and without connectors
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P 90° cable entry

P Multiple configurations in the same frame
P Frame screws in AISI304 Stainless Steel

» P54

P Strain relief according to EN 62444

P Sturdy construction IK10

The 90° cable entry system DES24-90 is used
when the machinery construction does not
allow the straight cables entrance, or when a
nice design is requested.

E This cable entry system is suitable for both
cables with or without connectors and
corrugated conduits, or a mix of them. The
grommets can be freely accommodated into the
E o
DES 24-90 | 1731010124 112x39 | 10 Technical data
m Material: PP-+GF
Flammability: self-extinguishing acc. to
UL94-V0
Temperature: -40°C... +155°C (static)
m Features: halogens and silicones free

Related products
SPP grommets (from page 40)

Model Code Some possible Max. cut-out Pcs

configurations [mm] /pack

SPG grommets (from page 44)
DES Cover
HY360 hydraulic punch driver

Dimensions [mm]

146
84.2
<—>‘
o™
©
~
o ®
48.5 130

o NEMA  ULTYPE HL3 ¢ Vi —
Mis  1P54 12 12 § e O Y0 ROHS  1K10
EN4S545-2 e UL94VO  somsnan e

& ULTRA



DES 24M

Splittable frame for cables with and without connectors

P Multiple configurations with small and big grommets
P Frame screws in AlSI304 Stainless Steel
P External gasket included

P Strain relief according to EN 62444

P Sturdy construction IK10

P Threaded inserts version on request

Y
u

Model Code Some possible Max. cut-out Pcs The DES 24M splittable frame allow up to 40
configurations cables with or without connector or one or two

[mm] /pack cables up to 35mm diameter to pass through
electric cabinet or machines walls.

The small and big grommets can be freely
positioned inside the frame.
The DES 24M frame is the base structure for the
expandable MX version.
m Technical data
DES 24M | 1731010224 114 x40 10 Material: PP+GF
E Flammability: self-extinguishing acc. to
UL94-vVo
m Temperature: -40°C... +155°C (static)
Features: halogens and silicones free
E Related products

SPP grommets (from page 40)

SPG grommets (from page 44)

Upon 1731991020 Set of 4 mounting screws in AISI304 with DES Cover ) )
request: Black Dacromet finishing HY360 hydraulic punch driver
PF cable entry system plates
DES caps

Dimensions [mm]

25 146

@5.5—

52
63
32

130

o HL3 1 —
s IP54 N'IEMZA & e O 0% RoHS  IK10

EN455452  “amere UL94-VO  Tisosszan
& ULTRA

APPROVED



DES 24MX15

Splittable frame for cables with and without connectors
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P Multiple configurations in the same frame
P Frame screws in AISI304 Stainless Steel

P Degree of protection IP54

P Strain relief acc. to EN 62444

P Sturdy construction IK10

P External gasket included

P Threaded inserts version on request

Model Code Some possible | Dimensions | Max.cut-out. | Pz The DES 24MX15 splittable frame allow up to 60
configurations cables with or without connector or one or two

Lol i) il x conf. cables up to 35mm diameter to pass through
electric cabinet or machines walls.

The small and big grommets can be freely
positioned inside the frame.

The DES 24MX15 is closed thanks to three
stainless steel screws on the right side.

E 1731010215

DES 24MX15

146 x 95,4 114x70 1
Technical data
Material: PP+GF

Flammability: self-extinguishing acc. to
UL94-vVo

Temperature: -40°C... +155°C (static)
Features: halogens and silicones free

LI EAEE

Upon
request:

Set of 4 mounting screws in AISI304 Related products

drilee iy with Black Dacromet finishing SPP grommets (from page 40)

SPG grommets (from page 44)

Dimensions [mm]

28 @55
/ (6x)
i / ( DES24MX1 )
6 6
©
©
© R DMXA . I
o © @
o &
© @
( detasultra.com)
130
146

G%i‘:g“s IP54 N1EI\£A ﬁu

APPROVED

o O 0% BFE K10

EN455452  “umer UL94-vo 150489220
& ULTRA



DES 24MX

Modular frames for cables with and without connectors

P Multiple configurations with small and big grommets
P Frame screws in AISI304 Stainless Steel

» P54

P Strain relief according to EN 62444

P Sturdy construction IK10

P External gasket included

#
o

The DES 24MX splittable frames family is a
modular solution for installations where a big

Model Code 5°“|‘ie pos:jble Dimensions | Max.cut-out | Pcs quantity of cables need to be routed through
co:ergn?;zl:f:s Lx H [mm] [mm] /pack electrical cabinets walls or machines.
This solution is not only modular but it is
1731010252 E 146 x 115 114x92 also a general solution that can be adopted
as main cables entrance. Both cables with or

DES 24MX2 EEEEE without connector can be routed (40 for each

module) and future updates can easily be

organized in the cheapest and fastest way.
1731010253 146 x 166 114x 144
DES 24MX3 1 Technical data
E Material: PP+GF

E Flammability: self-extinguishing acc. to
1731010254 146x218 | 114x196 UL94-v0

E Temperature: -40°C... +155°C (static)
DES 24MX4 Features: halogens and silicones free
Other models upon request Related produc ts

SPP grommets (from page 40)

Upon SPG grommets (from page 44)

request:

Set of 4 mounting screws in AISI304
with Black Dacromet finishing PF/PFX cable entry system plates

DES caps

1731991020

Dimensions [mm]

ws.s  DES 24MX4

;" (16x)
DES 24MX3 ; )
055
(12%)
’ - @
DES 24MX2 & )
25 146
o1 1 955 L &) @
] i X
(€] @1
Lo |H of
) ol ? :

130 130

i
1
g

o HL3 ¢ 1y —
A psa Ty B R e O % BE Ko

EN455452  “amen UL94-vo 150489220
& ULTRA



DES 16M

Splittable frame for cables with and without connectors

P Multiple configurations with small and big grommets

P Frame screws in AISI304 Stainless Steel

P External gasket included - a—

P Strain relief according to EN 62444

P Sturdy construction IK10
P Threaded inserts version on request

ol
r—
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u

The DES 16M splittable frame allow up to 32

Model Code Some possible Max. cut-out Pcs . )
configurations mm] Joack cables with or W|thot{t connector or one or two
p cables up to 35mm diameter to pass through

electric cabinet or machines walls.
The small and big grommets can be freely
positioned inside the frame.
The DES 16M frame is the base structure for the

E expandable MX version.
Technical data

DES16M | 1731010216 E 86 x 40 10 Material: PP+GF

Flammability: self-extinguishing acc. to
Temperature: -40°C... +155°C (static)

m Features: halogens and silicones free
Related products
SPP grommets (from page 40)

SPG grommets (from page 44)

Upon 1731991020 Set of 4 mounting screws in AISI304 with DES Cover ) .
request: Black Dacromet finishing HY360 hydraulic punch driver
DES caps

Dimensions [mm]

25
W 5.5 —
©
N ]l N (32
e} [s2] ©
®© i
26.4 103
120

c“us IP54 NEMA ﬂB

pending 1 2 EN 45545-2

APPROVED
z

gome O Y5 R K10

UL94-V0 “ls0489228
&G ULTRA



DES 16MX

Modular frames for cables with and without connectors

P Multiple configurations with small and big grommets =

P Frame screws in AISI304 Stainless Steel
» P54

P Strain relief according to EN 62444

P Sturdy construction IK10

P External gasket included

i
—
P

|

‘ ‘| ' '
The DES 16MX splittable frames family is a
Model Code Some possible Dimensions | Max.cut-out | Pcs modular solution for installations where a big

configurations quantity of cables need to be routed through
per module LxH[mm] [mm] /pack electrical cabinets walls or machines.

This solution is not only modular but it is
120x 115 86 x92 also a general solution that can be adopted
as main cables entrance. Both cables with or
without connector can be routed (32 for each
module) and future updates can easily be
organized in the cheapest and fastest way.

1731010262

DES 16MX2

1731010263 120x 167 86 x 144

DES 16MX3 Technical data

Material: PP+GF

Flammability: self-extinguishing acc. to
120x 219 86 x 196 UL94-vo

Temperature: -40°C... +155°C (static)
Features: halogens and silicones free

1731010264

REEHE

DES 16MX4

Other models upon request

Related products

SPP grommets (from page 40)

Setof 4 mounting screws in AISI304 with SPG grommets (from page 44)
Black Dacromet finishing DES caps

Upon

1731991020
request:

Dimensions [mm]
©55 DES16 MX4

(16x)

@] @
E1)2\ 5 DES16 MX3
(12x) @ @
® e © @
25 255 DES16 MX2
: @ @ i (G ®
(@] 5
@ 2 @ @ @ @
© é ‘ ®| el & | |o ef —
H & & &
o 0 O @| @ 1 (&) @ i
© @ 4 @ af -
&[ i 3
26.4 103 L 103 J L 103
120 L 120 ~ L 120
M |p5ss & e O Y5 RFS K10
pending 5 1 2 N 45545-2 E MMMMMMMMM UL94-V0 ISOHX_M- COMPLIANT



DES 24 CLICK

Splittable frame for cables with and without connectors

e
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P For small and big grommets

P Without screws, snap closing

P Strain relief according to EN 62444

P Compact size

» P54

P External gasket included

P Threaded inserts version on request

P UL94VO for both grey and black grommets

The DES 24 CLICK splittable frame allows to
accomodate up to 40 cables with or without
connectors with diameters from 2 to 31 mm.

Model Code Some possible Max. cut-out | Pcs

configurations [mm] /pack

The frame closing is made through two side

hooks. Despite the absence of screws, the
mechanical seal on the cable is perfect.
The frame accepts 10 small grommets or 1 big
E grommet and 6 small grommets.
DES 24 CLICK | 1731010324 112x 36 10 .
E Technical data
Material: PP+GF

Flammability: self-extinguishing acc. to
UL94-vVo

Temperature: -40°C... +155°C (static)
Features: halogens and silicones free

Set of 4 mounting screws in AISI304 Related products

SESHLEAUCSL PR with Black Dacromet finishing SPC grommets (page 37)

SPL grommets (pages 38-39)
HY360 hydraulic punch driver
PF cable entry system plates

Dimensions [mm]

62.6
32

130

18.6 148.6

c“us IP54 NEMA ﬂB

pending 1 2 EN 45545-2

APPROVED

o O 0% RS K10

UL94-VO “ls0489228
&G ULTRA
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Splittable frame for cables with and without connectors

P For small and big grommets (same frame)
P Without screws, snap closing

P Strain relief according to EN 62444

P Compact size

» P54

P External gasket included

P Threaded inserts version on request

P UL94VO for both grey and black grommets

The DES 16 CLICK splittable frame allows to

Model Code Some possible Max. cut-out | Pcs ate ub to 32 cables with thout
R EITETETE accomodate up to 32 cables with or withou
J [mm] /pack connectors with diameters from 2 to 32 mm.
The frame closing is made through two side
hooks. Despite the absence of screws, the
mechanical seal on the cable is perfect.
The frame accepts 8 small grommets or 1 big
m grommet and 4 small grommets.
DES 16 CLICK | 1731010316 86 x 36 10 .
m Technical data
Material: PP+GF
Flammability: self-extinguishing acc. to
UL94-V0
Temperature: -40°C... +155°C (static)
Features: halogens and silicones free
i i Rel r
Uponrequest: | 1731991020 Set of 4 mounting screws in AISI304 elated products
with Black Dacromet finishing SPC grommets (page 37)
SPL grommets (pages 38-39)
HY360 hydraulic punch driver
PF cable entry system plates
Dimensions [mm]
) ]
o T 19
-
° '
(defasultra.com) @
18.6 103
124.6

c“us IP54 NEMA ﬂB

pending 1 2 EN 45545-2

& ULTRA

APPROVED

o) , RoHS
ECOLAB i m Robls K10
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Splittable frame for cables with and without connectors

P For small and big grommets (same frame)
P Without screws, snap closing

P Strain relief according to EN 62444

P Compact size

» P54

P External gasket included

P Threaded inserts version on request

P UL94VO for both grey and black grommets

The DES 10 CLICK splittable frame allows to
accomodate up to 24 cables with or without
connectors with diameters from 2 to 32 mm.

Model Code Some possible Max. cut-out | Pcs

configurations [mm] /pack

The frame closing is made through two side
hooks. Despite the absence of screws, the
mechanical seal on the cable is perfect.

The frame accepts 6 small grommets or 1 big
grommet and 2 small grommets.

DES 10 CLICK | 1731010310 63 x 36 10

Technical data
Material: PP+GF

Flammability: self-extinguishing acc. to
UL94-vVo

Temperature: -40°C... +155°C (static)
Features: halogens and silicones free

BEEE

Set of 4 mounting screws in AISI304 Related products

SESHLEAUCSL PR with Black Dacromet finishing SPC grommets (page 37)

SPL grommets (pages 38-39)
HY360 hydraulic punch driver
PF cable entry system plates

Dimensions [mm]
»‘ ‘ 12.3

e o

DES 10 CLICK)

62.6
32

detasultra.com

18.6 83

100.6

c“us IP54 NEMA ﬂB

pending 1 2 EN 45545-2

APPROVED

o O 0% RS K10

UL94-VO “ls0489228
& ULTRA
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Splittable frame for cables with and without connectors

P For small and big grommets (same frame)
P Without screws, snap closing

P Strain relief according to EN 62444

P Compact size

» P54

P External gasket included

P Threaded inserts version on request

P UL94VO for both grey and black grommets

Model Code Some possible Max. cut-out | Pcs
configurations [mm] Jpack
DESQCLICK | 1731010308 D 40 x 36 10
. Set of 4 mounting screws in AISI304
SESHLSAUCSL PR with Black Dacromet finishing
Dimensions [mm]
‘ ‘ 123
| -
NSy
© 1o}
1 detasultra.com
186 58
76.6
NEMA HL3

12

EN 45545-2

APPROVED

MMMMMMM

ECOLNB 0

UL94-vo

e

The DES Q CLICK splittable frame allows to
accomodate up to 16 cables with or without
connectors with diameters from 2 to 32 mm.

The frame closing is made through two side
hooks. Despite the absence of screws, the
mechanical seal on the cable is perfect.

The frame accepts 4 small grommets or 1 big
grommet .

Technical data
Material: PP+GF

Flammability: self-extinguishing acc. to
UL94-vVo

Temperature: -40°C... +155°C (static)
Features: halogens and silicones free

Related products
SPC grommets (page 37)

SPL grommets (pages 38-39)
HY360 hydraulic punch driver
PF cable entry system plates

-
! RoHS

- Uv o CO%LIANT IK10
150 4892-2A —



DES 380M

Modular frames for big diameter cables or corrugates tubes

e
r—

P Fast and easy fixing of big diameter cables and corrugated pipes
» Diameters from 36 to 65 mm
P Free installation on 4 sides
» P54

» Sturdy construction IK10

» No need of gasket

P AISI 304 screws

The DES 380 splittable frame family includes
the DES 380M and MX and is a modular solution
LxH [mm] (mm] /pack for big size cables and corrugated pipes
installations on electrical cabinets or machinery.

Model Code Dimensions Max. cut-out | Pcs

The system allows cable or corrugated pipes

DES 380M with diameter from 36 to 66 mm diameter to be
1731010270 116x116 72x72 1 secured in the cabinet entrance with fast and
D strain relief fixing.

The DES 380M is the base product for increasing
the number of cables thanks to the modular
capabilites of the 380 MX system.

Technical data
Material: PP+GF

Flammability: self-extinguishing acc. to
UL94-V0

Temperature: -40°C... +155°C (static)

Features: halogens and silicones free

Related products
SPH grommets (page 49)

Dimensions [mm] PF cable entry system plates

100.5

945 116 56.5

33.5 116

e NEMA HL3 ¢ . e
s P54 15 B ecome O 5% RBE K10
EN45545-2  “menee UL94-VO 150489224 LI

& ULTRA



DES 380MX

Modular frames for big diameter cables or corrugates tubes

P Fast and easy fixing of big diameter cables and corrugated pipes

P Modular system

P Diameters from 36 to 65 mm

P Horizontal or vertical installation
» P54

P No need of gasket

P AISI 304 screws

Max. cut-out

[mm]

166,5x72

261x72

355,5x72

Pcs
/pack

y
Model Code Dimensions
Lx H [mm)]
DES 380MX2
m 1731010272 210,5x116
DES 380MX3
m 1731010273 305x116
DES 380MX4
m 1731010274 399,5x116
Other models upon request
Dimensions [mm]
DES 380MX2
94.5
335 @ €]
H
6.5
 © OT
116 100.5
® D (@]
38 56.5
0 NEMA HL3 ¢
N IP54 12 :
EN 45545-2

G

ULTRA

MMMMMMMMM

UL94-vVo

The splittable DES 380MX frames are used for
routing big diameter cables and corrugated
pipes through electric, machinery or main
cabinets.

The solution is modular meaning that the
customer can buy the 4 frames solution for
using them for 4 or less cables. Then he can add
an accessory and increase easily the number of
cables limitless.

Technical data
Material: PP+GF

Flammalbility: self-extinguishing acc. to
UL94-VO

Temperature: -40°C... +155°C (static)

Features: halogens and silicones free

Related products
SPH grommets (page 49)

PF cable entry system plates

) 3
UV o COMOPLIANT IK1 o
150 4892-2A —



DES COVER

Sealing plates for DES series

e
r—

P Fast installation

P Gasket included

P Same holes position of the DES Systems
» P54

The DES COVER plates allow to protect

Model Code Dimensions [mm] Pcs X ' -
the unused gaps in the cabinet, avoiding
L1 L2 /pack contact with the outer environment.
DES COVER 24 1731032024 146 130 Technical data
Material: PP+GF
Flammability: self-extinguishing acc. to
UL94-V0
DES COVER 16 1731032016 120 103
Temperature: -40°C... +155°C (static)
10 Features: halogens and silicones free
DES COVER 10 1731032010 929 83 Related products
DES 24
DES 16
DES COVER Q 1731032008 74 58 DES 10
DESQ
. Set of 4 mounting screws in AlSI304
SECHISHEESE eI 020 with Black Dacromet finishing

Dimensions [mm]

L1

61

NEMA 6 P RoHS
E RoHS
IP54 75 Ecomns O Yy Rotl

& ULTRA



DES FLAP

Fast fixing solution for DES splittable frames

P Snap fixing for the DES Series

P Gasket included

P Same holes position of the DES Systems
» P54

The DES FLAP solution enables the DES 24, 16,
10 and Q frames to be installed with a quick
snap-in connection.

Model Code Dimensions [mm] Max. cut-out Pcs
L1 L2 [mm] /pack

The FLAP frame, once installed, hooks over the
DES FLAP 24 1731031024 153 130 112x39 split frame and is the best solution for a flexible
installation. Enclosures can be later inspected
quickly and easily be dismantled.

DESFLAP16 | 1731031016 127 103 86x39 Technical data
10 Material: PP+GF
Flammability: self-extinguishing acc. to
DES FLAP 10 1731031010 106 83 63 x39 UL94-V0

Temperature: -40°C... +155°C (static)
Features: halogens and silicones free

DESFLAPQ | 1731031008 81 58 40x39
Related products

DES 24
DES 16
DES 10

DESQ
Dimensions [mm] DES Cover

PF cable entry system plates

34.50 L1

30.88 ‘

4x 26.35 ||

1@

68.56
32

L2

gcoe O Yo RoES

o NEMA ULTYPE
s IP54 12 12 UL9AVO  Tsommar

& ULTRA

APPROVED
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Divisible cable glands

OSF i

Snap mounting no screws

Versions with or without locknut

90° cable entry version . ’

M16 / M20 / M25 / M32 Niax &

IP54

For SPC grommets T
DESCLICK
Snap mounting no screws
With locknut
M20 / M25 / M32 / M50
IP54

For SPP grommets

DESPRED

AISI316L Dacromet screws
With Locknut

M25 / M32 / M63

Up to 16 cables

IP66 - NEMA 4X

For SPP/SPG grommets

)Y

& ULTRA



P Metric sizes

P Without screws

» P54

P Locknut and gasket included
P Available colors: grey and black

Divisible cable glands with locknut

OSF is a divisible cable gland with metric thread

Model Code Max. grommet sizes Cut-out | Pcs ] : "
especially designed for cables with connectors.
@ [mm] | /pack
The compact size and nice design are just a few
n n m of the countless advantages of the OSF Family.
© OSF can be equipped with SPC grommets
OSF 16G 1731052316 | SPC10 SPC2x4 | SPC4x4 16,5 with single or multiple holes for both
black and grey UL94V0 colors.
(=)
1731052320 | SPC14 | SPC2x5 | SPC4x5 20,5 .
OSF 20G Technical data
o s@s ¢ | 1731052325 | SPC14 | SPC2x7 | SPCAX6 | 255 Material: PC
Flammability: self-extinguishing acc. to
(=) UL94-V0
1731052332 | SPC14 SPC2x7 | SPC4x6 32,5
OSF 32G 10 Temperature: -40°C. .. +130°C (static)
(m | 1731052416 | SPC10 | SPC2x4 | SPC4x4 16,5 Features: halogens and silicones free
OSF 16B
'n Related products
1731052420 | SPC14 | SPC2x5 | SPC4x5 20,5
OSF 20B SPC grommets (page 37)
0 1731052425 | SPC14 | SPC2x7 | SPC4x6 | 25,5 HY360 hydraulic punch driver
OSF 258 Divisible locknuts (page 35-36)
(m
OSF 328 1731052432 | SPC14 SPC2x7 | SPC4x6 32,5
Dimensions [mm]
28
16.5
<
M ®
Q
]

o NEMA
M IP54 15

& ULTRA

APPROVED

(] —
RoHs
ULQVO m CO%’LIANT IK1 o
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Divisible cable gland with locknut

P M40 metric size

P Without screws

» P54

P Locknut and gasket included
P Available colors: grey and black

Model Code Max. grommet sizes Cut-out | Pcs
@ [mm] | pack
a -] ]
@ 1731052340 | SPC14 SPC2x7 | SPC4x6
OSF40G
40,5 10
D 1731052440 | SPC14 SPC2x7 | SPC4x6
OSF40B
Dimensions [mm]
30.8
5 @50

t M40 x 1.5
4?‘_
c“us IP54
pending

APPROVED

IARINE TYPE

UL94-Vo

46.7

- UV \~
1504892-2A

OSF 40 is a divisible cable gland with
metric thread especially designed
for cables with connectors.

Is it possible to route up to 16
cables with connectors.

OSF 40 can be equipped with SPC
grommets with single or multiple holes
for both black and grey UL94V0 colors.

Technical data
Material: PC

Flammability: self-extinguishing acc. to
UL94-vVo

Temperature: -40°C... +130°C (static)

Features: halogens and silicones free

Related products
SPC grommets (page 37)
Divisible locknuts (page 35)

IK10

COMPLIANT
—

ULTRA
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Divisible cable glands with 90° entry

P 90° cable entry system

P Without screws

» P54

P Locknut included

P Available colors: grey and black

OSF90 is a 90° divisible cable gland with

Model Code Max. grommet sizes Cut-out | Pcs ) ) :
metric thread especially designed for cables
@[mm] | /pack with connectors. The 90° entry systems nice
o] m ::] looking gives more "design" to the machine
or cabinet.
() 1731052916 | SPC10 | SPC2x4 | SPC4x4 16,5 The compact size and nice design are only few
OSF90 16G advantages of the OSF Family.
() OSF 90 can be equipped with SPC grommets
OSF90 20G 1731052920 | SPC10 | SPC2x5 | SPCA4x5 20,5 with single or multiple holes for both black
and grey UL94V0 colors.
OSF9@0JZSG 1731052925 | SPC10 SPC2x7 | SPC4x6 25,5
Technical data
O .
Material: PC
0SF90 326G 1731052932 | SPC10 SPC2x7 | SPC4x6 32,5 ateria
10 Flammability: self-extinguishing acc. to
(= 1731052917 | SPC10 | SPC2x4 | SPC4x4 | 16,5 UL94-vo
OSF90 16B )
Temperature: -40°C... +130°C (static)
(m) Features: halogens and silicones free
OSF90 208 1731052921 | SPC10 | SPC2x5 | SPC4x5 20,5 H g
n 1731052926 | SPC10 SPC2x7 | SPC4x6 25,5 Related p roducts
OSF90 25B
SPC grommets (page 37)
0 HY360 hydrauli i
, ydraulic punch driver
OSF90 328 1731052933 | SPC10 SPC2x7 | SPC4x6 32,5

Divisible locknuts (page 35-36)
Cable bend radius max. 20 mm

Dimensions [mm]

40

43.9

26 12.8 31.5

o NEMA
M IP54 15

APPROVED

(] —
RoHs
ULQVO m CO%LIANT IK1 0

& ULTRA



OSF ZIP

Divisible cable glands with snap mounting

e
r—

P Without screws

P Snap mounting without locknut
P Wall thickness from 1,2 to 2 mm
P Gasket included

» P54

P Grey or black version

-
Model Code Max. grommet sizes Cut-out | Pcs
@ [mm] | /pack
a -] H OSF ZIP is a divisible cable gland for metric holes
O especially designed for cables with connectors.
GEe e | JEHEEDNS | SUETE | eae | dieske | nE The installation can be made only from the front
since no locknut is required.
OSF gl G 1731052720 | SPC14 | SPC2x5 | SPC4x5 20,5 OSF ZIP can be equipped with SPC grommets
20 with single, double or quadruple holes from 2 to
O 14 mm dameter.
OSF ZIP 25G 1731052725 | SPC14 SPC2x7 | SPC4x6 25,5
@) Technical data
1731052732 | SPC14 SPC2x7 | SPC4x6 32,5
OSF ZIP 32G 10 Material: PC
(m] 1731052816 | SPC10 | SPC2x4 | SPC 4x4 16,5 Flammability: self-extinguishing acc. to
OSF ZIP 16B UL94-vo
o 1731052820 | SPC14 | SPC2x5 | SPC4x5 | 20,5 Temperature: -40°C... +130°C (static)
OSF ZIP 208 Features: halogens and silicones free
O
1731052825 | SPC14 SPC2x7 | SPC4x6 25,5
OSF ZIP 25B Related products
oSE z% spp | 1731052832 | SPC14 | SPC2x7 | SPCAx6 | 325 SPC grommets (page 37)
HY360 hydraulic punch driver
Disassembly bracket
OSF ZH16 1731052850
OSF ZH20 1731052851
OSF ZH25 1731052852
OSFZH32 | 1731052853 u -

Dimensions [mm]

16.5

25

le=

31 28

o NEMA
M IP54 15

APPROVED
z

1 —
RoHS
U|.904-V0 m cogumr IK1 0

& ULTRA



DESCLICK

Divisible cable glands with locknut

» Without screws

» Metric sizes: M20, M25 and M32
P Strain relief according to EN 62444
P Sturdy construction IK10

P P54

» Locknut and gasket included

P Grey or black version

T o (8]
;J-'-

LI}
be

- L
Y

~ofll

[=] Tt
DESCLICK is a metric, divisible cable gland
for cables with and without connectors.
DESCLICK works with single and multiple cable
grommets ranging from 2 to 16 mm diameter.
Technical data
Model Code Max. grommet sizes Cut-out | Pcs Material: PC
@ [mm] | /pack Flammability: self-extinguishing acc. to
UL94-V0
a -] H .
Temperature: -40°C... +130°C (static)
(- 1731051020 | SPP12 | SPP2x5 | SPP 4x2 20,5 Features: halogens and silicones free
DESCLICK 20B
D 1731051025 | SPP 16 | SPP 2x6 | SPP 4x4 25,5 Related products
DESCLICK 258 SPP grommets (from page 40)
DESCLIDCK spp | 1731051032 | SPP16 | SPP2x7 | SPP4x6 | 325 HY360 hydraulic punch driver
10 Divisible locknuts (page 35-36)
@ 1731051320 | SPP12 | SPP 2x5 | SPP 4x2 20,5
DESCLICK 20G
@ 1731051325 | SPP 16 | SPP 2x6 | SPP 4x4 25,5
DESCLICK 25G
@ 1731051332 | SPP16 | SPP 2x7 | SPP 4x6 32,5
DESCLICK 32G

Dimensions [mm]

36.5

R
1

27.2
42.2

M psa U RO BE o

UL94-vVo 1504892-2A
& ULTRA
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DESCLICK 50

Divisible cable glands with locknut

ol
r—

P Without screws
P Strain relief according to EN 62444
P M50 metric size

P Sturdy construction IK10
» P54

.tk

i
L (
it e

I
i

Model Code Max. grommet sizes Cut-out | Pcs DESCLICK 50 is.a divisible cable gland with
M50 thread. It includes the M50 nut.
@ [mm] | /pack
DESCLICK 50 can be used for small,
D D multiple, perforable and big grommets
TR Or 1731051050 a H 2] for cables with or without connectors.
50,5 10 ;
spP | sPP | sPP Technical data
@ SPG .
1731051350 | 15 | 2x6 | 4x3 | 5, Material: PC
DESCLICK 50G . o
Flammability: self-extinguishing acc. to
UL94-V0
Some possible configurations Temperature: -40°C. .. +130°C (static)
E E D Features: halogens and silicones free
Related products

SPP grommets (from page 40)

SPG grommets (from page 44)
HY360 hydraulic punch driver

Dimensions [mm]

Divisible locknuts (page 35)
-—

-;.(?

61.3

ULTYPE

© NEMA g 4is C—
M IP54 12 12 § Ulg?-vo m RoHS K10

zzzzzzzz

& ULTRA



DESPRED

Divisible cable glands with locknut

P Frame screws in AlSI304 Stainless Steel with Black Dacromet finishing
P M25, M32 and M63 metric sizes

P IP66 and Nema 4X* certified

P Strain relief according to EN 62444
P Sturdy construction IK10

P Integrated gasket

P ATEX version on request (see sec. 7)

The DESPRED series are divisible cable
glands with metric thread.

Model Code Some possible Cut-out | Pcs .
configurations The 63 model can be used with small,
@ [mm] | /pack multiple and large grommets for cables
up to to 34 mm diameter. With multiple
DESPRED 25 | 1731050025 25,5 grommets it is possible to accommodate up
n n n to 16 cables. Future cable size changes can
also be easily accommodated using various
DESPRED 32 | 1731050032 325 | 4, grommets.

Technical data
DESPRED 63 | 1731050063 D E E 63,5 Material: PP4.GF

Flammability: self-extinguishing acc. to
UL94-V0

Temperature: -40°C... +155°C (static)

Features: halogens and silicones free

Related products
SPP grommets (from page 40)
SPG grommets (from page 44)

Dimensions [mm] HY360 hydraulic punch driver
Divisible locknuts (page 35-36)
DESPRED 25 DESPRED 32 DESPRED 63
I 4 - DI T l

M25x1.5 M63X1.5

p 3 I ’QP
g | )

44
a

66

@ 75
* Indoor only
. NEMA  ULTYPE ﬂB g. 0 1 —
: ECOLAB Yook RoHs @
GNUS I P66 1 2’ 4X 1 2, 4X 55052 H ME UL94-VO m COMPLIANT IK1 0

& ULTRA



DESPRED 50-90

Divisible cable gland with locknut - 90° entry

e
r—

P Without screws

P Metric size

P Strain relief according to EN 62444
P P54

P Sturdy construction IK10

DESPRED 50-90 is a M50 metric, divisible cable
gland with a 90° entry. It works with small,
/pack multiple and large grommets for cables ranging
from 2 to 17 mm diameter.

Model Code Some possible Max. cut-out | Pcs
configurations @ [mm]

The multiple grommets allow to accommodate
up to 16 cables. Large grommets are used with

DESPRED corrugated tubes.

R 1731050250

50,5 10
Technical data

Material: PA66+GF

Flammability: self-extinguishing acc. to
UL94-vVo

Temperature: -40°C... +155°C (static)

B |

Features: halogens and silicones free

Related products

Dimensions [mm] SPP grommets (from page 40)
SPG grommets (from page 44)

HY360 hydraulic punch driver

67.1

52.6 62

M50 x 1.5 i

79

00

ULTYPE

M IP54 N'IHSA 12

APPROVED

gome O Y5 R K10

UL94-V0 “ls0489228
&G ULTRA

MARINE TYPE



Divisible locknuts M20, M25, M32, M40, M50, M63

P Divisible metric thread locknuts

P UL94VO

P Black colour

P Recommended tightening torque 7 Nm

Model Code Thread Pcs The DDMD divisible locknuts aIIow.
the pass through of connectors which
are dimensionally larger than the

DDMD M20 1731253020 M20 conventional locknuts. Six sizes are
available , all for metric threads.

pack

DDMD M25 1731253025 M25 .
Technical data
DDMD M32 1731253032 M32 Material: PAG6
10 Fl bility: self-extinguishi t
DDMD M40 1731253040 M40 ammability: self-extinguishing acc. to
UL94-V0
DDMD M50 1731253050 M50 Temperature: -40°C... +120°C (static)
Features: halogens and silicones free
DDMD Mé63 1731253063 Meé3
Related products
OSF DESPRED 77
OSF40 DESCLICK
OSF 90 DESCLICK 50

DESPRED DESCLICK Z

Dimensions [mm]

o L Y} —
A O e BE ko
UL94-Vo 150 4892-2A —

& ULTRA



DDM SUB-D9

r—-:l
r
Divisible locknut

P Divisible metric thread locknuts, suitable to SUB-D9 connector (DVI, Profibus)
» UL94-VO

P Black colour

P Recommended tightening torque 8 Nm

Model Code Thread Pcs
pack
DDM SUB-D9 1731052032 Locknut M32 for SUB-D9 10

Dimensions [mm]

41

46
6

This locknut allows the pass through of SUB-D9
connectors (DVI or PROFIBUS), in the case of
using a M32 cable gland, simplify machinery
wiring.

Available on demand and suitable to: DESCLICK
32, DESPRED 32, DESPRED ZZ 32, OSF 32.

Technical data
Material: Polyamide (PA66)

Flammability: self-extinguishing acc. to
UL94-V0

Temperature: -40°C... +120°C (static)

Features: halogens and silicones free

Related products
OSF DESPRED 7Z
OSF 90 DESCLICK

DESPRED DESCLICK Z

. ' —
M. O % B K10

UL94-V0 15048922

& ULTRA



Grommets single, double, quadruple for OSF Family

P Openable cable grommets for diameters from 2 to 14 mm

P "Blind" version available

P Grey and black versions
P UL94-VO for both colors

T

Model Code @ Cable Model Code Pcs The SPC cable grommets are openable
grommets which can be used into the OSF or
[mm] /pack DES "XX" CLICK series for routing preterminated
o | cables with diameters from 2 to 14 mm.
SPC0G 1731052500 "blind" SPC 0B 1731052600 The 2X and 4X allow multiple cables to be
SPC2G | 1731052502 23 SPC2B | 1731052602 routed into the same cable gland.
SPC3G | 1731052503 3-4 SPC3B | 1731052603 Technical data
SPC4G 1731052504 4-5 SPC4B 1731052604 Material: TPE
SPC5G 1731052505 5-6 SPC5B 1731052605 Flammability: self-extinguishing acc. to
SPC6G | 1731052506 67 SPC6B | 1731052606 UL94-VO (grey or black)
Temperature: -40°C... +110°C (static)
SPC7G 1731052507 7-8 SPC7B 1731052607 F .
10 eatures: halogens and silicones free
SPC8G 1731052508 8-9 SPC 8B 1731052608
SPC9G 1731052509 9-10 SPC9B 1731052609 Related pFOdUCtS
OSF DES 16 CLICK
SPC10G 1731052510 10-11 SPC10B 1731052610 OSF 90 DES 10 CLICK
SPC11G 1731052511 11-12 SPC11B 1731052611 OSF ZIP DES Q CLICK
SPC12G | 1731052512 | 12-13 SPC12B | 1731052612 DES 24 CLICK
SPC13G 1731052513 13-14 SPC13B 1731052613
SPC 14G 1731052514 14 SPC14B 1731052614
SPC 2x2G 1731052522 2 SPC 2x2B 1731052622
SPC 2x3G 1731052523 3 SPC 2x3B 1731052623
SPC 2x4G 1731052524 4 SPC 2x4B 1731052624 -
SPC 2x5G 1731052525 5 SPC 2x5B 1731052625
SPC 2x6G 1731052526 6 SPC 2x6B 1731052626
SPC 2x7G 1731052527 7 SPC 2x7B 1731052627
SPC 4x2G 1731052532 2 SPC 4x2B 1731052632
SPC4x3G | 1731052533 SPC4x3B | 1731052633 Dimensions [mm]
SPC 4x4G 1731052534 4 SPC 4x4B 1731052634
10 12.5 20.1
SPC4x4,5G | 1731052537 4,5 SPC 4x4,5B 1731052637
SPC 4x5G 1731052535 5 SPC 4x5B 1731052635 o -
SPC 4x6G 1731052536 6 SPC 4x6B 1731052636 z &
. NEMA Q. !
g E 5 4 Ro
GN uUs I P54 1 2 g ME UL94-VO Isoysx-zn COMPLIANT
& ULTRA
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DES grommets - large with extended range

P Large grommets for cables from 11,5 to 31 mm diameter
P Usable in CLICK frames

P “Blind” version available

P Grey and black colours available

P UL94-VO for both colours
» P54

Model Code @ Cable Model Code Pcs The SPL cablegrommets are openable
: grommets which can be used into the
min/max [mm] /pack DES 24, 16, 10, Q CLICK frames for cables
n with diameters from 11,5 to 31 mm.

Technical data

SPL 0G 1731053000 "blind" SPL OB 1731053001 Material: TPE
Flammalbility: self-extinguishing acc. to

SPL13G | 1731053005 @ 11,5-16 SPL13B | 1731053025 UL94-V0 (grey or black)

Temperature: -40°C... +110°C (static)

Features: halogens and silicones free

SPL17G | 1731053010 16-20 SPL17B | 1731053030
10 Related products
SPL21G | 1731053013 20-24 SPL21B | 1731053033 DES 24 CLICK
DES 16 CLICK
SPL25G | 1731053015 2428 SPL25B | 1731053035 DES 10 CLICK
DES Q CLICK
SPL29G | 1731053020 28-31 SPL29B | 1731053040

Dimensions [mm]

12.5 40.2
[t} ©
8 g
o NEMA ] . 0 ] —
¢ T\us 2 ECOLAB RoHS
i I P54 1 2 g LQ UL94-VO m COMPLIANT

EEEEEEEEE

& ULTRA
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Large multiple grommets for cables without connectors - double membrane

» Multiple grommets for high number of cables without connectors

P Grey and black colours available

P UL94-VO for both colors

P Strain relief according to EN 62444 '

( .
L J 5
o O Y
T = '
Oyl \
[ ] S
- )
e °
Double parallel membrane
Model Code _c;bclgl::: Model Code Pcs
The SPL M rubber grommets allow many non-
min/max [mm] /pack terminated cables to be routed through the DES
"xx" Click family frames, taking up little space
n compared to the conventional cable glands.

After having slightly perforated the front
membrane, the cable of the required
dimensions is pushed through the wall where
the second membrane allows a perfect
mechanical and fluidic seal.

SPL M4G 1731053050 | 4x11/15 SPL M4B 1731053060

Technical data
Material: PA66

SPL M8G 1731053055 8x6/10 SPL M8B 1731053065 10

Flammability: self-extinguishing acc. to
UL94-V0

SPLM13G | 1731053058 | 13x4,5/6,5 | SPLM13B | 1731053068 Temperature: -40°C... +120°C (static)

Features: halogens and silicones free

Related products
DES 24 CLICK

DES 16 CLICK

DES 10 CLICK

DES Q CLICK

Dimensions [mm]

125 40.2

39.5
40.8

c“us IP54 NEMA

pending 1 2 MB

_ APPROVED
il
m

2

RoHS
ULOAVO oo Souea

& ULTRA
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DES grommets - small: single, double and quadruple

P Grommets for cables from 2 to 17 mm diameter
P “Blind”version available

P Grey and black colours available

P UL94-VO for both colours

P ATEX version on request (see sec. 7)

Model Code @ Cable Model Code Pcs
[mm] /pack
a
SPP 0G 1731020100 "blind" SPP 0B 1731020200
SPP 2G 1731020102 2-3 SPP 2B 1731020202
SPP 3G 1731020103 3-4 SPP 3B 1731020203
SPP 4G 1731020104 4-5 SPP 4B 1731020204
SPP 5G 1731020105 5-6 SPP 5B 1731020205
SPP 6G 1731020106 6-7 SPP 6B 1731020206
SPP7G 1731020107 7-8 SPP 7B 1731020207
SPP 8G 1731020108 8-9 SPP 8B 1731020208
SPP 9G 1731020109 9-10 SPP 9B 1731020209 10
SPP 10G 1731020110 10-11 SPP 10B 1731020210
SPP 11G 1731020111 11-12 SPP11B 1731020211
SPP 12G 1731020112 12-13 SPP 12B 1731020212
SPP 13G 1731020113 13-14 SPP 13B 1731020213
SPP 14G 1731020114 14-15 SPP 14B 1731020214
SPP 15G 1731020115 15-16 SPP 15B 1731020215
SPP 16G 1731020116 16-17 SPP 16B 1731020216
-
SPP 2x2G 1731020304 2x2 SPP 2x2B 1731020404
SPP 2X3G 1731020306 2x3 SPP 2X3B 1731020406
SPP 2X4G 1731020308 2x4 SPP 2X4B 1731020408
SPP 2X5G 1731020310 2x5 SPP 2X5B 1731020410 10
SPP 2X6G 1731020312 2x6 SPP 2X6B 1731020412
SPP 2X7G 1731020314 2x7 SPP 2X7B 1731020414
SPP 2X8G 1731020316 2x8 SPP 2X8B 1731020416
H
SPP 4X2G 1731020318 4x2 SPP 4X2B 1731020418
SPP 4X3G 1731020320 4x3 SPP 4X3B 1731020420
SPP 4X4G 1731020322 4x4 SPP 4X4B 1731020422 10
SPP 4X5G 1731020324 4x5 SPP 4X5B 1731020424
SPP 4X6G 1731020326 4x6 SPP 4X6B 1731020426
SPP ASI G 1731021130 1xASI - -
SPPASI2G | 1731021140 2xASI - - 10
HL3

APPROVED
m

o NEMA ULTYPE
“Nus  IP66 124X 124X

EN 45545-2 frerrr

The SPP grommets enable several cables from
2 to 17 mm diameter to be installed in the DES
splittable frame.

The 2X and 4X* versions allow multiple cables in
the same grommet.

Technical data
Material: TPE

Flammability: self-extinguishing acc. to
UL94-VO0 (grey or black)

Temperature: -40°C... +110°C (static)

Features: halogens and silicones free

Related products

DES 24 DESPRED DES 16M
DES 16 DESCLICK DES 16MX
DES 10 DES 24M

DESQ DES 24MX

Dimensions [mm]

25 23.8
e

20
26.2

* Indoor only

o] RoAS

& ULTRA



DES grommets with extended range - for cables without connectors

P Diameters from 2,5 to 16,5 mm
P ‘Blind" pierceable grommets

P Grey and black colours available
P UL94-VO for both colours

P ATEX version on request
(see sec.7)

Model Code @ Cable Model
min/max [mm]

[ |
SPP KOG 1731021100 "blind" SPP KOB
SPP K1G 1731021110 2,5/7 SPPK1B
SPP K2G 1731021115 4,5/10 SPP K2B
SPP K3G 1731021120 7,5/12,5 SPP K3B
SPP K4G 1731021125 9/14 SPP K4B
SPP K5G 1731021127 12/16,5 SPP K5B

Code

1731023100

1731023110

1731023115

1731023120

1731023125

1731023127

Pcs
/pack

10

Double parallel membrane

Dimensions[mm]

%
|

— R
) NEMA  ULTYPE HL3
IP
e s 66 12,4X 12,4X EN 45545-2
(lj_,; ULTRA

APPROVED
m

The SPP K grommets have a dual function: they
can be used as “blind” grommets for future
application of single cable without connector
or they can be use as single grommet for one
cable without connector. The cable size can be
choosen between 4 solutions from 2,5 a 16,5
mm diameter.

The double membrane ensures the best water
and dust protection.

Technical data
Material: TPE

Flammability: self-extinguishing acc. to
UL94-VO0 (grey or black)

Temperature: -40°C... +110°C (static)

Features: halogens and silicones free

Related products
DES 24 DESPRED ~ DES 16M
DES 16 DESCLICK ~ DES 16MX
DES 10 DES 24M
DESQ DES 24MX
(111
s B 6
UL94-Y0 |sog¥-u —
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DES grommets with extended range - for cables without connectors

P Cable diameter max. 7 mm

P ‘Blind" pierceable grommets

P Grey and black colours available
P UL94-VO for both colours

P ATEX version on request

(see sec.7)
@ e
Q 2
Model Code @ Cable Model Code Pcs The SPP M grommets have a dual function:

they can be used as “blind” grommets for
future application of multiple cables without
- connector or they can used in the DES

splittable frame as multi grommets for non
terminated cables.

- @ cables [mm] /pack

The double membrane ensures the highest

SPP M4G 1731020504 | 4-max.6 SPP M4B 1731020604 .
water and dust protection.

10 .
, 5 Technical data
- max.
SPPM4bG | 1731020505 | 5~ °°'2 | SPPM4bB | 1731020605 Material: TPE
Flammability: self-extinguishing acc. to
UL94-V0 (grey or black)
Temperature: -40°C... +110°C (static)
Features: halogens and silicones free
h-'
® o m— Related products
*® ‘ . Double parallel membrane DES 24 DESPRED ~ DES16M
j N DES 16 DESCLICK DES 16MX
- DES 10 DES 24M
DESQ DES 24MX
Il
Dimensions [mm] 1| B
25 23.8
e

20
26.2

[:] |
c NEMA  ULTYPE &L.’» @. (’ iy ——
- ECOLAB RoHS @
GNUS IP66 1 2, 4X 1 2[ 4X 552 g WE UL94-VO m COMPLIANT

& ULTRA



Small grommets with threaded inserts

P Cable grommet with female thread for pneumatic connection sleeve and other connectors

P Continous thread for 1/4" and 1/8" models, only front on M8 / M12

Model Code Thread
SPP F8G 1731020708 M8 x 0,5
SPP F12G 1731020712 M12x1
SPP F16G 1731020716 M16x 1,5
SPP F1/4G 1731020725 1/8"
SPP F1/8G 1731020728 1/4"

Pcs
/pack

10

Small grommet with pressure compensation valve

P Quick assembly
» M12 thread

Model Code
SPP VENT G 1731020720
upto
IP66
& ULTRA

Thread

M12

up to
NEMA E

/]

Pcs
/pack

10

UL94-Vo

v4iy

uv \-
1504892-2A

.y

Thanks to the integrated metric thread, the SPP
F series can be used as terminals for sensors,
pneumatics, etc.

Technical data
Material: TPE, brass insert

Flammability: self-extinguishing acc. to
UL94-V0

Temperature: -40°C... +110°C (static)

Features: halogens and silicones free

Related products

DES 24 DESPRED DES 16M
DES 16 DESCLICK DES 16MX
DES 10 DES 24M

DESQ DES 24MX

SPP VENT is a pressure-compensating rubber
seal, recommended for environments requiring
uniform pressure.

The depressurising grommet is inserted into
DES partitioned frames and thanks to its

valve, compensates for the pressure of the
environment and thus avoids temperature
differences and consequent condensation.

The ventilation element has an M12x1.5 thread
and can be removed to use threaded connectors
and sensors.

Technical data

Material: TPE, valve in PP, brass insert

Flammability: self-extinguishing acc. to
UL94-vVo

Temperature: -40°C... +110°C (static)

Features: halogens and silicones free

Related products

DES 24 DES 16 DES 10
DESQ DES L

DESPRED DESCLICK

COMPLIANT
—
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DES grommets - large

P Grommets for cables with and without connectors or for corrugated pipes from 17 to 35 mm diameter

P 2 "blind" versions available

P UL94-VO for both grey and black
P ATEX version on request (see sec. 7)

SPG 0G
SPG 17G
SPG 18G
SPG 19G
SPG 20G
SPG 21G
SPG 22G
SPG 23G
SPG 24G
SPG 25G
SPG 26G
SPG 27G
SPG 28G
SPG 29G
SPG 30G
SPG31G
SPG 32G
SPG 33G
SPG 34G

c“us

Code

1731022000
1731022117
1731022118
1731022119
1731022120
1731022121
1731022122
1731022123
1731022124
1731022125
1731022126
1731022127
1731022128
1731022129
1731022130
1731022131
1731022132
1731022133

1731022134

IP66

@ Cable
[mm]

"blind"
17-18
18-19
19-20
20-21
21-22
22-23
23-24
24-25
25-26
26-27
27-28
28-29
29-30
30-31
31-32
32-33
33-34

34-35

NEMA
12,4X

Model

@

SPG 0B
SPG17B
SPG 18B
SPG 19B
SPG 20B
SPG 21B
SPG 22B
SPG 23B
SPG 24B
SPG 25B
SPG 26B
SPG 27B
SPG 28B
SPG 29B
SPG 30B
SPG31B
SPG32B
SPG33B
SPG34B

ULTYPE
12, 4X

EN 45545-2

Code

1731022020
1731022217
1731022218
1731022219
1731022220
1731022221
1731022222
1731022223
1731022224
1731022225
1731022226
1731022227
1731022228
1731022229
1731022230
1731022231
1731022232
1731022233

1731022234

HL3

APPROVED

H
2

Pcs
/pack

10

ccouns

|

The SPG grommets are designed for cables with
or without connectors or for corrugated pipes
with diameter from 17 to 35 mm.

Technical data
Material: TPE

Flammability: self-extinguishing acc. to
UL94-V0 (grey or black)

Temperature: -40°C... +110°C (static)

Features: halogens and silicones free

Related products

DES 24 DESPRED DES 16M
DES 16 DESCLICK DES 16MX
DES 10 DES 24M

DESQ DES 24MX

Dimensions [mm]

25 49
 —
3 3
}:
g I ) @
UL94-VO o —_—

ULTRA

G
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DES grommets - large - for cables without connectors - double membrane

P K1, K2 e K3 for cables without connectors with diameters from 16 to 30 mm
P KO blind grommet

P P66 for SPG K1, K2 and K3

P ATEX version on request (see sec. 7)

SPGK1
SPG K2

SPG KO
3 \\‘ . Double parallel

membrane

Model Code @ Cable Model Code Pcs The SPG K are blind grommets which can be
also used for cables without connectors with

[mm] /pack diameter from 16 to 30mm.

D The SPG KO can be perforated but the IP
protection is not guaranteed.

SPGKOG | 1731022300 | max.32 SPG KOB 1731022400 Thanks to the double membrane in the SPG
K1-K2-K3 grommets an optimal dust and water

protection are achieved.
SPGK1G 1731022310 16-22 SPGK1B 1731022410

10 Technical data

SPG K2G 1731022320 23-26 SPG K2B 1731022420 Material: TPE

Flammability: self-extinguishing acc. to
SPGK3G | 1731022330 26-30 SPG K3B 1731022430 UL94-VO (grey or black)

Temperature: -40°C... +110°C (static)

Features: halogens and silicones free

Related products

DES 24 DESPRED DES 16M
DES 16 DESCLICK DES 16MX
DES 10 DES 24M

DESQ DES 24MX

Dimensions [mm]

25 49
 — |
> 8
}:
R NEMA HL3

APPROVED

iy —
. gcons O RoHS @
LQ UL94-V0 @ COMPLIANT

EN45545-2 " aneree

e 1P66 12, 4x

pending

& ULTRA
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DES grommets - large - for cables without connectors - double membrane

» Multiple grommets for high number of cables without connectors
P Grey and black colours available

P UL94-VO for both colours

P Strain relief according to EN 62444
P ATEX version on request (see sec. 7)

Double parallel membrane

T —
@@ (75
@
@ «
Model Code Cable nr. Pcs The SPG M grommets enable high number of
cables without connectors to be routed into
-0 cable [mm] /pack the DES splittable frames.
SPG M7G 1731022307 The cable is pushed through the front
4-max. 13,5 membrane, whilst the second membrane
2 5
1 i max.9 5 increases the strain relief and liquid
B SPG M7B 1731022407 ~max. 9y resistance.
SPG M9G 1731022309 Technical data
9 - max. 8,8 Material: TPE
- SPG M9B 1731022409 Flammalbility: self-extinguishing acc. to
10 UL94-VO (grey or black)
SPG M14G 1731022314 Temperature: -40°C... +110°C (static)
12 -max. 6,5 . ot
2 - max. 12 Features: halogens and silicones free
B seomiss 1731022414
Related products
SPG M15G 1731022315 DES 24 DESPRED DES 16M
15-max. 7 DES 16 DESCLICK DES 16MX
B SPG M15B 1731022415 DES10  DES24M
DESQ DES 24MX

Dimensions [mm]

25 49
| e—
N~
@ 3
=

NEMA UL TYPE HL3

A & o O In% RoHS @
cius  1P66 12,4 12,4x 7= Ushvo UL eusw
& ULTRA

APPROVED



i
—

Large grommets for connectors assembly for drives and service sockets

P Large grommets for panel sockets D22, flange M23, square openable flange, feedthrough,
fast connection for pneumatic, etc.

P Useful for quick connections without opening the electrical panel
P Custom solutions welcome

Square flange

openable @ 27 mm

Compatible with a wide variety of threaded devices,
eg. pneumatic couplings, feedthrough, etc

For panel socket 22 mm

The SPGW grommets allow the integration of

Code Application Pcs
panel sockets (@ 22 mm sockets, M23 flanges,
/pack openable square flanges, feedthrough and quick
i ts f tics, etc...) directl the DES
SPG WFP23 1731020830 | For M23 flanges oo Or pREAmaTies, €5 ) directly on the
For square openable flange The advantage is the modularity of the system
SPG WFQ20 1731020815 | 38 mm, hole 8 20 mm that allows quick connection and release of
(M15 connectors) cables (data, power, pneumatics, etc.) without
opening the machine panel.
For square openable flange ) ) N )
SPG WFQ27 1731020820 | 38 mm, hole 27 mm This plug-in system facilitates the design of
(M23 connectors) increasingly modular machines.
SPGWF12 1731020840 | With metric thread M12 Technical data
SPG WF25 1731020850 | With metric thread M25 Material: TPE, insert PP+GF
With USB 2.0 (f/f) and Flammability: self-extinguishing acc. to
SPGW22 USB 2.0 1731020900 | \oos’ o UL94-VO
. Temperature: -40°C... +120°C (static)
SPGW22 USB 3.0 1731020905 | With USB 3.0 (f/f) and N
IP65 cap Features: halogens and silicones free
With USB-B (f/f) and IP65 1
SPG W22 USB-B 1731020910 cap Related products
SPG W22 USB-C 1731020915 W|:|hI|I;J6S:-C (f/f) DES 24 DESPRED DES 16M
an cap DES 16 DESCLICK DES 16MX
SPG W22 USB-Mini 1731020920 :Ig;t;\ USB-Mini (f/f) and DES 10 DES 24M DES 24MX15
cap DESQ DES 24MX
SPGW22 USB-Micro | 1731020925 W';hlg::'m"m (F/6)
clr cap Dimensions [mm]
SPGW22RM5 Cat6 | 1731020930 | Wi o> €346 (F/f) and
P 25 49
SPG W22 HDMI 1731020935 ‘c";';h HDMI (f/f) and IP65 =
SPGW222xUSB2.0 | 1731020940 | With2USB2.0(f/f)and g 2
IP65 cap5
SPG W22 1731020810 | For panel socket @ 22 mm —_—
2 NEMA E i~ RoH
IP66 12 5 44X UL94-V0 150489228 —_—

G

ULTRA



Large/Small adapter grommet

P Large grommet which can be used as adapter for one small grommet

P Grey and black colos
P UL94-VO for both colors

Model

Code

1731022030

1731022035

Pcs

pack

10

Dimensions [mm]

25

39.7

49

50

NEMA

IP54 93 E uug?-vo

The SPGY is a large grommet which can be used
to adapt small grommets, single, multi-hole or
special.

They are used in divisible cable glands of the
Despred 63 or 50-90 families to improve the
cable outlet or in the DES frames to reduce the
number of blind grommets

Technical data
Material: TPE

Flammability: self-extinguishing acc. to
UL94-V0

Temperature: -40°C... +120°C (static

Features: halogens and silicones free

Related products

DES 24 DESPRED 63 DES 24MX

DES 16 DESPRED 50-90  DES 16M

DES 10 DESCLICK DES 16MX

DESQ DES 24M DES 24MX15
(§$’LIANY

& ULTRA



Grommets for DES 380 series

P Grommets for big diameter cables and corrugated pipes
P Cable diameters from 36 to 65 mm

» UL94-VO
P P54
Model Code @ Cable Pcs SPG grommets are used in DES380M and 380MX
for cables or corrugated pipes from 36 to 65 mm
[mm] /pack diameter.
Technical data
SPH 0G 1731010278 0 Material: TPE
Flammability: self-extinguishing acc. to
SPH 38G 1731010281 36-39 UL94-VO (grey or black)
SPH 42G 1731010282 41-44 Temperature: -40°C... +110°C (static)
Features: halogens and silicones free
SPH 46G 1731010283 43-48
1 Related products
SPH 50G 1731010284 47-51
DES 380M
SPH 54G 1731010285 52-56 DES 380MX
SPH 58G 1731010286 56-60
SPH 62G 1731010287 60-65

Dimensions [mm]

34 84.6

82.7
87.3

o HL3 oLy ——
A P52 75 B cone O Y EFE

EN 45545-2 e UL94-Vo 150489228
& ULTRA

APPROVED
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Plugs for SPP and SPC series

P Plastic plugs for grommets, from 2 to 16 mm diameter

Model Code @ Diameter Length Pcs
[mm] [mm] /pack
ISP 2 1731040002 2 The ISP series grommets are designed to fit
ISP 3 1731040003 3 into SPP and SPC grommets with diameters
from 2 to 16mm.
ISP 4 1731040004 4 30
ISP 5 1731040005 5 Technical data
ISP 6 1731040006 6 Material: PA66
ISP7 1731040007 7 Flammability: self-extinguishing acc. to
ISP8 1731040008 8 UL94-V0
ISP 9 1731040009 9 20 Temperature: -40°C... +155°C (static)
ISP 10 1731040010 10 Features: halogens and silicones free
ISP 11 1731040011 11 Relatedproducts
ISP 12 1731040012 12 25
SPC grommets (page 37)
ISP 13 1731040013 13
SPP grommets (from page 40)
ISP 14 1731040014 14
ISP 15 1731040015 15
ISP 16 1731040016 16

) —
0 RoHS
IP54 UL94-vo m

COMPLIANT
—

o
r—

Caps for splittable frames

P Caps with convex head The DES CAPS keeps the product clean from the
P Available with black color front, preventing dirt from settling in the screw
seats.

P For DES splittable frames
Technical data

Material: HDPE

Related products
DES 10 DES L2 DESQ
DES 16 DESL3 DES 24 M/MX
DES 24 DES L4 DES 16 M/MX
DES FT DES L5
Model Code @ Hole Dimensions [mm] Pcs Dimensions [mm)]
[mm] A B C /pack o~ \L

|
DES CAPS 1732019983 9,5 12 | 10 | 65 50 I E 12'

COMPLIANT
—

& ULTRA



» SPC single hole
» SPC multiple
» SPL multirange
» Grey or black

Model

Utility box SPCL

Utility box SPCL

Code Dimensions
[mm]
1736999862
370x 300 x 90
1736999863

Grommets color

Pcs

GREY GROMMETS BOX CONTENTS BLACK GROMMETS BOX CONTENTS
Pcs  Model Pcs  Model Pcs  Model ‘ Pcs  Model
SPC GROMMETS
a - |
8 0G 4 2x2G 8 0B 4 2x2B
8 2G 8  2x3G 8 2B 8 2x3B
8 3G 8 2x4G 8 3B 8 2x4B
8 4G 8 2x5G 8 4B 8 2x5B
8 5G 8 2x6G 8 5B 8 2x6B
8 6G 8 2x7G 8 6B 8 2x7B
8 7G 8 7B
8 8G 8 8B :: ]
8 9G 4 4x2G 8 9B 4 4x2B
8 10G 8 4x3G 8 10B 8 4x3B
8 11G 8 4x4G 8 11B 8 4x4B
8 12G 8 4x5G 8 12B 8 4x5B
8 13G 8 4x6G 8 13B 8 4x6B
8 14G 8 14B
SPL GROMMETS
4 0G 4 21-24G 4 0G 4 21-24G
4 13-16G 2 25-28G 4 13-16G 2 25-28G
4 17-20G 2  29-32G 4 17-20G 2 29-32G
& ULTRA

The SPCL engineering box contains
212 pcs small SPCand SPL
grommets, grey or black.

The full range of grommets is
included.

Related products
DES XX CLICK

OSF

OSF 90

OSF ZIP



P Single hole
» Multiple

P Pierceable
» M&F

P Grey or black

Model Code
Utility box SPP G | 1736999860
Utility box SPPB | 1736999861

GREY GROMMETS BOX CONTENTS

Pcs  Model Pcs  Model
8 0G 4 2x2G
8 KOG 4 2x3G
4 2G 4  2x4G
4 3G 4 2x5G
4 4G 4 2x6G
8 5G 4 2x7G
8 6G 4 2x8G
8 7G
8 8G 4 4x2G
8 9G 4 4x3G
8 10G 4 4x4G
4 11G 4 4x5G
4 12G 4 4x6G
4 13G
4 14G 4 K1G
4 15G 4 K2G
4 16G 4 K3G

4 K4G
4  M4G

Dimensions Grommets color
[mm]
370x 300 x 90
[

Pcs

& H b b B H 0O © 0 W W ® H» H Hh O ®

Pcs

1

BLACK GROMMETS BOX CONTENTS

Model Pcs  Model
a - |
0B 4 2x2B
KOB 4 2x3B
2B 4 2x4B
3B 4 2x5B
4B 4 2x6B
5B 4 2x7B
6B 4 2x8B
7B :: ]
8B 4 4x2B
9B 4 4x3B
10B 4 4x4B
11B 4 4x5B
12B 4 4x6B
13B [ |
14B 4 K1B
15B 4 K2B
16B 4 K3B
4 K4B
|
4 M4B

This engineering box contains
168 pcs of small SPP grommets,
grey or black.

The full range of grommets is
included.

Related products
DES 24 DES 16 DES 10
DESQ DESL
DESPRED DESCLICK
&

ULTRA



P Brush frame for cables with or without connectors

P Tidy and cost effective solution
P Available in three sizes (24, 16 and 10)

Cable frame with brush

Model Code Dimensions [mm] Max. cut-out Pcs
L1 L2 [mm] /pack
DESZ 24 1731060024 146 130 112x39
DESZ16 1731060016 120 103 86 x 39 10
DESZ10 1731060010 99 83 63 x39
Dimensions [mm]
A2 L1
@) @
b2 S
&
- @5.6—|
L2
iy
UL94-V0 |sog¥-u Sy
& ULTRA

The DES Z series is meant for the passage of
cables with and without connectors, when there
is no need for water tightness and strain relief.

Effective protection against dust and debris.

Technical data
Material: PC

Flammability: self-extinguishing acc. to
UL94-V0

Temperature: -25°C... +80°C (static)

Features: halogens and silicones free

Related products
DES Cover
HY360 hydraulic punch driver

PF cable entry system plates
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P Double brush offering increased dust protection
P 8 different models (24, 16, 10, Q, L5, L4, L3 and L2)

Model

DES ZZ 24

DESZZ 16

DESZZ 10

DESZZ Q

DESZZ L5

DESZZ L4

DESZZ L3

DESZZ L2

Upon request:

Code

1731060224

1731060216

1731060210

1731060208

1731060205

1731060204

1731060203

1731060202

1731991020

Splittable frame with double brush

P Brush frame for cables with or without connectors

Dimensions [mm)] Max. cut-out Pcs

L1 L2 [mm] /pack
146 130 112x39
120 103 86 x 39

929 83 63 x 39

74 58 40x 39

1

146 130 108 x18
120 103 86x18

929 83 63x18

74 58 40x18

Set of 4 mounting screws in AlSI304
with Black Dacromet finishing

Dimensions [mm]
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The DES ZZ is a splittable frame with 2 rows of
brushes.

The DES ZZ series is meant for the passage of
cables with and without connectors, when
there is no need for water tightness and strain
relief.

Effective protection against dust and debris
thanks to the double brush.

Technical data
Material: PP+GF

Flammability: self-extinguishing acc. to
UL94-vVo

Temperature: -25°C... +80°C (static)

Features: halogens and silicones free

Related products

DES Flap
DES Cover
HY360 hydraulic punch driver

PF cable entry system plates
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DESCLICK Z

Divisible cable gland with single brush

» Without screws
P Metric threads M32 and M50
P Cost efficient solution

P Black version
¥

Model Code Metric thread Max. cut-out Pcs
@ [mm] /pack

0o

DESCLICK Z is a divisible frame with a single
brush providing protection against dust and
debris.

DESCLICK Z 32 1731060332 M32x1,5 32,5

DESCLICKZ 50 1731060350 M50x1,5 50,5

Technical data
Material: PC

Di .
imensions [mm Flammability: self-extinguishing acc. to

363 UL94-V0
o Temperature: -25°C... +80°C (static)

Features: halogens and silicones free
DESCLICK Z 32

M32x 1.5

36.5

Related products

27.2 40 HY360 hydraulic punch driver
422 Divisible locknuts (page 35-36)

DESCLICKZ 50

57
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DESPRED 22

Splittable frame and locknut with double brush

e
r—

» Double brush frame for cables with
and without connectors

P Frame screws in AlSI304 Stainless Steel
with Black Dacromet finishing

» Metric threads M32 and Mé3

P Double frame offering
increased dust protection

DESPRED ZZ consists of a square frame with

Model Code Metric thread Max. cut-out Pcs
two rows of brushes.

@ [mm] /pack
Excellent protection is offered against dust

and debris thanks to the double brush.

DESPRED ZZ 32 1731060232 M32x1,5 32,5
1 Technical data
DESPRED ZZ 63 1731060263 Mé63 x 1,5 63,5 Material: PP+GF
Flammability: self-extinguishing acc. to
UL94-V0

Temperature: -25°C... +80°C (static)

Features: halogens and silicones free

Related products
HY360 hydraulic punch driver
Divisible locknuts (page 35-36)

Dimensions [mm]

28
27

. I

DESPRED ZZ 32 DESPRED ZZ 63
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66

vy

ULOAVO  Tsomman

Ro
COMPLIANT
(COMEIIANT

& ULTRA



Group 2
Entry system for cables without connectors

detRElim.com
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s DES PDM 24

Cable entry plates with internal frame and double membrane

P Forlarge number of cables without connectors
P High strain relief thanks to the double membrane
P Cost efficient solution

P IP66 and Nema 4X* certified

P ATEX version on request (see sec. 7)

P Threaded inserts or plastic rivets

. Double parallel membrane
version on request

The DES PDM 24 is an innovative alternative

Model Code Cable nr. Dimensions [mm] Pcs )
. to standard cable glands on electrical,
-0 cable min/max [mm] | Cut-out Plate /pack electronic and telecommunication cabinets and
- equipment.
DES PDM 1732012414 10- 2,8/6,5 .
24/14G 4- 14,5/22 The cable is pushed through the front
membrane, whilst the second membrane
increases the strain relief and liquid resistance.
IES Ly 1732012415 15- 6,8/12 I I I aut I
24/15G
Technical data
8- 28/6,5
DES PDM 1732012416 4- 4,4/9,7 Material: TPE
24/16G 2- 8,6/16,2 ore AT
Flammability: self-extinguishing acc. to
2- 14,5/22
uL94-vo
6- 2,8/6,5 148,6 x e . .
DzE“S/:’;)GM 1732012417 6- 4.6/10,2 112x36 59,6 10 Temperature: -40°C... +110°C (static)
5- 8,6/16,2 Features: halogens and silicones free
12- 2,8/6,5
02545/: gg‘ 1732012425 | 7- 4,4/97 Related products
6- 68/12 HY360 hydraulic punch driver
21- 2,8/6,5 IFP plugs
Dzis/gg(liw 1732012432 8- 4,6/10,2 Plug
3- 6,8/12 PF/PFX cable entry system plates
DES PDM caps
DES PDM
24/426G 1732012442 42- 2,8/6,5
DES PDM 120- 1,75/4,7
2471246 | 173201221 T, 5306
Dimensions [mm]
4 148.6
B 26.2
©
© @
* Indoor only e

NEMA UL TYPE HL3

A & ecome O 5% RoiS @
cius  1P66 12,4 12,4x 7= Ushvo UL eusw
& ULTRA
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DES PDM 24

Cable entry plates with internal frame and double membrane

P Forlarge number of cables without connectors
P High strain relief thanks to the double membrane

P Cost efficient solution
P P66 and Nema 4X* certified
P ATEX version on request (see sec. 7)

P Threaded inserts or plastic rivets
version on request

Double parallel membrane

The DES PDM 24 is an innovative alternative

Model Code Cable nr. Dimensions [mm] Pcs )
. to standard cable glands on electrical,
-0 cable min/max [mm] | Cut-out Plate /pack electronic and telecommunication cabinets and
DES PDM 10- 2,8/65 equipment.
1732013415 y 4
24/14B 4- 14,5/22 The cable is pushed through the front
membrane, whilst the second membrane
DES PDM 1732013416 15- 6,8/12 increases the strain relief and liquid resistance.
24/15B
Technical data
8- 28/6,5
DES PDM 1732013417 4- 4,4/9,7 Material: TPE
24/16B 2- 8,6/16,2 R AT
2- 145/22 Flammability: self-extinguishing acc. to
! UL94-V0
6- 28/6,5 o Temperature: -40°C... +110°C (static
DESPDM | 1732013418 | 6- 467102 | 2 s | 1O P S (static)
/ 5- 8,6/16,2 Features: halogens and silicones free
12- 2,8/6,5
Do | 1732013426 | 7- 44197 Related products
6- 68/12 HY360 hydraulic punch driver
21- 2,8/6,5 IFP plugs
I 2k 1732013433 8- 4,6/10,2 P9
24/32B 3- 68/12 PF/PFX cable entry system plates
DES PDM caps
DES PDM
24/42B 1732013443 42- 2,8/6,5
DES PDM 120- 1,75/4,7
24/124B 1732052075 4- 2,3/6

Dimensions [mm]

14 148.6

- 062
| e al-

* Indoor only =
Ao wos [ U B H e 0, 7 BB 6
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o= DES PDM 24 CLEAN

Cable entry plate for Food&Pharma applications

P Forlarge number cables

without connectors
Snap mounting

P Internal reinforcing frame and M4 threaded inserts

P Rounded edges
P UL94-HB self estinguishing
P Fixing with snap mounting

or screws
» P66
Model Code Cable nr. Dimensions [mm] Pcs The DES PDM 24 CLEAN fami!y is mainly used
; in the food&pharma production thanks to
-0 cable min/max [mm] | Cut-out Plate /pack to the rounded shape without edges which
avoids dirt accumulation and allows frequent
washing.
The cable entry plate can be fixed to the panel
DES PDM 2- 28/65 from the inside with four hidd
1732025017 |  6- 4,6/102 | 112x36 | 155x66 | 1 rom the nside with fouridden screws or
24/13 CLEAN ) with snap festening with four hooks.
5- 8,6/16,2
The holes location is guided by a laser printing
which guarantees the front clean area during
the operation.

The first front membrane is lightly drilled with
a small screwdriver, while the second parallel
membrane acts as a reinforcement, ensuring a

Double parallel membrane very high strain relief and water resistance.

Technical data
Material: TPE

Flammability: self-extinguishing acc. to
UL94-HB

Temperature: -40°C... +110°C (static)

Features: halogens and silicones free

Dimensions [mm]

Related products
HY360 hydraulic punch driver
14.4 155 IFP plugs
M4\ 5 FVM metal detactable cable ties
1 PF/PFX cable entry system plates
: +
{\
S l ,
85 130
FDA >, ECOLAB [b) , RoHS
COMPLIANT IP66 UL94-HB o SoueuawT
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DES PDM 24 FT

Cable entry plates with internal frame and threaded inserts

P Rear installation with M4 threaded inserts
P Frontal closing cap to avoid dirt -
P Forlarge number of cables without connectors .
P High strain relief thanks to the double membrane
P Cost-effective solution

P P66 and Nema 4X*

The DES PDM 24 / FT is an innovative alternative

Model Code Cable nr. Dimensions [mm] Pcs : A
. to standard cable glands on electrical, electronic
- @ cable min/max [mm] | Cut-out Plate /pack cabinets and equipment.
DES PDM 1732212414 10- 2,8/6,5 The cable is pushed through the front
24/14GFT 4- 14,5/22 membrane, whilst the second membrane
increases the strain relief and liquid resistance.
DES PDM . . .
1732212415 15- 6,8/12 They are equipped with threaded inserts for M4
24/15G FT . . .
screws and with front closing caps, which allow
assembly from the rear of the frame and keep
8- 28/6,5 T
the product clean from the front, preventing dirt
DES PDM 1732212416 4- 44797 - clear
24/16G FT 2- 86/16,2 from depositing in the screw seats.
2- 14,5/22
6. 28/65 148.6 x Technical data
DESPDM | 1735012417 | 6- 46/102 | ' 2*3| 506 | 10 Material: TPE
24/17GFT 5- 86/162
’ ! Flammability: self-extinguishing acc. to
12- 2,8/6,5 UL94-V0
DES PDM ! g
24/25G FT 1732212425 ; 2’: ; ?’27 Temperature: -40°C... +110°C (static)
DES PO 21- 28/65 Features: halogens and silicones free
24/32G FT 1732212432 8- 4,6/10,2
3- 68/12 Related products
HY360 hydraulic punch driver
DES PDM Y P
24/42G FT 1732212442 42- 2,8/6,5 IFP plugs
PF/PFX cable entry system plate
DES PDM caps
Dimensions [mm]
14 148.6 M4 threaded

inserts

59.6
32

130

* Indoor only

0 NEMA ULTYPE HL3
M P66 12 4x 12,4

APPROVED

gcone O Yo RoES

EN 45545-2 T UL94-VO  Tisosss2an
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s DES PDM S

Cable entry plates with internal frame and double membrane

P For several number of cables in a limited space
P High strain relief thanks to the double membrane

P Cost efficient solution
P High IP grade (IP66)
P ATEX version on request (see sec. 7)

P Threaded inserts or plastic rivets
version on request

Double parallel membrane

L

The DES PDM S is an innovative alternative to

Model Code Cablenr. Dimensions [mm] Pcs ) -
. standard cable glands on electrical, electronic
-0 cable min/max [mm] | Cut-out Plate /pack and telecommunication cabinets and
equipment.
DES PDM S 1732021127 7- 68/12 The cableis pus.hed through the front
membrane, whilst the second membrane
112/7G . . . Lo .
increases the strain relief and liquid resistance.
Technical data
DES PDM S 1732021122 22- 3,2/6,5 Material: TPE
112/22G

Flammability: self-extinguishing acc. to
112x18 | 150x32 | 10 UL94-v0
Temperature: -40°C... +110°C (static)

L]
DESPDM S 1732022127 7- 68/12 Features: halogens and silicones free
112/7B
Related products
IFP plugs
— P9
DESPDMS | 1732022122 22- 3,2/6,5 DES PDM caps
112/22B

Dimensions [mm]

150
|
T
|
|
|

detasultra.com
¥ @ ©
G |
130
. NEMA  ULTYPE wL.’» %. oLy — @
CNUS IP66 1 2 1 2 5545 EWE ECOLAB U|.904'V0 m COMOPLIANT
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DES PDM Q

Cable entry plates with internal frame and double membrane

P Forlarge number of cables
without connectors

P High strain relief thanks to

the double membrane Double parallel membrane

P Cost efficient solution

P P66 and Nema 4X* certified ; ») d.[:'
P ATEX version on request (see sec. 7) 3) o)
P Threaded inserts or plastic rivets ) >
version on request 3

}) 2

173201462

The DES PDM Q is an innovative alternative to

Model Code Cable nr. Dimensions [mm] Pcs - A
. standard cable glands on electrical, electronic
-0 cable min/max[mm] | Cut-out | Plate | /pack and telecommunication cabinets and
_ equipment.
1732014613 8 2,8/6,5 .
DES PDM Q 4- 4,6/10,2 The cable is pushed through the front
13G 1- 14,5/22 membrane, whilst the second membrane
increases the strain relief and liquid resistance.
10- 2,8/6,5
4- 4,6/10,2 .
DESPDMQ | 1732014617 | 5  gg/13 Technical data
17G 1- 8,6/16,2 Material: TPE
Flammability: self-extinguishing acc. to
DESPDMQ | 1732014625 | 25- 2,8/6,5 UL94-V0
25G Temperature: -40°C... +110°C (static)
46x46 74x60 10 Features: halogens and silicones free
¢ 8- 28/65 snalog
1732015614 4- 4,6/10,2
DES;[;M @ 1- 14,5/22 Related products
HY360 hydrauli h dri
' 10- 2,8/65 ydraulic punch driver
- IFP pl
DEspDMQ | 1732015618 | & 46/102 pHgs
2- 68/12 DES PDM caps
178 1- 8,6/16,2
DES PDM Q 1732015626 25- 2,8/6,5
25B
Dimensions [mm]
16
74
14
T delasullra.com
P < =
= B
58
* Indoor only
¢ NEMA  ULTYPE &L.’» @. L iy —
2 ECOLAB RoHS
GNUS IP66 1 2, 4X 1 2[ 4X 552 g WE UL94-VO m COMPLIANT
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s DES PDMU

Round cable entry plates for single cable - internal frame and double membrane

P Metric sized

P High retaining force thanks to
the double membrane

P Cost efficient solution

P High IP grade IP66 Nema 4X*

P Recommended tightening torque 8 Nm
P ATEX version on request (see sec. 7)

Double parallel membrane

Model Code Cable nr. Dimensions [mm] Pcs The cable entry plates series DES PDMU are used
to save space and time as alternative to cable
- cable [mm] | Thread | @ Cut-out @Plate | /pack glands. They use the metric holes on cabinets
or machinery and the nutlock guarantees a
1732030120 | 1-max.10,5 | M20 20,5 36 i i i
DES PDMU 206G strong s.tram relief and highest water and dust
protection.
The cable is pushed through the front
DES PDMU 25G B I D 25,5 e membrane, whilst the second membrane
increases the strain relief and liquid resistance.
DES PDMU 326 1732030132 1-max. 22 M32 32,5 46 Technical data
PY L2 Material: TPE
DES PDMU 208 | 722031120 | 1-max.10,5 | M20 | 20,5 36 Flammability: self-extinguishing acc. to
UL94-V0
() 1732031125 | 1-max16 | M25 25,5 40 Temperature: -40°C... +110°C (static)
DES PDMU 258 Features: halogens and silicones free
o
1732031132 1-max. 22 M32 32,5 46 Rel r
DES PDMU 328 max elated products

HY360 hydraulic punch driver
IFP plugs

Dimensions [mm]

—
=
)
[E—
7
* Indoor only
c NEMA  ULTYPE &L.’» @. (’ iy ——
: E RoHS @
GNUS IP66 1 2, 4X 1 2[ 4X 552 g WE COLAB UL94-VO m COMPLIANT
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DES PDM M

Round cable entry plates with internal frame and double membrane

P Forlarge number of cables without connectors
P High strain relief thanks to the double membrane
P Cost efficient solution

P High IP grade IP66-68 Nema 4X*

P Recommended tightening torque 8 Nm

Double parallel membrane

P ATEX version on request (see sec. 7) —
s
The cable entry plates series DES PDM M are
used to save space and time as alternative
to cable glands. They use the metric holes
on cabinets or machinery and the nutlock
Model Code Cable nr. Thread |Dimensions| Pcs guarantees a strong strain relief and highest
- @ cable min/max [mm]| x1.5 @P[mm] |/pack water and dust protection.
3- 2,6/65 The cable is pushed through the front
DES PDM M32/4G | 1732033204 1- 55/12,5 membrane, whilst the second membrane
increases the strain relief and liquid resistance.
DES PDM M32/4-2G | 1732033242 4- 3,5/88 M32 46
Technical data
DES PDM M32/7G | 1732033207 7- 26/6,5 Material: TPE
T Flammability: self-extinguishing acc. to
DES PDM M40/8G | 1732034008 4 : 4’/ 10 ’2 M40 54 UL94-vo
Temperature: -40°C... +110°C (static)
5- 4,6/10,2 -
DESPDMMS0/8G | 1732035008 |  5_ 6,8/12,5 Features: halogens and silicones free
7- 2,8/6,5
DES PDM M50/10G | 1732035010 2- 4,6/10,2 Related products
1- 14,5/22 M50 64 HY360 hydraulic punch driver
4- 2,8/6,5 IFP plugs

DES PDM M50/12G | 1732035012 8- 4.6/10,2 10

DES PDM M50/19G | 1732035019 | 19- 2,8/6,5

3- 46/10,2

DES PDM M63/6G | 1732036306 3- 10,9720
1- 26/6
3- 4,6/10,2

DES PDM M63/9G | 1732036309 4- 86/162
1- 10,9/20
4- 28/6 Mé63 77 Dimensions [mm]

DES PDM M63/13G | 1732036313 4- 4,6/10,2 o

5- 9,5/16,2 : &

DES PDM M63/14G | 1732036314 | 14- 5/10

GIXIN

DES PDM M63/35G | 1732036335 | 35- 2,6/5,5

22

* Indoor only

o IP66  NEMA  ULTYPE HL3
3\

& eome O Y5 RS @
|P68 1 2, 4X 12, 4X EN 45545-2 UL94-V0 |sog¥-u ——

APPROVED
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s DES PDM M

Round cable entry plates with internal frame and double membrane

P Metric sized

P High strain relief thanks to the double membrane
P Cost efficient solution

P High IP grade IP66-68 Nema 4X*

P Recommended tightening torque 8 Nm

B ATEX version on request (see sec. 7) *'d|
S— Double parallel membrane
Model Code Cable nr. Thread |Dimensions| Pcs The cable entry plates series DES PDMU are
. used to save space and time as alternative
. -Bble min/max [mm]|  x1.5 | @Pmm] |/pack to cable glands. They use the metric holes
3- 26/6,5 on cabinets or machinery and the nutlock
DES PDM M32/4B | 1732034205 1- 5,5/125 guarantees a strong strain relief and highest
water and dust protection.
DES PDM M32/4-2B | 1732034252 4- 3,5/88 M32 46 The cable is pushed through the front
membrane, whilst the second membrane
DES PDM M32/7B | 1732034208 7- 2,6/6,5 increases the strain relief and liquid
resistance.
4- 2,6/6,5
DES PDM M40/8B 1732035009 ! / M40 54 .
4- 4/102 Technical data
DESPDMM50/8B | 1732036009 | 5~ o'o/792 Material: TPE
’ ’ Flammability: self-extinguishing acc. to
7- 28/6,5 UL94-vVo
DES PDM M50/10B | 1732036011 2- 4,6/10,2 Temperature: -40°C... +110°C (static)
1- 145/22 | uso 64 P PR
4- 28/65 Features: halogens and silicones free
DES PDM M50/12B | 1732036013 ! !
8- 4,6/10,2 10
Related products
DES PDM M50/19B | 1732036020 | 19- 2,8/6,5 HY360 hydraulic punch driver
3- 4,6/10,2 IFP plugs
DES PDM M63/6B | 1732037307 3- 10,9/20
1- 26/6
3- 4,6/10,2
DES PDM M63/9B 1732037310 4- 8,6/162 . .
1- 10,9/20 Dimensions [mm]
4- 28/6 Mé63 77
DES PDM M63/13B | 1732037314 4- 4,6/10,2
5- 9,5/16,2
DES PDM M63/14B | 1732037315 | 14- 5/10 -
DES PDM M63/35B | 1732037336 | 35- 2,6/5,5

* Indoor only

o IP66  NEMA  ULTYPE HL3 (’ iy B @
cm“s |P68 1 2, 4X 1 2[ 4X %5.2 ECOLAB UL94-V0 m COMPLIANT

& ULTRA
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Cable entry plate - large frame and double membrane

P For up to 72 cables without connectors

P High strain relief thanks to
the double membrane

P Internal reinforcing frame

P Cost efficient solution
» High IP grade (IP66)
P ATEX version on request

(see sec.7)
KN/72 KN/21
Model Code Cable nr. Dimensions [mm] Pcs
- @ cable min/max [mm] | Cut-out Plate | /pack
1732040072 | 42- 2,8/6,5
DES PDM KN/72G 21- 46/102
6- 8,6/16,2
v 1732041073 3- 14,5/22
DES PDM KN/72B
DES PDM KN/21G 1732040021
21- 9,5/17 192x62 | 221 x90 1
[
1732041021
DES PDM KN/21B 320410
32000019 | 3. o0
173204001 3- 5/10
DES PDM KN/19G 1- 9/15
6- 14/22
v 1732041020 3- 19/27
DES PDM KN/19B 2- 22-30
Dimensions [mm]
221
|
\ |
& ‘ <
‘ 101 ‘ 101 ‘
8] ] ]
e o
L ox 4.5 - 5 0
c NEMA  ULTYPE HL3 ¢
N 1P66 12 12 § E
EN 45545-2 —
& ULTRA

uL94-vo

KN/19

The DES PDM KN are multi cable entry plates
suitable for cabinet side or bottom. According
to cable size and quantities it is possible to
find the right model.

The fixing holes are for Rittal cabinets.

The cable is pushed through the front
membrane, whilst the second membrane
increases the strain relief and liquid resistance.

Technical data
Material: TPE

Flammability: self-extinguishing acc. to
UL94-V0

Temperature: -40°C... +110°C (static)

Features: halogens and silicones free

Related products
IFP plugs
DES PDM caps

Double parallel membrane

v4is

Ro
Uv COMPLIANT
150 4892-2A —



DES PDP

ﬁ

Round base, cone-shaped cable entry plate with locknut

P For diameters from 2,5 to 64 mm

P Reinforcing base plate

P Cost efficient solution

P UL94-VO for grey and black

P ATEX version on request (see sec. 7)

Model Code Cable nr. Thread| Dimensions [mm] | Pcs
A - @ cable min/max[mm] | x1,5 | Cutout | @P | H |/pack
DES PDP 25G | 1732050025 1- 25/17 M25 25,5 39 | 465
DES PDP 32G | 1732050032 1- 5/23 M32 32,5 46 | 55.2
DES PDP 40G | 1732050040 1- 8/29 M40 40,5 54 | 62
DES PDP 50G | 1732050050 1- 17/42 M50 50,5 64 | 50 s
DES PDP 63G | 1732050063 1- 23/55 Mé63 63,5 77 | 62
DES PDP 75G | 1732050075 1- 38/64 M75 75,5 89 | 64
Model Code Cable nr. Thread| Dimensions [mm] | Pcs
A -0 cable min/max[mm] | x1,5 | Cut-out | @P | H |/pack
DES PDP 25B | 1732052025 1- 25/17 M25 25,5 39 | 46.5
DES PDP 32B | 1732052032 1- 5/23 M32 32,5 46 | 55.2
DES PDP 40B | 1732052040 1- 8/29 M40 | 40,5 | 54 | 62
DES PDP 50B | 1732052050 1- 17/42 M50 50,5 64 | 50 s
DES PDP 63B | 1732052063 1- 23/55 Mé63 63,5 77 | 62
DES PDP 75B | 1732052075 1- 38/64 M75 75,5 89 | 64
Dimensions [mm]
|
T
|
Mx1,5
c“us ";pg,G N‘IEI;A UI:I T;PE HL3 E

EN 45545-2

UL94-Vo

The DES PDP is available in M25, M32,

M40, M50, M63 and M75 sizes, enabling
non-terminated cables with diameter from
2,5 to 64 mm to pass through the walls of the
electrical cabinets.

The reinforcing base plate increases the
stability when large cables are used.

Technical data
Material: TPE

Flammability: self-extinguishing
acc. to UL94-V0

Temperature: -40°C... +110°C (static)

Features: halogens and silicones free

Related products
HY360 hydraulic punch driver

»

v4is

Yoy

150 4892-2A

COMPLIANT
—

G
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DES PM 24

Cable entry plates with double membrane

P Forlarge number of cables

P High retaining force thanks \
to the double membrane \% k

P Cost efficient solution

P High IP grade (IP65) &

Double parallel membrane

NS

delasuliie com

The DES PM 24 is an alternative to standard

Model Code Cable nr. Dimensions [mm] Pcs A >
cable glands on electrical, electronic and
-@ cable [mm] Cut-out Plate /pack telecommunication cabinets and equipment.
DES PM 1732052412 12-max.15 The cable is pushed through the front
24/12G membrane, whilst the second membrane
DES PM increases the strain relief and liquid resistance.
24/14G 1732052414 14-max. 12,1 '
DES P Technical data
ES PM 5-max. 10,5
24/17G 1732052417 | 13 max. 12,6 Material: TPE
4-max.6,5 Flammability: self-extinguishing acc. to
- UL94-V0
g:zg"g 1732052418 : max :g'g
=UEES, U2 Temperature: -40°C... +110°C (static)
4-max. 16,1
Features: halogens and silicones free
DES PM 1732052420 13 -max. 6.5
24/20G 7 -max. 12,1 112x36 Wall thickness: from 1,5 to 2,5 mm
144 x 46 10
16-max. 6.5 max. +0.5
DES PM 4-max. 12,1 Related products
24/26G [EE2002320 4 16,1
=IEYS e, HY360 hydraulic punch driver
2-ASI
1-max. 4.7 IFP plugs
DES PM 12-max.5
24/42G 1732052442 17 - max. 6,4
12-max.7,2
DES PM
24/48G 1732052448 48 - max. 6.5
33-max.5,3
DES PM 1732052450 9-max. 6,4
24/50G
8-max. 8,3

Dimensions [mm]

detasulira.com
46

ULTYPE

‘M  IP65 N‘IE,;A 12

& ULTRA
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il —
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DES PM 24

P Forlarge number of cables

P High retaining force thanks

to the double membrane

P Cost efficient solution
P High IP grade (IP65)

Cable entry plates with double membrane

Double parallel membrane

\ \

The DES PM 24 is an alternative to standard

Model Code Cable nr. Dimensions [mm] Pcs A >
cable glands on electrical, electronic and
L -@ cable [mm] Cut-out Plate /pack telecommunication cabinets and equipment.
22512': 1732053413 12-max. 15 The cable is pushed through the front
/ membrane, whilst the second membrane
DES PM 1732053415 o 121 increases the strain relief and liquid resistance.
24/14B e ]
DES P Technical data
ES PM 5-max.10,5
24/17B 1732053418 | 15 max.12,6 Material: TPE
4-max. 6,5 Flammability: self-extinguishing acc. to
- UL94-V0
22?12': 1732053419 : ma. :g'z
SIS 12 Temperature: -40°C... +110°C (static)
4-max. 16,1
Features: halogens and silicones free
DES PM 1732053421 13-max.6.5
24/20B 7 -max. 12,1 112x36 144 x 46 10 Wall thickness: from 1,5 to 2,5 mm
16-max. 6.5 I Ak
DES PM 4-ma. 12,1 Related products
24/26B AL 29/ 4 16,1
-max. 76, HY360 hydraulic punch driver
2-ASI
1-max. 4.7 IFP plugs
DES PM 12-max.5
24/42B 1732053443 17 - max. 6,4
12-max.7,2
DES PM
24/488 1732053449 48 - max. 6.5
33-max.5,3
DES PM 1732053451 9-max. 6,4
24/50B
8-max. 8,3
Dimensions [mm]
113
Ts 25 25
HI
§
‘ 144
NEMA ULTYPE

APPROVED

c“ us

Ro!
COMPLIANT
ICOMELIENT]
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DES PM S

P Forlarge number of cables

P High retaining force thanks to the double membrane

P Cost efficient solution
P High IP grade (IP65)

Double parallel membrane

i o
| (Do
Model Code Cable nr. Dimensions [mm] Pcs
-0 cable [mm] | Cut-out A1xA2 Plate L1xL2 /pack
DESPM S 2-max.6,5
46/7G 1732074607 5-max. 8,3
46x18
max. +0,5 ELLE
DESPMS 8 -max. 6,5
46/9G PRI 1-max. 12,1
DESPM S 69x10
69/8G 1732076908 8-max.7,5 max. +0,5 86x 20
10
DESPMS 2-max.6,5
86/11G 1732078611 | ¢ |10x 8,35
85x18
max. +0,5 el
DESPMS 16-max. 6,5
86/17G 1732078617 | 4 o 12,1
16 - max. 6,5
DESPMS | 1732071221 | 4-max83 | 1'12X18 | 439428
112/21G max. +0,5
1-max. 12,1
Dimensions [mm]
L1
- —N
25 l< A1 N 25
g B
o NEMA ULTYPE @.
g ECOLAB
s P65 124x 12,4x IR

ULTRA

uL94-vo

Cable entry plates with double membrane

The DES PM S is an alternative to standard
cable glands on electrical, electronic and
telecommunication cabinets and equipment.

The cable is pushed through the front
membrane, whilst the second membrane
increases the strain relief and liquid
resistance.

Technical data
Material: TPE

Flammability: self-extinguishing acc. to
UL94-V0

Temperature: -40°C... +110°C (static)
Features: halogens and silicones free

Wall thickness: from 1,5 to 2,5 mm

Related products
IFP plugs

v4is

Ro
Uv COMPLIANT
150 4892-2A —



s DES PM S

Cable entry plates with double membrane

P Forlarge number of cables

P High retaining force thanks to the double membrane
P Cost efficient solution

P High IP grade (IP65)

Double parallel membrane

N N
Model Code Cable nr. Dimensions [mm] Pcs The DES PM S is an alternative to standard
cable glands on electrical, electronic and
I -Pcable [mm] | Cut-out ATxA2 Plate L1xL2 /pack telecommunication cabinets and equipment.
DES PM S 2-max.6,5 The cable is pushed through the front
46/7B 1732074608 | . - o3 membrane, whilst the second membrane
’ 46x18 increases the strain relief and liquid
64x28 resistance.
max. +0,5
DESPMS 8-max. 6,5
46/9B 1732074610 | 4 12,1 Technical data
Material: TPE
DESPMS 69x10 Flammability: self-extinguishing acc. to
69/8B 1732076909 8-max.7,5 max. +0,5 86 x 20 UL94-VO
10 Temperature: -40°C... +110°C (static)
_ Features: halogens and silicones free
DESPM S 1732078612 2-max. 6,5 9
86/11B 9-max. 8,35 Wall thickness: from 1,5 to 2,5 mm
nfai ’12,85 103 x 28
S Related products
DESPMS 1732078618 16 - max. 6,5
86/17B 1-max. 12,1 IFP plugs
16 - max. 6,5
DESPMS | 1732071222 | 4-max83 | "2*18 | 130x28
112/21B max. +0,5
1-max. 12,1
Dimensions [mm]
L1
[ ! N
25 o A1 25

w

)
.
.

(4}

=]
(—
[44

NEMA ULTYPE

s P65 124X 12, 4X

APPROVED

e (’ J\’ulv\,\’_ RoHS
UL94-Vo 1504892-2A COMPLIANT
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DES PMU

Round cable entry plates with double membrane for single cable

P Metric sizes
P Quick to install -
P Cost efficient solution

P High IP grade (IP66-67) Nema 4X*
P Reduced thickness

Double parallel membrane

Model Code Cable nr. Dimensions [mm] Pcs The round metric DES PMU is a single cable
alternative to standard cable glands on
-@ cable [mm]| @ Cut-out @ Plate /pack electrical, electronic and telecommunication
cabinets and equipment.

DES PMU 16G 1732060116 1-max.10 16,5 24 The cable is pushed through the front
membrane, whilst the second membrane
increases the strain relief and liquid

T 1732060120 1-max.13 20,5 29 resistance.

1732060125 1-max. 15 25,4 34 Technical data
DES PMU 25G Material: TPE
Flammability: self-extinguishing acc. to
1732060132 |  1-max.22 32,5 40 UL94-VO
DES PMU 32G
10 Temperature: -40°C... +110°C (static)
. 173206111 1-max. 1 16, 24 Features: halogens and silicones free
DES PMU 168 32061116 max. 10 6,5 g
Wall thickness: from 1,5 to 2,5 mm
@
DES PMU 208 1732061120 1-max.13 20,5 29 Related products
® HY360 hydraulic punch driver
1732061125 1-max. 15 25,4 34
DES PMU 258 IFP plugs
. 1732061132 1-max. 22 32,5 40
DES PMU 328 max

Dimensions [mm]

* Indoor only

up to
0 NEMA ULTYPE HL3
s 1P66 | -

IP67 12,4X 12,4X
& ULTRA

APPROVED
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DES PM M

Round cable entry plates with double membrane

T

P Forlarge number of cables
P High retaining force thanks to the double membrane

P Cost efficient solution
P High IP grade (IP65)
P Metric sizes

Type1 Type2

Double parallel membrane

ﬂl 4|

The round metric DES PM M is an alternative

Model Code Cable nr. Dimensions [mm] Pcs !
to standard cable glands on electrical,
-@ cable [mm] @ Cut-out @ Plate | /pack electronic and telecommunication cabinets and
DES PM M type 1: 4o 8 equipment.
25/4G 1732062504 ' min.: 25 The cable is pushed through the front
max.: 26 34 10 membrane, whilst the second membrane
DES PM M type 1: 4-max.5,2 |recomm. 25,5 increases the strain relief and liquid resistance.
25/6G 1732062506 2-max.9,4
" Technical data
ype 1: i .
DESPMM | 1732063210 | O M52 |min: 32 Material: TPE
32/10G tve 2: 2-max. 6,4 max.: 33 40 10
ype = 2-max.9,4 | recomm.. 32,5 Flammability: self-extinguishing acc. to
1732263210
UL94-V0
2-max. 3,8 . P o .
DES PM M type 1: 10-max. 5,3 2:}( :2 5 10 Temperature: -40°C... +110°C (static)
40/16B 1732064016 2-max. 8,3 N Features: halogens and silicones free
2-max. 10,3 | eomm: 40,5
s Type 1: wall thickness from 1,5 to 2,5 mm
DESPM M type 1: 5-max.7 Type 2: wall thickness from 2,8 to 4 mm
50/9G 1732065009 4 -max. 18,3
- Related products
DESPM M type 1:
50/11G 1732065011 | > Max.114 HY360 hydraulic punch driver
1-max. 22
IFP plugs
type 1:
DES PM M 173;33;012 10- max. 9
50/12G 1732265012 2-max. 11,4 . 5
min.. R .
max- 51 62 10 Dimensions [mm]
2-max. 6 recomm.. 50,5 op
DESPM M type 1: 4-max.7,2 Q
50/15G 1732065015 4-max.9,7
5-max.12 .25
max = ", fl.2s
5-max.5,5 ﬂ
DESPM M type 1: 5-max. 6,5
50/17G 1732065017 | 3-max.9,7 ' =
4-max. 11,4
s
DESPM M type 1: 16 - max. 6,5
50/20G 1732065020 | 4-max.9,7 ﬁ e’/
o NEMA UL TYPE @. v4is
g E
GNUS IP65 1 2 1 2 g WE COLAB UL94-VO |sog¥-u COMPLIANT

ULTRA

G



DES PM M

Round cable entry plates with double membrane

P Forlarge number of cables
P High retaining force thanks to the double membrane

P Cost efficient solution
P High IP grade (IP65)
P Metric sizes

Type1 Type2
Double parallel membrane P P

The round metric DES PM M is an alternative

Model Code Cable nr. Dimensions [mm] Pcs .
to standard cable glands on electrical,
o -@cable [mm] | @Cut-out | @Plate | /pack electronic and telecommunication cabinets and
DES PM M type : 4o 8 equipment.
25/4B 1732063505 ' min.: 25 The cable is pushed through the front
max.: 26 34 10 membrane, whilst the second membrane
DES PM M type T: 4-max.5,2 | recomm.. 25,5 increases the strain relief and liquid resistance.
25/6B 1732063507 2-max.9,4
" Technical data
ype 1: i -
DESPMM | 1732064211 | & M52 jmin: 32 Material: TPE
32/10B tyoe 2: 2-max. 6,4 max.: 33 40 10
ype = 2-max.9,4 | recomm.. 32,5 Flammability: self-extinguishing acc. to
1732264211
UL94-V0
2-max.3,8 . . apo o .
DES PM M type 1: 10-max. 5,3 2::( :(1) 5 10 Temperature: -40°C... +110°C (static)
40/16G 1732064017 2-max. 8,3 N Features: halogens and silicones free
2-max 10.3 recomm.. 40,5
s Type 1: wall thickness from 1,5 to 2,5 mm
DESPM M type 1: 5-max.7 Type 2: wall thickness from 2,8 to 4 mm
50/9B 1732066010 4-max. 18,3
2 -max.7 Related products
DESPM M type 1:
50/11B 1732066012 3-max. 11,4 HY360 hydraulic punch driver
1-max. 22
IFP plugs
type 1:
DES PM M 173;(;:;013 10-max.9
50/12B 1732266013 2-max. 11,4 ' s
min.: . .
mans 51 62 10 Dimensions [mm]
2-max. 6 recomm.. 50,5 op
DESPM M type 1: 4-max.7,2 Q
50/15B 1732066016 4 -max.9,7
5-max.12 e .25
- OA
5-max.5,5 ﬂ
DES PM M type 1: 5-max. 6,5 =
50/17B 1732066018 3-max.9,7 '
4-max. 11,4
s
DESPM M type 1: 16-max. 6,5
50/208 1732066021 | 4-max.9,7 -

25 |10

APPROVED

c““s IP65 N1E|\£A UI:ITEPE

& ULTRA

il —
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UL94-VO m S
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T

Plugs for cable entry plates

P Plugs for holes with diameter from 4,5 to 22,5 mm

P g S
Model Code @ Holes Dimensions [mm] Pcs
[mm] A B (@ /pack
IFP 5G 1732070002 4,5-8,0 55 | 12,5 10,0
IFP 9G 1732070004 8,0-12,0 9,5 | 16,0 | 13,5
IFP 12G 1732070006 12,0-16,0 | 12,0 | 16,5 | 16,5 10
IFP 16G 1732070008 16,0-19,0 | 16,0 | 19,5 | 20,5
IFP 20G 1732070010 20,0-22,5 | 20,0 | 21,5 | 24,5
Model Code @ Holes Dimensions [mm] Pcs
L | [mm] A B (@ /pack
IFP 5B 1732070012 4,5-8,0 55 | 12,5 10,0
IFP 9B 1732070014 8,0-12,0 9,5 | 16,0 | 13,5
IFP 12B 1732070016 12,0-16,0 | 12,0 | 16,5 | 16,5
IFP 16B 1732070018 16,0-19,0 | 16,0 | 19,5 | 20,5

4

RoHS
UL94-Vo |sog¥-zn

COMPLIANT
—

=

P Caps with convex head
P Available with black color

P For DES PDM cable entry plates l

Model Code @ Hole Dimensions [mm] Pcs
[mm] A B C /pack
DES PDM CAPS 1732019980 9,5 13 10 5 50

COMPLIANT
—

DES PDM CAPS

Caps for cable entry plates

The IFP inserts fit into the holes of the cable
entry plates plates so that they can be used
many times. They range from 4,5 to 22,5 mm
diameter.

Technical data

Material: PA6

Flammability: UL94-HB

Temperature: -30°C... +100°C (static)

Proprieta: halogens and silicones free

Related products
DES PM SPP M grommets
DES PDM SPG K grommets
SPP K grommets SPG M grommets
Dimensions [mm]
@c

The DES PDM CAPS keeps the product clean
from the front, preventing dirt from settling in
the screw seats.

Technical data
Material: HDPE

Related products

DES PDM 24 DESPDMSS
DESPDM 24 FT  DES PDM KN
DESPDMQ

Dimensions [mm]

N

!
-

ml
A |
»10

e T ]|
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Group 3
Strain relief modules

S




Strain relief modules - screw fixing

P Modules also availablle with aluminum or brass bushings
P Strain relief acc. to EN 62444

P Easy to install
P Cost efficient solution
» UL94-VO

mEE

Model

AP 39

AP 60

AP70

AP 87

AP 103

AP 121

AP 140

AP 180

Modules without bushings

Code Dimensions [mm] Teeth Pcs
L1 L2 /pack

1733020003 38,5 19,5 3
1733020004 59,5 43,5 4
1733020005 69,1 43,5 5
1733020006 86,5 68 6

10
1733020007 102,5 84 7
1733020008 121 102,5 8
1733020009 139,5 121 9
1733020010 180 157 12

Dimensions [mm]

‘c_>¢ '\Q |2 :jri
1%

9.1
]

40

L2

L1

v4is

RoHS
UL94-V0 |soH¥-zA Sy

The AP modules are used in electrical
switchboards and equipment in order to keep
the cables tidy whilst providing strain relief
according to EN 62444.

The cables can be fixed with standard plastic
ties or reusable velcro ties.

Spacers are available for multi-tier
applications.

Technical data
Material: PA

Flammability: self-extinguishing acc. to
UL94-vVo

Temperature: -40°C... +140°C (static)

Features: halogens and silicones free

Related products
DZ spacers
FV cable ties

& ULTRA



Strain relief modules - screw fixing

G

ULTRA

Modules with aluminum bushings Modules with brass bushings
Model Code Bushing Model Code Bushing Dimensions [mm] Teeth Pcs
L1 L2 /pack
AP 39 BA4 1733021403 AP 39 BR4 1733022403 38,5 19,5 3
AP 60 BA4 1733021404 AP 60 BR4 1733022404 59,5 43,5 4
AP 70 BA4 1733021405 AP 70 BR4 1733022405 69,1 43,5 5
AP 87 BA4 1733021406 AP 87 BR4 1733022406 86,5 68 6
AP 103 BA4 1733021407 24 AP 103 BR4 1733022407 24 102,5 84 7
AP 121 BA4 1733021408 AP 121 BR4 1733022408 121 102,5 8
AP 140 BA4 1733021409 AP 140 BR4 1733022409 139,5 121 9
AP 180 BA4 1733021410 AP 180 BR4 1733022410 180 157 12
AP 39 BA5 1733021503 AP 39 BR5 1733022503 38,5 19,5 3
AP 60 BA5 1733021504 AP 60 BR5 1733022504 59,5 43,5 4
AP 70 BA5 1733021505 AP 70 BR5 1733022505 69,1 43,5 5
AP 87 BA5 1733021506 AP 87 BR5 1733022506 86,5 68 6
AP 103 BA5 1733021507 25 AP 103 BR5 1733022507 25 102,5 84 7 0
AP 121 BA5 1733021508 AP 121 BR5 1733022508 121 102,5 8
AP 140 BA5 1733021509 AP 140 BR5 1733022509 139,5 121 9
AP 180 BA5 1733021510 AP 180 BR5 1733022510 180 157 12
AP 39 BA6 1733021603 AP 39 BR6 1733022603 38,5 19,5 3
AP 60 BA6 1733021604 AP 60 BR6 1733022604 59,5 43,5 4
AP 70 BA6 1733021605 AP 70 BR6 1733022605 69,1 43,5 5
AP 87 BA6 1733021606 AP 87 BR6 1733022606 86,5 68 6
AP 103 BA6 1733021607 26 AP 103 BR6 1733022607 26 102,5 84 7
AP 121 BA6 1733021608 AP 121 BR6 1733022608 121 102,5 8
AP 140 BA6 1733021609 AP 140 BR6 1733022609 139,5 121 9
AP 180 BA6 1733021610 AP 180 BR6 1733022610 180 157 12
12.2
! / Module
{1 T
P Bushing
v4is
UL94-V0 lsogx-u ==




Strain relief modules for DIN and Omega rails

P Strain relief according to EN 62444
P Easy to install

P Cost efficient solution

» UL94-V0

APD 180 APD 39-80-140
Model Code Dimensions [mm] Teeth Pcs
L1 L2 /pack
APD 39 1733000003 38,5 28,3 3
APD 80 1733000006 79,5 68 6
10
APD 140 1733000009 139,5 128,1 9
APD 180 1733000012 180 157 12
Dimensions [mm]
L1
L2
< : 8
| | © 5
m.zo/ F A W
9.45
DIN guide
iy
UL94-V0 |sog¥-u Sy

The APD modules are used in electrical cabinets
to organise the cables whilst providing strain
relief according to EN 62444,

The cables can be fixed with standard plastic ties
or reusable velcro ties.

Technical data
Material: PA

Flammability: self-extinguishing acc. to
UL94-V0

Temperature: -40°C... +140°C (static)

Features: halogens and silicones free

Related products
FV cable ties

& ULTRA



Strain relief modules - double comb for screw fixing

P Strain relief acc. to EN 62444
P Easy to install
P Cost efficient solution

» UL94-V0
Aluminum bushing Brass bushing
Model Code Bushing | Dimensions [nm] | Teeth | Pcs The AP-DP modules are used in electrical
switchboards and equipment keeping cables of
L1 L2 /pack various sizes tidy whilst providing strain relief
AP-DP 63 1733010047 - 634 42 47 according to EN 62444,
The cables can be fixed with standard plastic ties
AP-DP 95 1733010611 - 95 74,5 6-11 or reusable Velcro ties.
Spacers are available for multi-tier applications.
AP-DP 119 1733010713 - 119 108 7-13
Technical data
AP-DP 63-BA4 1733011447 i 63,4 42 4-7
Aluminum Material: PA
AP-DP 95-BA4 | 1733011411 95 74,5 6-11 10 Flammability: self-extinguishing acc. to
o4 UL94-vV0
AP-DP 119-BA4 | 1733011413 119 108 7-13 Temperature: -40°C. .. +140°C (static)
AP-DP63-BR4 | 1733012447 63,4 42 4-7 Features: halogens and silicones free
Brass
AP-DP95-BR4 | 1733012411 95 745 | 6-11 Related products
04 DZ spacers
AP-DP 119-BR4 1733012413 119 108 7-13
FV cable ties

Dimensions [mm]

9.3

e

6.5

9.3

/Module
= 1 . .

P x Bushing

v4is

RoHS
UL94-V0 |soH¥-zA Sy
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P Increase in cable bundle density

Model

DZ 30

DZ 32

Code

1733020011

1733020012

Suitable for

AP-DP

AP

[mm]

30

32

D1

[mm]

12

Spacers

i
<
DZ 30
D2 Pcs
[mm] /pack
52
10

6,2

Dimensions [mm]

D2

D1

DZ 32

The spacers are used to build a multi-tier system
in the case of a large number of cables.

Technical data

Material: Aluminum

Related products

AP strain relief modules

AP-DP double-comb strain relief modules

& ULTRA



Cable fixing clamps

P For cable diameter from 13 to 95 mm
P Strain relief acc. to EN 62444
P Fixing screws not included

The MFK/MFY cable clamps are used to secure

Model Code Cable nr. Dimensions [mm] Pcs S ; -
: cables with diameters up to 95 mm diameter in
-0 cable min/max [mm]| L B H D | /pack safe and strain relief position.

MFK 13-25 | 1733030010 1- 13/25 87,5 | 47 35 60 The MFK is used for single cable and the MFY is
used up to three cables.

MFK20-36 | 1733030015 1- 20/36 88 58 42 60 They are nomally used in electrical installation to
keep the cables in the right position according

MFK 36-52 | 1733030020 1- 36/52 106,5 | 59 | 49,5 75 to EN62444 strain relief standard.

MFK 55-75 | 1733030025 1- 55/75 113,5| 59 52 83 Technical data

1

MFK 75-95 | 1733030030 1- 75/95 128 | 59 | 64,5 | 95 Material: PA
Flammability: self-extinguishing acc. to

MFY 27-38 | 1733030040 3- 27/38 175 70 | 73,5 | 125 UL94-VO
Temperature: -40°C... +140°C (static)

MFY 38-51 | 1733030050 3- 38/51 189 76 94 144
Features: halogens and silicones free

MFY 51-69 | 1733030060 3- 51/69 214 | 80,5 | 121 | 168

o128~ [C ) ‘ ’
) — <o
) ’ i

v4is

UL94-V0 |soya¥-u

Ro
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Velcro® ONE-WRAP® ties

P The Velcro® ties can be reusable many times
P Adaptable to the cable shape

P Suitable for high vibration scenarios

P Packed pre-cutted in reels

P Without glue, no chemical traces

P Standard color black, other colors on demand

The Velcro® cable ties allow a large number of

Model Code Dimensions [mm] Pcs
cables to be budled together.
A B C /pack
They prevent damage during vibration events
oW13 1733021012 13 200 7 and can be reused several times.
The OW series includes already pre-cutted ties
100 conveniently packed in 100 pcs reel.
ow20 1733021013 20 230 13
Technical data

Material: PE + Nylon

Flammability: self-extinguishing acc. to
UL94-V2

Temperature: 0°C... + 104°C (static)
n Related products
AP strain relief modules
AP-DP double-comb strain relief modules

APD strain relief modules for DIN rails

Dimensions [mm]

ULOAV2  Tmoman

& ULTRA



Hook and loop cable ties

P The hook and loop cable ties can be reused
P Adaptable to the shape of the cable bandles
P Particularly effective in the event of vibration

P Also available in reels

”Q:

Hook and loop cable ties allow a large

Model Code Dimensions [mm] Pcs
number of cables to be bundled together.
L w /pack They prevent damage in the event of

vibration and can be reused many times.

V1 1733020020 200 10 They are available in 3 different types or in 25
m reels.

FV2 1733020025 200 13 100 .
Technical data
Material: PE + Nylon

Fv3 1733020030 300 17 Flammability: self-extinguishing acc. to
UL94-V2

BOB 10X25 1733021010 25m 10 Temperature: 0°C... + 104°C (static)
1 Related products
BOB 20X25 1733021020 25m 20 AP strain relief modules
AP-DP double-comb strain relief modules
APD strain relief modules for DIN rails
Dimensions [mm]
i 0
[}
UL9AV2  Tmomwar

& ULTRA



Metal detectable cable ties

P Especially designed for food and pharma industries
P Self-estinguishing UL94-V2
P 4 measures standard, other on request
P Useable in the HACCP process

[TTT

Model Code Dimensions [mm] Pcs

L W /pack
FVM100 1733021100 100 2,5
FVM150 1733021150 150 3,6

100
FVM200 1733021200 200 4,8
FVM300 1733021300 300 4,8

Dimensions [mm]
W
[@ \HHHHHHHHmHHHHHHHHHHWHHH\ I —
DA & 5

COMPLIANT UL94-V2

150 4892-2A

The metal detactable cable ties are FDA
compliant for Food & Pharma industries
application. A particular production process add
a metallic pigment which makes the cable ties
detectable by x-rays and metal detectors.

They can be used in the HACCP process reducing
the risk of food contamination.

The blue color help the visual recognition.

Technical data
Material: PA66

Flammability: self-extinguishing acc. to
UL94-V2

Temperature: -40°C... + 85°C (static)

Related products
DES PDM 24 clean
FVM cable ties

& ULTRA



Fixing clips for metal detectable cable ties

P Specific for the food and pharmaceutical industry

P Self-extinguishing UL94-HB

» Double fixing system: adhesive or screws

P Fixing on fours sides

» Can be used in the HACCP process

Model Code Dimensions [mm] Cabletie | Pcs
L W H D max. width | /pack

FVS-Q1 1733021305 12,8 12,8 3,4 - 3,2
FVS-Q2 1733021310 19 19 4,2 3,5 4 100

FVS-Q3 1733021315 28,1 28,1 5,2 57 53
FVS-R8 1733021325 14,8 9,5 7,2 "I:IEI‘: 4,8 100
FVST10 | 1733021335 | 21,7 | 159 | 9,7 ",::;‘ 9 100

Dimensions [mm]
H. o L
- W -
 — i
2 .
o T o) -
_ A
Y I Y
D - H >
(]
A & o
COMPLIANT UL94-HB 1504892.20
& ULTRA

The fixing clips for FVM cable ties are specially
designed for the food and pharmaceutical
industry. An exclusive manufacturing process
includes a metallic pigment that makes them
detectable by metal detectors or X-ray devices.
The mounting supports allow the fixing of

the clamps even in areas with high vibrations,
thanks to the 4 direction fixing.

Can be used in the HACCP process reducing the
risk of food contamination.

The blue colour facilitates visual recognition.

Technical data
Material: PA66

Flammalbility: self-extinguishing
acc. to UL94-HB

Temperature: -40°C... + 85°C (static)

Related products
DES PDM 24 clean
FVM cable ties

FVS-T10



Group 4
EMC shielding




Shield clamps with screw fixing with double cable tie secure

P Suitable for a range of cables from 1,5 to 30 mm

P Possibility of obtaining shield grounding and anti-tear functions with a single device

P Double cable tie secure possible

P Snap-in assembly, no need to use tools

P Constant pressure of the spring on the cable sheath without having to run tests and checks

P Available with hole M5
0N
Model Code Clamping range Dimensions [mm] Pcs
[mm] L B H S | /pack
MSA 1.5-3 1734030010 1,5-3 10 11 | 15,5 8
MSA 3-6 1734030020 3-6 10 1 | 17,5 8
MSA 7-9 1734030030 7-9 10 11 21 8
MSA 9-12 1734030040 9-12 10 12 | 22,5 8
MSA 11-17 1734030050 11-17 10 | 13,5 29 8 50
MSA 18-22 | 1734030060 18-22 10 22 40 8
MSA 22-30 | 1734030070 22-30 10 | 22,5 | 47 12
MSAL 3-9 1734030080 3-9 10 | 16,5 | 24 8
MSAL 10-19 | 1734030090 10-19 10 | 19,5 | 30,5 8
Dimensions [mm]
B S
- ]
S,
- H

11.8

ULTRA

48.3
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The MSA shield clamps enable the cable
shield to be grounded easily and effectively.
They secure the anti-tear function on the
cable by fixing it with one or two cable ties.

The shield clamp can be fixed with a M4
screw.

The anti-tear function complies with EN
62444 standards.

Technical data

Material: spring steel, zinc plated
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Shield clamps with screw fixing with double cable tie secure

P Suitable for a range of cables from 1,5 to 30 mm

P Possibility of obtaining shield grounding and anti-tear functions with a single device

P Double cable tie secure possible

P Snap-in assembly, no need to use tools

P Constant pressure of the spring on the cable sheath without having to run tests and checks

Model Code Clamping range Dimensions [mm]
[mm] L B H S
MSE 1.5-3 1734050010 1,5-3 10 11 | 15,5 8
MSE 3-6 1734050020 3-6 10 11 | 17,5 8
MSE 7-9 1734050030 7-9 10 1 21 8
MSE 9-12 1734050040 9-12 10 12 | 22,5 8
MSE 11-17 1734050050 11-17 10 | 13,5| 29 8
MSE 18-22 1734050060 18-22 10 22 37 8
MSE 22-30 1734050070 22-30 10 | 22,5 | 46,5 | 12
MSEL 3-9 1734050080 3-9 10 | 16,5 | 24 8
MSEL 10-19 | 1734050090 10-19 10 | 19,5 30,5 8

Pcs

/pack

50

Dimensions [mm]

8.8

g

S
—
H
4.2
— m
45.2 ‘

The MSE shield clamps enable the cable
shield to be grounded easily and effectively.
They secure the anti-tear function on the
cable by fixing it with one or two cable ties.

The shield clamp can be fixed with a M4
screw.

They secure the anti-tear function in
compliance with EN62444 by fixing the
cable it with one or two cable ties.

Technical data

Material: spring steel, zinc plated

& ULTRA



Spring shield clamps

P Suitable for a cable range from 1,5 to 12 mm diameter
P Screw fixing hole M4
P Constant pressure of the spring on the cable sheath

Model Code Clamping range Dimensions [mm] Pcs
[mm] L B H S /pack
MSM 1.5-3 1734010210 1,5-3 10 11 19 11
MSM 3-6 1734010220 3-6 10 11 | 215 | 11
MSM 7-9 1734010230 7-9 10 11 24 11 50
MSM 9-12 1734010240 9-12 12 12 | 275 | 12
MSML 3-9 1734010310 3-9 10 | 165 | 22 8
Dimensions [mm]
S
e =N
- T
R — =\
wn,
: u
B
&G ULTRA

The MSM and MSML shield clamps enable
the cable shield to be grounded easily and
effectively. They secure to the spring that
exerts constant pressure on the cable shield

The shield clamp can be fixed with a M4
screw or rivet.

Technical data

Material: spring steel, zinc plated
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Shield clamps for DIN TS15 Rail

P Suitable for a cable range from 1,5 to 9 mm diameter
P Shield grounding and anti-tear functions with a unique device
P Easy and fast installation without tools

P Constant pressure of the spring on the cable sheath without having
to run tests and checks

Model Code Clamping range Dimensions [mm] Pcs The MSG shield clamps enable the cable
shield to be grounded easily and effectively.
[mm] L B H S |/pack They secure the anti-tear function on the

cable by fixing it with a tie.

MSG 1.5-3 1734060110 1,5-3 10 m 155 8 The MSD shield clamps can be used on 15
mm DIN rails.
Caratteristiche

MSG 3-6 1734060120 3-6 10 1 | 17,5 8 50 . . .
Material: spring steel, zinc plated

MSG 7-9 1734060130 7-9 10 1 21 8

Dimensions [mm]

<y

90°
] e N
s
H j
50

19

4,7
™
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Shield clamps for DIN and Omega rails

P Suitable for a wide range of

cables from 22 to 74 mm

P Snap-in assembly, no need to use tools

P Available with a coupling base in

two widths: 14 and 22 mm
P High vibration resistance

P Possibility of obtaining shield grounding
and anti-tear functions with a single device

P Ideal adherence to cable shielding

P Constant pressure of the spring on
the cable sheath without having
to run tests and checks

Model Code Clamping range Dimensions [mm] Pcs
[mm] L B H S /pack
MSD 22-30 | 1734020070 22-30 22 | 22,5 45 12 50
MSD 30-37 | 1734020080 30-37 22 31 58 12 10
MSD 38-48 | 1734020090 38-48 22 | 40 | 685 | 12 10
MSD 50-60 | 1734021095 50-60 22 50 75 12 10
MSD 62-74 | 1734021098 62-74 22 62 89 12 10
Dimensions [mm]
s B
— 3
H
D ST cols ! ﬁ

ULTRA

The MSD shield clamps enable the cable shield
to be grounded easily and effectively. They
secure the anti-tear function on the cable by
fixing it with a tie.

The anti-tear function complies with EN 62444
standards.

The MSD shield clamps can be used on
35 mm DIN/Omega rails.

Technical data

Material: spring steel, zinc plated

MSD 50-60
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P Suitable for a wide range of

cables from 1,5 to 22 mm

P Snap-in assembly, no need to use tools

P Increased wings length for
easier cable insertion

P Double cable tie secure possible

P Possibility of obtaining shield grounding and

anti-tear functions with a single device

P Ideal adherence to cable shielding

P Constant pressure of the spring on the cable
sheath without having to run tests and checks

Model Code Clamping range Dimensions [mm] Pcs
[mm] L B H S /pack
MSD21.5-3 | 1734021010 1,5-3 14 11 15 8
MSD2 3-6 1734021020 3-6 14 1 | 17,5 8
MSD2 7-9 1734021030 7-9 14 11 20 8
MSD29-12 | 1734021040 9-12 14 12 23 8
50
MSD211-17 | 1734021050 11-17 14 | 13,5| 29 8
MSD2 18-22 | 1734021060 18-22 14 22 38 8
MSD2L3-9 | 1734021080 3-9 14 | 16,5 | 22 8
MSD2L 10-19 | 1734021090 10-19 14 | 19,5 | 28,5 8
Dimensions [mm]
S B
N
H
s
t - - - - = i T
‘ 45.1 ‘ L

Shield clamps for DIN and Omega rails with double cable tie secure

The MSD2 shield clamps enable the cable shield
to be grounded easily and effectively. They
secure the anti-tear function on the cable by
fixing it with one or two cable ties.

The anti-tear function complies with EN 62444
standards.

The MSD 2 shield clamps can be used on 35 mm
DIN/Omega rails.

Technical data

Material: spring steel, zinc plated

ULTRA



Double shield clamps for DIN and Omega rails

P Suitable for a range of cables
from1,5t0 6 mm

P Snap-in assembly, no need to use tools

P Space savings compared to
conventional models

P Possibility of obtaining shield
grounding and anti-tear functions
with a single device

P Ideal adherence to cable shielding

P Constant pressure of the spring
on the cable sheath without
having to run tests and checks

Model Code Clamping range Dimensions [mm] Pcs
[mm] L B H /pack
MSP1.5-3 1734010410 1,5-3 524 20 15.5
MSP3-6 1734010420 3-6 524 20 18 50
MSP 1.5-3/3-6 | 1734010430 1,5-6 524 20 18
Dimensions [mm]
16.9
NN
Y
L3

\u\
ﬁ._'
'\%
=)

()

&
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The MSP shield clamps enable the cable shield
to be grounded easily and effectively. They
secure the anti-tear function on the cable by
fixing it with a cable tie.

The anti-tear function complies with EN 62444
standards.

The MSD 2 shield clamps can be used on 35 mm
DIN/Omega rails.

Technical data

Material: spring steel, zinc plated
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Shield clamps for 10 x 3 mm bar with double cable tie secure

P Suitable for a range of cables from 1,5 to 30 mm

P Possibility of obtaining shield grounding
and anti-tear functions with a single device

P Double cable tie secure possible

P Snap-in assembly, no need to use tools

P Constant pressure of the spring
on the cable sheath without
having to run tests and checks

Model Code Clamping range Dimensions [mm]
[mm] L B H S
MSB 1.5-3 1734040010 1,5-3 10 11 15 8
MSB 3-6 1734040020 3-6 10 11 17 8
MSB 7-9 1734040030 7-9 10 11 20 8
MSB 9-12 1734040040 9-12 10 12 22 8
MSB 11-17 1734040050 11-17 10 | 13,5 | 28 8
MSB 18-22 1734040060 18-22 10 22 37 8
MSB 22-30 1734040070 22-30 10 | 22,5 | 46,5 | 12
MSBL 3-9 1734040080 3-9 10 | 16,5 | 23,5 8
MSBL 10-19 | 1734040090 10-19 10 | 19,5| 30 8

Pcs
/pack

50

w

Dimensions [mm]

g

8.1

(

N

f =

44.5

r_’

The MSB shield clamps enable the cable
shield to be grounded easily and effectively.
They secure the anti-tear function on the
cable by fixing it with one or two cable ties.

The MSB shield clamps can be used
on 10x3 bars.

The anti-tear function complies with
EN 62444 standards.

Technical data

Material: spring steel, zinc plated

G
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Shield clamps for 10 x 3 mm bar

P Suitable for a range of cables from 1,5 to 30 mm

P Possibility of obtaining shield grounding and anti-tear functions with a single device

P Snap-in assembly, no need to use tools

P Constant pressure of the spring on the cable sheath without having to run tests and checks

Model Code Clamping range Dimensions [mm] Pcs
[mm] L B H S /pack
MSR 1.5-3 1734040310 1,5-3 10 11 | 16,5 8
MSR 3-6 1734040320 3-6 10 11 19 8
MSR 7-9 1734040330 7-9 10 11 | 21,5 8
MSR 9-12 1734040340 9-12 10 12 | 245 8 50
MSR 11-17 1734040350 11-17 10 | 13,5| 30 8
MSR 18-22 1734040360 18-22 10 22 | 39,5 8
MSR 22-30 1734040370 22-30 10 | 22,5 | 46,5 | 12
Dimensions [mm]
B S
§

G

9.8

33.3

ULTRA

The MSB shield clamps enable the cable
shield to be grounded easily and effectively.
They secure the anti-tear function on the
cable by fixing it with a cable tie.

The MSB shield clamps can be used
on 10x3 bars.

The anti-tear function complies with
EN 62444 standards.

Technical data

Material: spring steel, zinc plated
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Shield clamps without foot

P Suitable for a wide range of cables from 1,5 to 74 mm
P Ideal adherence to cable shielding
P Possibility to mount the springs easily,

no need to use tools . ‘
P Constant pressure of the spring on the cable ”, i w5 Q %
sheath without having to run tests and checks _ $ ’ "’
P High vibration resistance, maintenance free . hA |~ . Q
’ d "{ ’ éf @
Z <
S
Model Code Clamping range Dimensions [mm] Pcs The MSS shield clamps enable th.e cable shield
to be grounded easily and effectively.
[mm] B H S /pack
The MSS shield clamps can be fixed with screws
MSS 1.5-3 1734010010 1,5-3 11 12 8 50 or rivets.
MSS3-6 > MSS23-6 Technical data
MSS 7-9 > MSS27-9 7-9 1 17 8 50 Material: spring steel, zinc plated
MSS9-12 | 1734010040 9-12 12 | 19 | 8 | 50 Related products
MB DIN rail bases
MSS 11-17 1734010050 11-17 13,5 25 8 50
MSS 17-22 1734010060 18-22 22 34 8 50
MSS 22-30 > MSS2 22-30
MSS 30-37 1734010080 30-37 40 55 12 10
MSS 38-48 1734010090 38-48 40 64 12 10
MSS 50-60 1734010095 50-60 50 74,5 12 10
MSS 62-74 1734010100 62-74 62 88 12 10

Dimensions [mm]

T
H
|
1] g2
S B
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Shield clamps without foot

P Suitable for a wide range of
cables from 1,5t0 22 mm

P Ideal adherence to cable shielding ( )
P Increased wings length for -//"
easier cable insertion

P Constant pressure of the spring on the cable
sheath without having to run tests and checks

#/*! ,\r’ 4r \,‘/; J
(Q" ‘\(

P High vibration resistance

)

AR

B

-

758

w

Model Code Clamping range Dimensions [mm] Pcs The MSS2 shield clamps enable the cable shield
to be grounded easily and effectively.
[mm] B H S /pack
The MSS2 shield clamps can be fixed with screws
MSS2 1.5-3 1734010210 1,5-3 1 13,5 8 50 or rivets.
MSS23-6 | 1734010220 3-6 1M |16 | 8 | 50 Technical data
Material: spring steel, zinc plated
MSS2 7-9 1734010230 7-9 11 18,5 8 50
Related products
MSS29-12 1734010240 9-12 12 22 8 50 MB DIN rail bases
MSS2 11-17 1734010250 11-17 13,5 27 8 50
MSS2 18-22 1734010260 18-22 22 36,5 8 50
MSS2 22-30 1734010270 22-30 22 43 12 10
Dimensions [mm]
T
H
\
J || @3.2
S B
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Extended range shielding clamps without foot

P Suitable for a wide range of
cables from 3to 19 mm

P Snap-in assembly, no need to use tools
P Ideal adherence to cable shielding

P Constant pressure of the spring on
the cable sheath without having
to run tests and checks

P High vibration resistance,
maintenance free

Model Code Clamping range Dimensions [mm] Pcs The MSL shield clamps enable th.e cable shield

to be grounded easily and effectively.
[mm] B H S /pack

The MSL shield clamps can be fixed with screws
or rivets.

MSL 3-9 1734010310 3-9 16,5 | 20,6 8

50 Technical data
Material: spring steel, zinc plated
MSL 10-19 1734010320 10-19 19,5 27 8
Related products
MB DIN rail bases
Dimensions [mm] g

e
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Multiple EMC shielding

P Suitable for cable ranges from 1,5to 12 mm

P Snap-in assembly, no need to use tools

P Increased wings length for
easier cable insertion

P Constant pressure of the spring on the cable
sheath without having to run tests and checks

P Saving installation time and money

& ULTRA

Model Code Cablenr.| Clamping range Dimensions [mm]
[mm] B L H
MSU3x1,5-3 | 1734030310 3 1,5-3 46 30 | 19,1
MSU 3x 3-6 1734030320 3 3-6 46 30 | 21,6
MSU 3x 7-9 1734030330 3 7-9 46 30 24,0
MSU3x9-12 | 1734030340 3 9-12 46 30 | 27,2
MSU 4x1,5-3 | 1734030410 4 1,5-3 61 30 | 191
MSU 4x 3-6 1734030420 4 3-6 61 30 | 21,6
MSU 4x 7-9 1734030430 4 7-9 61 30 | 24,0
MSU 4x9-12 | 1734030440 4 9-12 61 30 | 27,2
MSU 5x1,5-3 | 1734030510 5 1,5-3 72 46 | 19,1
MSU 5x 3-6 1734030520 5 3-6 72 46 | 21,6
MSU 5x 7-9 1734030530 5 7-9 72 46 | 24,0
MSU5x9-12 | 1734030540 5 9-12 72 46 | 27,2
MSU 6x1,5-3 | 1734030610 6 1,5-3 88 62 | 19,1
MSU 6x 3-6 1734030620 6 3-6 88 62 | 21,6
MSU 6x 7-9 1734030630 6 7-9 88 62 | 24,0
MSU6x9-12 | 1734030640 6 9-12 88 62 | 27,2
MSU7x1,5-3 | 1734030710 7 1,5-3 104 78 | 19,1
MSU 7x 3-6 1734030720 7 3-6 104 78 | 21,6
MSU 7x 7-9 1734030730 7 7-9 104 78 | 24,0
MSU7x9-12 | 1734030740 7 9-12 104 78 | 27,2
MSU 8x1,5-3 | 1734030810 8 1,5-3 120 94 | 19,1
MSU 8x 3-6 1734030820 8 3-6 120 94 | 21,6
MSU 8x 7-9 1734030830 8 7-9 120 94 | 24,0
MSU8x9-12 | 1734030840 8 9-12 120 94 | 27,2
MSU9x1,5-3 | 1734030910 9 1,5-3 140 | 116 | 19,1
MSU 9x 3-6 1734030920 9 3-6 140 | 116 | 21,6
MSU 9x 7-9 1734030930 9 7-9 140 | 116 | 24,0
MSU9x9-12 | 1734030940 9 9-12 140 | 116 | 27,2
MSU 10x 1,5-3 | 1734031010 10 1,5-3 150 | 126 | 19,1
MSU 10x3-6 | 1734031020 10 3-6 150 | 126 | 21,6
MSU10x7-9 | 1734031030 10 7-9 150 | 126 | 24,0
MSU 10x9-12 | 1734031040 10 9-12 150 | 126 | 27,2
MSU 11x1,5-3 | 1734031110 1 1,5-3 166 | 140 | 19,1
MSU11x3-6 | 1734031120 1 3-6 166 | 140 | 21,6
MSU11x7-9 | 1734031130 1 7-9 166 | 140 | 24,0
MSU 11x9-12 | 1734031140 1 9-12 166 | 140 | 27,2
MSU 12x1,5-3 | 1734031210 12 1,5-3 182 | 156 | 19,1
MSU 12x3-6 | 1734031220 12 3-6 182 | 156 | 21,6
MSU 12x7-9 | 1734031230 12 7-9 182 | 156 | 24,0
MSU 12x9-12 | 1734031240 12 9-12 182 | 156 | 27,2

Pcs

/pack

The multiple EMC shielding clamps can shorten
the mounting time and space of a multitude of

single clips.

The base of the clips is fixed with two M4 screws.

Custom solutions are welcome.

Technical data

Material: SS304 stainless steel (base)
- spring steel, zinc plated (clips)

Dimensions [mm]

-
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Spring shield clamps

P Suitable for a range of cables from 3 to 32 mm
P MFSD: version with base for DIN/Omega rail
P Constant pressure of the spring on the cable sheath without having to run tests and checks

Model Code Clamping range Dimensions [mm] Pcs The MSF/MSFD shield clamps enable the cable
shield to be grounded easily and effectively.
[mm] H L B /pack They secure the strain relief function thanks to
MSED 3-8 1734020310 3.8 26,0 50,0 14,5 the spring whlch maintains costant pressure on
the cable braid.
MSF 4-13,5 1734020315 4-13,5 30,0 18,0 15,0 Technical data
MSFD 4-13,5 | 1734020320 4135 30,0 | 50,5 | 20,5 Material: steel
MSF 10-20 1734020325 10-20 40,0 26,0 25,0 1
MSFD 10-20 1734020330 10-20 40,0 50,5 25,0
MSF 15-32 1734020335 15-32 64,0 32,0 36,0
MSFD 15-32 1734020340 15-32 64,0 50,5 34,5

\

g

Dimensions [mm]

MSF MSFD
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Shield clamps for printed circuit boards

P Suitable for a cable ranges from 1,5 to 9 mm
P Direct mounting on PCB

P Increased wings length for
easier cable insertion

P Constant pressure of the spring on the cable
sheath without having to run tests and checks

o

-
-
Model Code Clamping range Clamp dimensions Pcs The MSC shield clamps enable the cable
shield to be grounded easily and effectively.
[mm] H [mm] /pack They secure the anti-tear function on the
MSC 1.5-3 1734060001 1,5-3 18 cable.
The MSC shield clamps is fixed and soldered
MSC 3-6 1734060003 3-6 20,5 50 directly on the PCB.
Technical
MSC 7-9 1734060006 7-9 23 echnical data
Material: spring steel, zinc plated,
base in tinned brass
e
\ T
Dimensions [mm)] ‘ E‘
[
H
T 08 s
A 7.2
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35 mm DIN RAIL bases

P Steel clips for installation of several devices on DIN 35mm rail
P Quick installation with rivets
P Strong and secure fixing

Model Code Dimensions [mm] Pcs Thg MB DIN ri.i” bases are used as q.uick and
solid installation of any kind of device on
B H 5 /pack the 35mm DIN rail. Any device can be fixed
to the base with rivets.
MB14 1734000150 14 45,1 6,2 .
Technical data
50 Material: spring steel, zinc plated
MB22 1734000100 22 42,6 6,3 Related products
MSS shield clamps
MSS2 shield clamps
MSL shield clamps
Dimensions [mm] ! ?‘/ .
, ®
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Box with shield clamp samples

P 163 shield clamps
P Wide choice of models with different fixings

P Price savings compared to separate
purchase of each part

P Practical, transportable box

Model Code Dimensions Pcs Practical box containing 163 shield
[mm] clamps, various dimensions and
Engineering Box EMC 1734090100 370x300x90 1 ﬁXlng methods are available.
Thanks to the wide choice it is
possible to select the most suitable
model for the specific application.
BOX CONTENT
Pcs Model
10 MB14
10 MB22
20 MSL 3-9
20 MSL 10-19
5 MSS 22-30
5 MSS 30-37
4 MSS 38-48
3 MSD 22-30
3 MSD 30-37
3 MSD 38-48
10 MSD2L 3-9
10 MSD2L 10-19
10 MSBL 3-9
10 MSBL 10-19
10 MSAL 3-9
10 MSAL 10-19
10 MSEL 3-9
10 MSEL 10-19

0, ULTRA
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Earthing straps

P Sections from 6 to 25 mm?

P Custom solutions available

P Sections up to 95 mm? on request
P High conductivity

OE=i
Model Code Section Dimensions [mm] The CTX flexible earthing straps are made of
tinned copper braided wires.
[mm?] L W X D

CTX-6/200/M6 1734080010 6 200 | 11 13| 7 z)‘:z”ce‘:]f;fouﬁ?x ﬂ;g?g;wpﬂ enables an
CTX-6/250/M6 1734080015 6 250 1 13 7

CTX-6/300/M6 1734080020 6 300 1 | 13| 7 Technical data
CTX-6/400/M6 1734080025 6 400 11 13 7

Material: tinned copper >99,95%

CTX-6/500/M6 1734080030 6 500 11 13 7

CTX-10/100/M6 1734080035 10 100 17 23 7

CTX-10/100/M8 1734080040 10 100 17 23 9

CTX-10/150/M8 1734080045 10 150 17 23 9

CTX-10/200/M6 1734080050 10 200 17 23 7

CTX-10/200/M8 1734080055 10 200 17 23 9

CTX-10/250/M6 1734080060 10 250 17 23 7

CTX-10/300/M6 1734080065 10 300 17 23 7

CTX-10/300/M8 1734080070 10 300 17 23 9

CTX-10/400/M6 1734080075 10 400 17 23 7

CTX-10/400/M8 1734080080 10 400 17 23 9

CTX-10/500/M6 1734080085 10 500 17 23 7

CTX-16/100/M6 1734080090 16 100 17 23 7

CTX-16/100M8 1734080095 16 100 17 23 9

CTX-16/150/M6 1734080100 16 150 17 23 7

CTX-16/150/M8 1734080105 16 150 17 23 9

CTX-16/200/M6 1734080110 16 200 17 23 7 Dimensions [mm]
CTX-16/200/M8 1734080115 16 200 17 23 9

CTX-16/250/M8 1734080120 16 250 17 23 9 w
CTX-16/300/M6 1734080125 16 300 17 23 7

CTX-16/300/M8 1734080130 16 300 17 23 9 X
CTX-16/350/M8 1734080135 16 350 17 23 9

CTX-16/400/M8 1734080140 16 400 17 23 9

CTX-16/500/M8 1734080145 16 500 17 23 9

CTX-16/600/M8 1734080150 16 600 17 23 9
CTX-25/100/M10 1734080155 25 100 23 23 11
CTX-25/150/M10 1734080160 25 150 23 23 11 L V\Y/‘\Y/‘\?%
CTX-25/200/M8 1734080165 25 200 23 23 9 %.%%’2
CTX-25/200/M10 1734080170 25 200 23 23 1 ’ﬁ\-{o\%%
CTX-25/250/M8 1734080175 25 250 23 23 9 X
CTX-25/300/M8 1734080180 25 300 23 23 9
CTX-25/300/M10 1734080185 25 300 23 23 11
CTX-25/350/M10 1734080190 25 350 23 23 11

CTX-25/400/M8 1734080195 25 400 23 23 9

CTX-25/500/M8 1734080200 25 500 23 23 9

CTX-25/600/M8 1734080205 25 600 23 23 9

& ULTRA



DES EMC

Splittable frames for cable shielding

» Multiple configurations with small and large grommets
P Frame screws in AISI304 Stainless Steel
P Sturdy construction IK10

P High levels of EMI shielding

P Anti-static protection

P Threaded inserts version on request

The DES EMC splittable frames are used when is

Model Code Dimensions Max. cut-out | Pcs . )
necessary to ground shielded cables in fast and
[mm] [mm] /pack efficient way.
The cable outer sheath is removed and directly
DES24EMC | 1734014024 146 x 61 112x39 connected to the EMI acrylic coating which is in
contact with the metal panel thanks to the fixing
SCrews.
DES 16 EMC 1734014016 120x 61 86 x 39 .
Technical data
Material: PP+GF, EMI acrylic coating
DES10EMC | 1734014010 99x61 63 x39 Flammability: self-extinguishing acc. to
uL94-vo
Temperature: -40°C... +155°C (static)
DES Q EMC 1734014008 74x61 40x 39 Features: halogens and silicones free
L Related products
DES L2 EMC 1734014002 74x 41 40x18 SPG EMC grommets
SPP EMC grommets
DES Cover
DES L3 EMC 1734014003 99 x 41 63x18
DES Flap
HY360 hydraulic punch driver
DESL4EMC | 1734014004 120x 41 86x18 PF cable entry system plates
DES L5 EMC 1734014005 146 x 41 112x18
NEMA HL3 @. (’ s —
g ECOLAB YuvY. RoHS
e 12,4X EN 45545-2 QWE ULSAVD T ST L

& ULTRA



z SPP EMC / SPG EMC

Cable grommets small and large

P Grommets for cables from 2 to 35 mm diameter
P “Blind”version available

> UL94V0 ‘.6, /t{

o ‘ o o
K -
Model Code @ Cable Pcs Model Code @ Cable Pcs
[mm] /pack [mm] /pack

SPPOEMC | 1734024100 | "blind"
SPGOEMC | 1734024000 | "blind"

SPP2EMC | 1734024102 23

B T——— 34 SPG17EMC | 1734024117 | 17-18
SPPAEMC | 1731024104 45 SPG18EMC | 1734024118 |  18-19
BN ——— 56 SPG19EMC | 1734024119 |  19-20
SPP6EMC | 1731024106 67 SPG20EMC | 1734024120 |  20-21
B —— 7.8 SPG21EMC | 1734024121 |  21-22
SPPSEMC | 1731024108 8.9 SPG22EMC | 1734024122 | 22-23
T Aol 10 SPG23EMC | 1734024123 |  23-24
SPP10EMC | 1734024110 |  10-11 SPG24EMC | 1734028124 | 24-25

SPG25EMC | 1734024125 |  25-26 10

SPP 11 EMC | 1734024111 11-12
SPP12EMC | 1734024112 12-13
SPP 13 EMC | 1734024113 13-14
SPP 14EMC | 1734024114 14-15
SPP15EMC | 1734024115 15-16
SPP 16 EMC | 1734024116 16-17

SPG 26 EMC | 1734024126 26-27
SPG 27 EMC | 1734024127 27-28
SPG28 EMC | 1734024128 28-29
SPG29 EMC | 1734024129 29-30
SPG30EMC | 1734024130 30-31
SPG31EMC | 1734024131 31-32
SPG32EMC | 1734024132 32-33
SPG33 EMC | 1734024133 33-34
SPG34EMC | 1734024134 34-35

SPP 2x2 EMC | 1734024304 2x2
SPP 2X3 EMC | 1734024306 2x3
SPP 2X4 EMC | 1734024308 2x4
SPP 2X5 EMC | 1734024310 2x5 10

The EMC grommets enable Technical data
SPP 2X6 EMC | 1734024312 2x6 several cables from 2 to 35 mm Material: TPE EMI ’ )
SPP 2X7 EMC | 1734024314 2x7 diameter to be installed in the aterial: TPE, EMl acrylic coating

DES EMC splittable frame. Flammability: self-extinguishing acc. to
SPP 2X8 EMC | 1734024316 2x8 , UL94-VO

The 2X and 4X versions allow B

multiple cables in the same Temperature: -40°C... +110°C (static)
SPP4X2 EMC | 1734024318 4x2 grommet. Features: halogens and silicones free
SPP 4X3 EMC | 1734024320 4x3
SPPAX4EMC | 1734024322 | 4x4 10 Related products
SPP 4X5 EMC | 1734024324 4x5 DES EMC
SPP 4X6 EMC | 1734024326 4x6

NEMA HL3 g. )
e ECOLAB - - (§$’LIANT
Bt 2,4X EN4S5452 < ULSAVO  Towwial SRR

& ULTRA
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Splittable corrugated pipes

P Splittable double pipes
P Suitable for cables with connectors
P Easy openable during mainentance procedure

The splittable corrugated pipes FL can be

Model Code Pipe [mm] Clip Pcs . 4
. . used for cables with and without connectors.
@ external | @internal | compatible | /pack
The double pipe allow maintenance
FL10 1735010010 10 6 FW 10 operation or changes easily and saving times,
especially with pre-terminated cables.
FL14 1735010014 14 9 FW 14 .
Technical data
FL16 1735010016 16 1 FW 16 Material: PP
Flammability: self-extinguishing acc. to
FL19 1735010020 19 13 FW 19 UL94-v2
£ Temperature: -40°C... +110°C (static)
FL 22 1735010022 22 16 FW 22 ig Features: halogens and silicones free
()
=
FL 26 1735010026 26 19,5 FW 26 = Related products
S FW Clips for corrugated tubes
FL 32 1735010032 31,3 23,7 FW 32
FL 35 1735010035 35,5 27,3 FW 35
FL 42 1735010042 41,4 31 FW 42
FL 54 1735010054 54 43 FW 54
FL 80 1735010080 80 66 -
iy

ULOAV2  Toirar
& ULTRA



Clips for corrugated pipes

P Easy installation, tool free
P \/2 Self-estinguishing

Model Code ) Pcs The FW holders are use for the corrugated pipes
fixing.
[mm] /pack
They can be used with or without cover which
FW 10 1735030010 10 ensures more stability to the pipe in case of
curves or vibrations.
FW 14 1735030013 13 .
Technical data
FW 16 1735030015 15,8 Material: PA
Flammability: self-extinguishing acc. to
FW 19 1735030018 18,5 uL94-v2
Temperature: -40°C... +110°C (static)
FW 22 1735030021 21,2 Features: halogens and silicones free
10
FW 26 1735030025 25 Related products
FL Splittable corrugated tubes
FW 32 1735030028 28,8
FW 35 1735030034 34,5
FW 42 1735030042 42,5
FW 54 1735030054 54,5

ULOAV2  Tmoman

& ULTRA
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HY360

Hydraulic punch driver for round and rectangular cut-outs

P Hand punch driver with rotating 360° head
P Thanks to its low weight, the punch driver
can be used by one person only o\ i

P The punch driver produces a hydraulic power
of 120 kN and can be used for stainless steel walls
with a maximum thickness of 3,5 mm

P All the available punches are compatible
with our products

max. 3.5 mm

Model Code Dimensions | Pcs
[mm] /pack

Hydraulic punch driver HY360 1736010100 1
Rectangular punch for DES 24 1736010024 108 x 39 T
Rectangular punch for DES 16 1736010016 86 x 39

Technical data
Rectangular punch for DES 10 1736010010 63x39 A .

Material: Aluminum alloy, steel punches
Rectangular punch for DES Q 1736010008 40x39 Hydraulic power: 120 kN

Weight: 2,5 kg
Rectangular punch for DES L2 1736010002 40x 22

1

Rectangular punch for DES L3 1736010003 63x22
Rectangular punch for DES L4 1736010004 86 x22 \
Rectangular punch for DES L5 1736010005 108 x 22
Rectangular punch for DES PM 24 .
and DES PDM 24 1736010124 112x36

Rectangular punch
Rectangular punch for DES PDM Q 1736010108 46 x 46
Round punch M22 1736010022 @22.5
Round punch M25 1736010025 @255 \
Round punch M32 1736010032 9325 . ’

1 g

Round punch M40 1736010040 @ 40.5 Round punch
Round punch M50 1736010050 9 50.5
Round punch M63 1736010063 ?63.5

& ULTRA
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Cable entry system plates

P Compatible with Rittal AE cabinets
P Type 16 and 24 holes

The PF adapter plates are compatible with Rittal
cabinets and are equipped with 24 and 16 poles
heavy connectors opening.

They are fixed with screws and can be provided
according to the quantity of the cables that need
to be routed inside the cabinet.

Technical data

Material: Painted zinc plated steel

Related products
DES 24 DES FLAP DESZ
DES 16 DES COVER DES 77
DES PDM 24
Model Code Dimensions Appearance Type Pcs
[mm] /pack
PF 2 1736020020 330x90x2,5 2x24
PF 3 1736020030 339x149x 2,5 2x24
PF 4 1736020040 339x149x2,5 4x24
1
PF5 1736020050 534x149x2,5 4x16
PF6 1736020060 534x149x 2,5 3x24
PF7 1736020070 534x149x2,5 6x24

& ULTRA



Cable entry system plates

P Compatible with Rittal AE cabinets
» Holes for DES 24MX and DES 380

The PF cable entry system are compatible with AE Rittal cabinets and can
be equipped with DES 24MX and DES 380M spittable cable entry system

frames.

Technical data

Material: Painted

zinc plated steel

Model

PFD1

PFD2

PFD3

PFD4

PFD5

PFD6

G

Code

1736020080

1736020090

1736020100

1736020110

1736020120

1736020130

ULTRA

Prodotti correlati
DES 24MX2

Dimensions
[mm]

339x149x 2,5

339x149x 2,5

339x149x 2,5

534x149x2,5

534x149x 2,5

534x149x2,5

DES 380M
DES 380MX3

Appearance

Type

2x DES 24MX2

1x DES 380M
1x DES 24MX2

1x DES 380MX3

3x DES 24MX2

1x DES 380M
2x DES 24MX2

1x DES 380MX3
1x DES 24MX2

Pcs
/pack




\F
A

Splittable cable entry plates

P Compatible with Rittal VX 25 cabinets
P Type 24 cut-out
P Threaded hole for rapid mounting of cable entry systems

The PFX adapter plates are compatible with Technical data
Rittal cabinets and are equipped with 24
holes heavy connectors opening. Material: Painted zinc plated steel

After they are placed on the bottom panel,

the cable entry systems can be mounted Related products
thanks to the threaded holes. DES 24 DES FLAP 24
The overmolded gasket on DES series DES 24M DES COVER 24
guarantees faster installation times. DES 24-90 DESZ24

DES PDM 24 DESZZ 24

Model Code Dimensions | Hole distance Appearance Pcs
[mm] [mm] /pack

PFX-600 1736020600 | 488x100x 1,5 475

PFX-800 1736020800 | 688 x 100 x1,5 675 1

PFX-1000-2* | 1736021000 | 438 x 100x1,5 425

* for double door models.

& ULTRA



P Snap-in assembly

P Compatible with Rittal cabinet
P For sheet metal thickness from 1to 2 mm

P Customizations for a few pieces

P The brushes allow the passage
of a high number of cables

Brushes for Rittal cabinets

Model Code Length [L] Pcs
[mm] /pack
SQZ 600 1736030006 600
SQZ 800 1736030008 800
1
SQZ 1000 1736030010 1000
SQZ 1200 1736030012 1200
Dimensions [mm]
\
I o
Y o
g |17
\
|
10.6 | N
|
]
ULOAVO  Tomar
& ULTRA

The SQZ brushes are compatible with the main
models of Rittal cabinets.

Cables can come out throughout the length of
the bottom panel.

Easy snap-in assembly.

For sheet metal thickness from 1 to 2 mm.

Technical data
Material: PA

Flammability: self-extinguishing acc. to
UL94-vVo

Temperature: -25°C... +80°C (static)

Features: halogens and silicones free



DemoBox Deluxe

DemoBox for DetasUItra products

P Updated with the latest products

P Dedicated to customers and distributors:
it shows the quality and the variety
of the DetasUltra solutions

Model Code Dimensions Pcs
[mm]
DemoBox Deluxe 1736999840 460 x 360 x 90 1
BOX CONTENT
Pcs Model :"" E

3 Splittable frames p—
4 Splittable cable glands : - E‘
2 Splittable frames with brush

10 SPP single grommets

4 SPP multiple grommets

2 SPG large grommets

1 Snap-in connection

1 Closing plate

Cable entry plates without internal frame
Cable entry plates with internal frame
Strain relief modules

Shield clamps

1 M5 screwdriver

DetasUltra gadgets

& ULTRA



Group 7
Frames and plates ATEX
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DES ATEX

The DES cable entry system consists of a

Model Code Dimensions Cut-out Pcs
splittable frame designed to accommodate
[mm] [mm] | /pack small (SPP), multiple (X) or large (SPG)
grommets for cables with and without
DES 24A 1731310024 146 x 61 112x39 connectors. The grommets can be freely

positioned into the frame.

The overmolded gasket guarantees faster
120x 61 86 x 39 installation times and the complete VO
selfestinguishing of the system.

DES 16A 1731310016

DES ATEX series can be used in zone 2
and 22 according to IEC 60079-10.

DES 10A 1731310010 99x61 63x39
Technical data
DESQA | 1731310008 74x61 40x39 Material: PP+GF
Flammability: self-extinguishing acc. to
1 UL94-V0
DES L2A 1731310002 74x 41 40x18 Temperature! -40°C... +155°C (static)
Features: halogens and silicones free
DESL3A | 1731310003 99 x 41 63x18 Related products
SPP grommets (from page 40)
SPG grommets (from page 47)
DES L4A 1731310004 120 x 41 86x18

HY360 hydraulic punch driver

PF cable entry system plates

{lppem@L

DES L5A 1731310005 146 x 41 112x18

Upon Set of 4 mounting screws in AISI304 with

request: RZEESOL020 Black Dacromet finishing )
o NEMA  ULTYPE HL3 ¢ . 0 1 —
GNUS I P66 1 2’ 4X 1 2, 4X 552 g ME COLA UL94-V0 m COMPLIANT IK1 0



DESPRED ATEX

Divisible cable gland with locknut

P Frame screws in AlSI304 Stainless Steel with Black Dacromet finishing
P M25, M32 and M63 metric sizes

P IP66 and Nema 4X* certified

P Strain relief according to EN 62444
P Sturdy construction IK10

P Integrated gasket

Model Code Some possible Cut-out | Pcs The I?ESPRED series are divisible cable glands for
configurations T | e metric threads.
The 63 model can be used with small, multiple
DESPRED 25A 1731350025 25,5 apd large gr.ommets. for cables up tf’ 34 mm
diameter. With multiple grommets it is possible
n n n to accommodate up to 16 cables. Future cable
DESPRED 32A 1731350032 32,5 size changes can also be easily accommodated
10 using various grommets.
DESPRED ATEX series can be used in zone
DESPRED 63A | 1731350063 D E E 63,5 2 and 22 according to IEC 60079-10.
Technical data

Material: PP+GF

Flammability: self-extinguishing acc. to
UL94-vVo

Temperature: -40°C... +155°C (static)

Features: halogens and silicones free

Related products
SPP grommets (from page 40)

Dimensions [mm] SPG grommets (from page 47)
HY360 hydraulic punch driver

DESPRED 25 DESPRED 32 DESPRED 63 Divisible locknuts (page 35-36)
L }\ Z DI
M25x1.5 M63X1.5
44 3 475 8
@ 75
* Indoor only
0 NEMA  ULTYPE g. ﬂB 0 \ ————
g ECOLAB RoHS
GNUS I P66 1 2’ 4X 1 2, 4X H ME 55052 UL94-VO m COMPLIANT IK1 0

& ULTRA



~1& SPP ATEX

DES grommets - small: single, double and quadruple

P Grommets for cables from 2 to 17 mm diameter
P “Blind”version available

P Grey and black colours available

P UL94-VO for both colours

Model Code @ Cable Model Code Pcs
[mm] /pack
SPPOGA | 1731320100 | "blind" SPP OBA 1731320200
SPP2GA | 1731320102 23 SPP 2BA 1731320202
SPP3GA | 1731320103 3-4 SPP3B 1731320203
SPP4GA | 1731320104 4-5 SPP 4BA 1731320204
SPP5GA | 1731320105 5-6 SPP 5BA 1731320205 The SPP grommets enable several cables from
SPP 6GA 1731320106 6-7 SPP 6BA 1731320206 2t9 17 mm diameter to be installed in the DES
splittable frame.
S WESEPINL /5 SlAZZ WA The 2X and 4X* versions allow multiple cables in
SPP8GA | 1731320108 8-9 SPP 8BA 1731320208 the same grommet.
10 . .
SPP9GA | 1731320109 9-10 SPP9BA | 1731320209 SPP ATEX series can be used in zone 2
and 22 according to IEC 60079-10.
SPP10GA | 1731320110 10-11 SPP10BA | 1731320210
SPP11GA | 1731320111 |  11-12 SPP11BA | 1731320211 Technical data
SPP12GA | 1731320112 12-13 SPP12BA | 1731320212 Material: TPE
SPP13GA | 1731320113 | 13-14 SPP13BA | 1731320213 Flammability: self-extinguishing acc. to
UL94-VO (grey or black)
SPP14GA | 1731320114 14-15 SPP14BA | 1731320214 Temperature: -40°C. .. +110°C (static)
SPP15GA | 1731320115 15-16 SPP15BA | 1731320215 Features: halogens and silicones free
SPP16GA | 1731320116 16-17 SPP16BA | 1731320216 Related products
= DES 24 DESPRED DES 16M
SPP 2X3GA | 1731320306 2x3 SPP2X3BA | 1731320406 DES 10 DES 24M
SPP 2X4GA | 1731320308 2x4 SPP2X4BA | 1731320408 DESQ DES 24MX
SPP2X5GA | 1731320310 2x5 SPP2X5BA | 1731320410 10
SPP 2X6GA | 1731320312 2x6 SPP2X6BA | 1731320412
SPP2X7GA | 1731320314 2x7 SPP2X7BA | 1731320414
SPP 2X8GA | 1731320316 2x8 SPP2X8BA | 1731320416
n Dimensions [mm)]
SPP4X2GA | 1731320318 4x2 SPP4X2BA | 1731320418
SPP4X3GA | 1731320320 4x3 SPP 4X3BA | 1731320420 25 238
SPP 4X4GA | 1731320322 4x4 SPP4X4BA | 1731320422 10 OI N
N ©
SPP4X5GA | 1731320324 4x5 SPP4X5BA | 1731320424 «
[:] _ 1
SPP 4X6GA | 1731320326 4x6 SPP4X6BA | 1731320426
* Indoor only
NEMA  ULTYPE ﬂu @. (’ Wiy —
2 ECOLAB RoHS
GNUS IP66 1 2’ 4X 1 2, 4x 5452 g MAE UL94-VO m COMPLIANT

& ULTRA



SPP K ATEX

) A

DES grommets with extended range - for cables without connectors

P Diameters from 2,5 to 16,5 mm
P ‘Blind" pierceable grommets

P Grey and black colours available
P UL94-VO for both colours

Double parallel
membrane

Model Code @ Cable Model Code
min/max [mm]
a
SPPKOGA | 1731321100 | "pjind" SPPKOBA | 1731323100
SPP K1GA 1731321110 2,5/7 SPP K1BA 1731323110
SPP K2GA 1731321115 4,5/10 SPP K2BA 1731323115
SPP K3GA 1731321120 7,5/12,5 SPP K3BA 1731323120
SPP K4GA 1731321125 9/14 SPP K4BA 1731323125

SPP M ATEX

10

DES multiple grommets with extended range

for cables without connectors

P Cable diameter max. 7 mm
P ‘Blind" pierceable grommets
P Grey and black colours available

P UL94-VO for both colours Double parallel membrane

—
() ——
CL 3 S )
6) @)
Model Code Cable nr. Model Code
- @ cable [mm]
SPP M4GA 1731320504 4 - max.6 SPP M4BA 1731320604
SPP M4bGA | 1731320505 | 5~ "2%3 | sppMabBA | 1731320605

o HL3 ¢
M pes 1 B R

pending EN 45545-2 e

& ULTRA

Pcs
/pack

10

UL94-Vo

The SPP K grommets have a dual function: they
can be used as “blind” grommets for future
application of single cable without connector
or they can be use as single grommet for one
cable without connector. The cable size can be
choosen between 4 solutions from 2,5 a 16,5
mm diameter.

The double membrane ensures the highest
water and dust protection.

SPP K ATEX series can be used in zone
2 and 22 according to IEC 60079-10.

Technical data
Material: TPE

Flammability: self-extinguishing acc. to
UL94-VO (grey or black)
Temperature: -40°C... +110°C (static)

Features: halogens and silicones free

Related products
DES 24 DESPRED DES 16M
DES 16 DESCLICK DES 16MX
DES 10 DES 24M
DESQ DES 24MX
Dimensions [mm]
25 23.8
"
N ©
N
[:]

[] —
150 4892-2A —



~1& SPG ATEX

DES grommets - large

P Grommets for cables with and without connectors or for corrugated pipes from 17 to 35 mm diameter
P 2 blind versions available
P UL94-VO for both grey and black

Model Code @ Cable Model Code Pcs The .SPG grommets are designed for cable.s with
or without connectors or for corrugated pipes

(mm] /pack with diameter from 17 to 35mm.
D SPG ATEX series can be used in zone 2
and 22 according to IEC 60079-10.
SPG 0GA 1731322000 "blind" SPG OBA 1731322020
Technical data
SPG 17GA 1731322117 17-18 SPG 17BA 1731322217
Material: TPE

SPG18GA | 1731322118 18-19 SPG 18BA 1731322218 . L
Flammability: self-extinguishing acc. to

SPG19GA | 1731322119 19-20 SPG19BA | 1731322219 UL94-V0 (grey or black)

SPG20GA | 1731322120 |  20-21 SPG20BA | 1731322220 Temperature: -40°C.... +110°C (static)

Features: halogens and silicones free
SPG21GA | 1731322121 21-22 SPG 21BA 1731322221

SPG22GA | 1731322122 22-23 SPG22BA | 1731322222 Related products

SPG23GA | 1731322123 23-24 SPG23BA | 1731322223 DES 24 DESPRED DES 16M

SPG24GA | 1731322124 24-25 SPG24BA | 1731322224 DES16 DESCLICK DES T6MX
DES 10 DES 24M

SPG25GA | 1731322125 25-26 SPG25BA | 1731322225 10 DES Q DES 24MX

SPG26GA | 1731322126 26-27 SPG 26BA 1731322226
SPG27GA | 1731322127 27-28 SPG 27BA 1731322227
SPG28GA | 1731322128 28-29 SPG 28BA 1731322228
SPG29GA | 1731322129 29-30 SPG 29BA 1731322229

SPG30GA | 1731322130 30-31 SPG 30BA 1731322230
SPG31GA | 1731322131 31-32 SPG31BA 1731322231

Dimensions [mm]
SPG32GA 1731322132 32-33 SPG32BA 1731322232

49
SPG33GA 1731322133 33-34 SPG33BA 1731322233 [
 —

SPG34GA | 1731322134 34-35 SPG34BA 1731322234

39.7
50

HL3

(] —
& gcome O Yo% Roms @
EN 45545-2 pp UL94-VO 1504892-2A —

& ULTRA

APPROVED

o NEMA ULTYPE
oNus P66 124X 12, 4X

H
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SPG K ATEX )

DES grommets - large - for cables without connectors - double membrane

P K1, K2 e K3 for sigle cables with diameters from 16 to 30 mm
P KO blind grommet
P P66 for SPG K1, K2 and K3

SPG KO
=)
\\r
A 'y

Double parallel
membrane

Model Code @ Cable Model Code Pcs The SPG K are blind grommets which can be
also used for cables without connectors with

Ll /pack diameter from 16 to 30mm.
D The SPG KO can be perforated but the IP
protection is not guaranteed.
SPGKOGA | 1731322300 | max.32 SPGKOBA | 1731322400 Thanks to the double membrane in the SPG

K1-K2-K3 grommets an optimal dust and water

protection are achieved.
SPGK1GA 1731322310 16-22 SPG K1BA 1731322410 . .
SPG K ATEX series can be used in zone

10 2 and 22 according to IEC 60079-10.
SPGK2GA | 1731322320 23-26 SPG K2BA 1731322420
Technical data
SPGK3GA | 1731322330 26-30 SPG K3BA 1731322430 Material: TPE

Flammability: self-extinguishing acc. to
UL94-VO0 (grey or black)

Temperature: -40°C... +110°C (static)

Features: halogens and silicones free

Related products

DES 24 DESPRED DES 16M
DES 16 DESCLICK DES 16MX
DES 10 DES 24M

DESQ DES 24MX

Dimensions [mm]

25 49
 — |
> 8
}:
R NEMA HL3

APPROVED

iy —
. gcons O RoHS @
LQ UL94-V0 @ COMPLIANT

EN45545-2 " aneree

e 1P66 12, 4x

pending

& ULTRA



r =& SPG M ATEX

DES grommets - large - for cables without connectors - double membrane

» Multiple grommets for high number of cables without connectors
P Grey and black colours available
P UL94-VO for both colours

P Strain relief according to EN 62444

Double parallel membrane

T —
©® 5
. . )
Model Code Cable nr. Pcs The SPGM grommets eqable a high nymber
of cables to be installed in the DES splittable
- 0 cable [mm] /pack frames.
SPG M7GA 1731322307 i RS The cable is pushed through the front
2 : 5’ membrane, whilst the second membrane
1 mn;:xg 5 increases the strain relief and liquid resistance.
- SPGM7BA 1731322407 SPG M ATEX series can be used in zone
2 and 22 according to IEC 60079-10.
SPG M9GA 1731322309
9-max. 8,8 Technical data
B srcmosa 1731322409 Material: TPE
10 Flammability: self-extinguishing acc. to
SPG M14GA 1731322314 UL94-V0 (grey or black)
12 -max. 6,5 . 200 o :
2 -max. 12 Temperature: -40°C... +110°C (static)
- SPG M14BA 1731322414 Features: halogens and silicones free
SPG M15A 1731322315 Related products
15-max. 7 DES 24 DESPRED DES 16M
Il sromisea 1731322415 DES 16 DESCLICK DES 16MX
DES 10 DES 24M
DESQ DES 24MX
Dimensions [mm]
25 49
 e—
3 3
| —
o NEMA HL3 ¢ . 1 —
c us g E RoHS @
T IP66 1 2’ 4X g ME UL94-V0 m COMPLIANT

EN 45545-2

3

& ULTRA



DES PDM 24 ATEX D)

Cable entry plates with internal frame and double membrane

P For large number of cables
without connectors

P High strain relief thanks to
the double membrane

P Cost efficient solution
P P66 and Nema 4X* certified

P Threaded inserts or plastic rivets
version on request

Double parallel membrane

O O
p £e -/;

Z

oF o

(o
P
o

The DES PDM 24 is an innovative
alternative to standard cable
glands on electrical, electronic and

Model Code Cable nr. Dimensions [mm] | Pcs

- @ cable min/max [mm] | Cut-out Plate /pack

DES PDM 24A/14G 1732312414 telecommunication cabinets and
10- 2,8/6,5 . t
4- 145/22 equipment.
e The cable is pushed through the
DES PDM 24A/15G | 1732312415 front membrane, whilst the second
15- 6,8/12 membrane increases the strain relief
Bl DESPDM24A/15B | 1732313415 and liquid resistance.
8- 2,8/6,5 DES PDM 24 ATEX series can
DESPDM24A/16G | 1732312416 | - Bt be used in zone 2 and 22
2- 8,6/16,2 according to IEC 60079-10.
BN DESPDM24A/16B | 1732313416 | . 14,5/22
Technical
DESPDM24A/17G | 1732312417 | 6- 2,8/65 | 112x | 1486x | .o echnical data
6- 4,6/10,2 36 59,6 Material: TPE
Il DESPDM24A/17B 1732313417 5- 8,6/16,2 - . L
Flammability: self-extinguishing acc.
DES PDM 24A/25G | 1732312425 | 12- 2,8/6,5 to UL94-V0
7- 44797 Temperature: -40°C... +110°C (static)

B DESPDM24A/25B 1732313425 6- 6,8/12

Features: halogens and silicones free
DES PDM 24A/32G 1732312432 | 21- 2,8/6,5

8- 4,6/10,22
EEE DESPDM24A/32B | 1732313432 | 3- 6,8/12 Related products

HY360 hydraulic punch driver
DES PDM 24A/42G 1732312442

42- 2,8/6,5 IFP plugs
I DESPDM24A/42B 1732313442 PF/PFX cable entry system plates
DES PDM caps
Dimensions [mm]
16.9
29 [«
detasultra.com )
©) o
130 41»
* Indoor only 188

3 NEMA  ULTYPE &LB @. 0 iy ———
g ECOLAB RoHS
GNUS I P66 1 2’ 4X ‘I 2’ 4X e issas2 § ME UL94-V0 m COMPLIANT

& ULTRA



=1 DES PDM S ATEX

Cable entry plates with internal frame and double membrane

P For several number of cables in a limited space

P High strain relief thanks
to the double membrane

P Cost efficient solution
P High IP grade (IP66)

P Threaded inserts or plastic rivets
version on request

Double parallel membrane

o onrN: © [

L

The DES PDM S is an innovative alternative to
standard cable glands on electrical, electronic
and telecommunication cabinets and
equipment.

Model Code Cable nr. Dimensions [mm] Pcs

- cable min/max [mm]| Cut-out Plate /pack

The cable is pushed through the front
membrane, whilst the second membrane
increases the strain relief and liquid resistance.

DES PDM S ATEX series can be used in
zone 2 and 22 according to IEC 60079-10.

DESPDMSS 1732321127 7- 6,8/12
112A/7G

DESPDMS 1732321122 22- 3,2/6,5

112A/22G Technical data
112x18 | 150x32 | 10 Material: TPE
— ElLagrzvoability: self-extinguishing acc. to
DESPDM S 1732322127 7- 68/12
112A/7B Temperature: -40°C... +110°C (static)

Features: halogens and silicones free

— Related products
DESPDMS | 1732322122 | 22- 3,2/6,5
112A/22B IFP plugs
DES PDM caps

Dimensions [mm]

150
| IEE
|

14
detasultra.com
1 e &
G |
130
e NEMA  ULTYPE wL.’» g. iy RoTTS @
CNUS IP66 1 2 1 2 5452 EWE ECOLNAB UL904-V0 m COMOPLIANT
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DES PDM Q ATEX D)

Cable entry plates with internal frame and double membrane

P For large number of cables
without connectors

P High strain relief thanks to

the double membrane Double parallel membrane

» Cost efficient solution

P P66 and Nema 4X* certified ) d[:
P Threaded inserts or plastic rivets 3) o
version on request 3

!) 2

9) o

173201467

The DES PDM Q is an innovative alternative to

Model Code Cable nr. Dimensions [mm] Pcs - ’
. standard cable glands on electrical, electronic
-0 cable min/max[mm] | Cut-out | Plate | /pack and telecommunication cabinets and
_ equipment.
1732314613 8- 28/65 .
DES PDM Q 4- 4,6/10,2 The cable is pushed through the front
13GA 1- 14,5/22 membrane, whilst the second membrane
increases the strain relief and liquid resistance.
10 - 2,8/6,5 . .
4- 4,6/10,2 DES PDM Q ATEX series can be used in
DES PDM Q 1732314617 2- 6,8/12 zone 2 and 22 according to IEC 60079-10.
17GA 1- 8,6/16,2
Technical data
DESPDMQ | 1732314625 | 25- 2,8/6,5 Material: TPE
25GA Flammability: self-extinguishing acc. to
. 46 x 46 74x60 10 UL94-VO
8- 2,8/65 . 0o o ,
DES PDM Q 1732315614 4- 46/10,2 Temperature: -40°C... +110°C (static)
13BA 1- 14,5/22 Features: halogens and silicones free
b 12 - irg ; %52 Related products
DES PIIB)AM Q 1732315618 2- 6,8/12 HY360 hydraulic punch driver
17 -
1- 8,6/16,2 IFP plugs
X DES PDM caps
DES PDM Q 1732315626 25- 2,8/6,5
25BA
Dimensions [mm]
16
74
14
T | detasulira.com
< =
58
* Indoor only
NEMA  ULTYPE HL3 @. 0 N, —
g ECOLAB RoHS @
GNUS IP66 1 2' 4X 1 2’ 4X e issas.2 g ME UL94-V0 m COMPLIANT
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r =1 & DES PDMU ATEX

Round cable entry plates for single cable - internal frame and double membrane

P Metric sized

P High retaining force thanks to
the double membrane

P Cost efficient solution
P High IP grade (IP66) Nema 4X*
P Recommended tightening torque 8 Nm

Double parallel membrane

The cable entry plates series DES PDMU are used

Model Code Cable nr. Dimensions [mm] Pcs h ]
to save space and time as alternative to cable
-0 cable [mm] | Thread | @ Cut-out | @Plate | /pack glands. They use the metric holes on cabinets
or machinery and the nutlock guarantees a
1732330120 | 1-max.10,5 | M20 20,5 36 i i i
DES PDMU 20GA strong s?tram relief and highest water and dust
protection.
The cable is pushed through the front
DES PDMU 25GA 1732330125 1-max16 | M25 25,5 40 membrane, whilst the second membrane
increases the strain relief and liquid resistance.
1732330132 1-mac22 | M32 32,5 46 DES PDMU ATEX serie.s can be used in
DES PDMU 32GA zone 2 and 22 according to IEC 60079-10.
10
o Technical data
1732331120 | 1-max.10,5 | M20 20,5 36
DES PDMU 20BA max
Material: TPE
. Flammability: self-extinguishing acc. to
1732331125 1-max. 16 M25 25,5 40
DES PDMU 25BA e UL94-V0
Temperature: -40°C... +110°C (static)
DES PD:U 32BA 1732331132 | 1-max.22 | M32 32,5 46 Features: halogens and silicones free
Related products
HY360 hydraulic punch driver
IFP plugs
Dimensions [mm]
) f’
[E—
7
* Indoor only
D ULTYPE HL3 ¢ y iy —
c“‘us NEMA g. ECOLAB 0 YovY., RoHS @
s IP66 12,4 124K 48, © mz U940 Towia S

G
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DES PDM M ATEX &, =

Round cable entry plates with internal frame and double membrane

P For large number of cables without connectors
P High strain relief thanks to the double membrane
P Cost-effective solution

P High IP grade (IP66-68), Nema 4X*

P Recommended tightening torque 8Nm

1A

Double parallel membrane

| (‘: (o (goz(-;' 6 ,
Y
| B

The cable entry plates series DES PDMU are
: used to save space and time as alternative
-0 cable min/max [mm]| x1.5 | @P[mm] |/pack to cable glands. They use the metric holes
DES PDM M32A/4G | 1732333204 3- 2,6/6,5 on cabinets or machinery and the nutlock

@ DESPDM M32A/4B 1732334205 1- 5,5/12,5 guarantees a strong strain relief and

highest water and dust protection.
DES PDM M32A/4-2G | 1732333242
4- 3,5/8,8 M32 46 The cable is pushed through the front
@ DESPDM M32A/4-2B | 1732334252

membrane, whilst the second membrane

Model Code Cable nr. Thread |Dimensions| Pcs

DES PDM M32A/7G | 1732333207 ; increases the strain relief and liquid
7- 2,6/6,5 -
@ DESPDMM32A/7B | 1732334208 resistance.
DES PDM M ATEX series can
DES PDM M40A/8G | 1732334008 .
4- 26/65 M40 54 be used in zone 2 and 22
@ DESPDMM40A/8B | 1732335009 | 4- 4/10.2 according to IEC 60079-10.
DES PDM M50A/8G 1732335008 5- 4,6/10,2
@ DESPDMM50A/SB | 1732336009 | 3- 6.8/125 Technical data
DES PDM M50A/10G | 1732335010 | 7- 2,8/6,5 Material: TPE
2- 4,6/10,2 Flammability: self-extinguishing acc. to

@ DESPDMM50A/10B | 1732336011 | 1- 14,5/22
DES PDM M50A/12G | 1732335012 | 4. 2,8/6,5

M50 64 UL94-Vo
Temperature: -40°C... +110°C (static)

8- 4,6/10,2
@ DESPDMM50A/12B | 1732336013 10 Features: halogens and silicones free
DES PDM M50A/19G | 1732335019 9. 28/65
@ DESPDMM50A/19B | 1732336020 e Related products
DES PDM M63A/6G | 1732336306 3- 4,6/10,2 HY360 hydraulic punch driver
@ DESPDMM63A/6B | 1732337307 | 3- 10,9/20 IFP plugs
DES PDM M63A/9G | 1732336309 | 1- 2:6/6
3- 4,6/10.2 Dimensions [mm]
4- 8,6/16,2
@ DESPDMM63A/9B | 1732337310 . 85 8
1- 10,9/20 =
DES PDM M63A/13G | 1732336313 | 4- 2,8/6 M63 77
4- 4,6/10,2
@ DESPDMM63A/9B | 1732337310 | 5- 9,5/16,2
= 4 |
DES PDM M63A/14G | 1732336314 &
14- 5/10
@ DESPDMM63A/14B | 1732337315
DES PDM M63A/35G | 1732336335
35- 2,6/55 22

@ DESPDM M63A/35B | 1732337336

* Indoor only

IP66  NEMA  ULTYPE HL3
3L\ IP68 12,4X 12,4X

APPROVED
H
=

2

Wil —
ECOLAB 6 RoHS @
UL94-Vo -.@Z; CORECAN

EN 45545-2
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Cable entry plate - large frame and double membrane

P For up to 72 cables without connectors

P High strain relief thanks to
the double membrane

P Internal reinforcing frame
P Cost efficient solution
» High IP grade (IP66)

KN/72 KN/21
Model Code Cable nr. Dimensions [mm] Pcs
- @ cable min/max [mm] | Cut-out Plate  |/pack
1732340072 | 42- 2,8/6,5
DES PDM KN/72GA 21- 46/10,2
6- 8,6/16,2
e 1732341073 | 3- 145/22
DES PDM KN/72BA
1732340021
DES PDM KN/21GA 323400
21- 95/17 192x62 | 221x90 1
[
1732341022
DES PDM KN/21BA
1732340019 | 3. o0
3- 5/10
DES PDM KN/19GA 1- 9/15
6- 14/22
. 1732341020 | 3- 19/27
DES PDM KN/19BA 2- 22-30
Dimensions [mm]
221
\
[ \ |
2 ! =
) 101 101 ,
o5 | ] |
N i3 o
L ox 245 |- ) 0
NEMA  ULTYPE HL3

s IP66 12 12

EN 45545-2

APPROVED
m

uL94-vo

KN/19

The DES PDM KN are multi cable entry
plates suitable for cabinet side or bottom.
According to cable size and quantities

it is possible to find the right model.

The fixing holes are for Rittal cabinets.

The cable is pushed through the front
membrane, whilst the second membrane
increases the strain relief and liquid resistance.

DES PDM KN ATEX series can
be used in zone 2 and 22
according to IEC 60079-10.

Technical data
Material: TPE

Flammability: self-extinguishing acc. to
uL94-vo

Temperature: -40°C... +110°C (static)

Features: halogens and silicones free

Related products
IFP plugs
DES PDM caps

Double parallel membrane

Yo RoHs @
150 4892-2A —
(.‘I"

ULTRA



DES PDP ATEX

€0 I —

Round base, cone-shaped cable entry plate with locknut

P For diameters from 2,5 to 64 mm

P Reinforcing base plate

P Cost efficient solution

P UL94-VO for grey and black

The DES PDP is available in M25, M32,

Model Code Cable nr. Threah Dimensions [mm] | Pcs : X
. M40, M50, M63 and M75 sizes, enabling
-0 cable min/max [mm]  x1,5]  Cut-out | @P | H | /pack non-terminated cables with diameter from
DESPDP25GA | 1732350025 1- 25/17 | M25 | 255 | 39 | 465 2,5 to 64 mm to pass through the walls of the
electrical cabinets.
DESPDP32GA | 1732350032 1- 5/23 M32 | 32,5 | 46 | 552 The reinforcing base plate increases the
DESPDP40GA | 1732350040 1- 8/29 | M40 | 40,5 | 54 | 62 stability when large cables are used.
10 DES PDP ATEX series can be used in zone
DESPDP50GA | 1732350050 1- 17/42 M50 50,5 64 | 50 2 and 22 according to IEC 60079-10.
DESPDP63GA | 1732350063 1- 23/55 Mé63 63,5 77 | 62 Technical data
DESPDP75GA | 1732350075 1- 38/64 | M75 | 755 | 89 | 64 Material: TPE
Flammability: self-extinguishing
acc. to UL94-V0
DESPDP25BA | 1732352025 1- 25/17 | M25 | 255 | 39 | 465 Temperature: -40°C.... +110°C (static)
Features: halogens and silicones free
DESPDP32BA | 1732352032 1- 5/23 M32 32,5 46 | 55.2
Related products
DESPDP 40BA | 1732352040 1- 8/29 M40 | 40,5 | 54 | 62 p
10 HY360 hydraulic punch driver
DESPDP50BA | 1732352050 1- 17/42 M50 50,5 64 | 50
DESPDP63BA | 1732352063 1- 23/55 Mé63 63,5 77 | 62
DESPDP75BA | 1732352075 1- 38/64 M75 75,5 89 | 64
Dimensions [mm] a
: P
Mx1,5
SN upto NEma  ULTYPE HL3 g E L) _7\/‘\'{_ @
u 2 COLAB
ing.  1P66  12,4X 12 i, BN ULOAVD  Troma SR
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